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This list is designed to help you select bulbs that are recommended to use with Lutron Residential 
Systems products. The CFL and LED bulbs on this list were extensively tested by Lutron; the Lutron 
Residential Systems products were evaluated by UL and meet applicable safety standards.

How to use this list
If you already have a bulb:
Use the “Find” tool in your browser or PDF viewer to search for the model number that’s printed on the 
bulb. Then choose a Residential Systems product that’s recommended to use with that bulb.

If you already have a Residential Systems product:
Use the table of contents to find the corresponding pages for that control, and then select a bulb from 
that list.

What does “recommended” mean?
Recommended means that the bulbs can be dimmed, although the bulb’s dimming performance 
may not match what you’re used to seeing from an incandescent or halogen bulb. These bulbs meet 
specific performance requirements, have been electrically tested, and have been jointly reviewed by the 
manufacturer and Lutron.

Products on this list are considered recommended with the respective Lutron Residential Systems 
products. Depending on the quality of the bulb you select, recommended bulbs may still:

 - have less dimming range than an incandescent or halogen bulb

 - dim less smoothly than an incandescent or halogen bulb

 - flicker or shimmer at certain light levels

 - buzz

For more information
If you’d like more information regarding bulb performance and test results, including dimming range, other 
dimmer options, and performance, please visit www.lutron.com/ledtool.

Please note: Bulb variations in lamp design and construction affect performance. Bulb manufacturers 
can modify their bulbs at any time, without notice to Lutron. This prevents Lutron from ensuring ongoing 
compatibility. For up-to-date specifications, performance, and/or any related recall information about the 
bulb, please visit the bulb manufacturer’s website.
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LED bulbs

Bulbs for 450 W seeTouch Hybrid Keypad (Neutral Recommended)
Models: RRD-HxBRL
 HQRD-HxBRL HQRA-HxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Cooper

13.2 SLD606927WH 6" Downlight, 2700K, 780 Lumen

13.2 SLD606927WHJB 6" Downlight, 2700K, 780 Lumen

13.2 SLD606927WHR 6" Downlight, 2700K, 780 Lumen

13.2 SLD606930WH 6" Downlight, 3000K, 780 Lumen

13.2 SLD606930WHJB 6" Downlight, 3000K, 780 Lumen

13.2 SLD606930WHR 6" Downlight, 3000K, 780 Lumen

13.2 SLD606935WH 6" Downlight, 3500K, 780 Lumen

13.2 SLD606935WHJB 6" Downlight, 3500K, 780 Lumen

13.2 SLD606940WH 6" Downlight, 4000K, 780 Lumen

13.2 SLD606940WHJB 6" Downlight, 4000K, 780 Lumen

Cree

12.5 DRDL6-06227009-12DE26-1C100 6" Downlight, 2700K TW, 625 Lumen, E26 
retrofit

12.5 DRDL6-06250009-12DE26-1C100 6" Downlight, 5000K TW, 625 Lumen, E26 
retrofit

EcoSmart

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, E26

9.5 ECS DN6 CW E26 120 6" Downlight, Daylight, 5000K, 650 Lumen, 
E26, retrofit

9.5 ECS DN6 W27 E26 120 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 E26 120 2BX 6" Downlight, Soft White, 2700K, E26 
retrofit, 2pk

9.5 ECS DN6 W27 E26 120 BX V3 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

Feit

4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

16 BPCER40/927/G2 R40, 1000 Lumen, E26

16 BR40/LED R40, 1000 Lumen, E26

16 BR40/LED/3212 R40, 1000 Lumen, E26

16 BR40DM/927/G2 R40, 1000 Lumen, E26

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26
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LED bulbs

Bulbs for 450 W seeTouch Hybrid Keypad (Neutral Recommended)
Models: RRD-HxBRL
 HQRD-HxBRL HQRA-HxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Green Creative

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

18.5 18.5PAR38G4DIM/927NF25 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/927SP15 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930NF25 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930SP15 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940NF25 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/GU24 PAR38, 4000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940SP15 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/GU24 PAR38, 4000K, 1000 Lumen, GU24

Liteline

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26
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LED bulbs

Bulbs for 450 W seeTouch Hybrid Keypad (Neutral Recommended)
Models: RRD-HxBRL
 HQRD-HxBRL HQRA-HxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Osram 13 73396 (LEDRT56900827FL80) OS 5/6" Downlight, 2700K, 900 Lumen, E26

Sylvania

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

13 73396 (LEDRT56900827FL80) SY 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396-1 5/6" Downlight, 2700K, 900 Lumen, E26

13 73397-0 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

TCP
5 LED5E12B1127K Candle, 2700K, 300 Lumen, E12

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

Utilitech

7.5 R20/DM/5K/LED R20, 450 Lumen, E26

8 BPCER20/927/LED R20, 450 Lumen, E26

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 R20/927/LED R20, 450 Lumen, E26

8 R20/DM/LEDG2 R20, 450 Lumen, E26

8 R20DM/LEDG2/CAN R20, 450 Lumen, E26

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK
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Brand Wattage Model Description

Westinghouse

6 33098 A19, 3000K, 470 Lumen

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

7 33050 R20, 2700K, 550 Lumen, flood

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

LED bulbs

Bulbs for 450 W seeTouch Hybrid Keypad (Neutral Recommended)
Models: RRD-HxBRL
 HQRD-HxBRL HQRA-HxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D 11W A19

15  LED15PAR30WFL/830/D 15W PAR30S

15 LED15BR30/827/D 15W BR30

15 LED15BR30/830/D 15W BR30

15 LED15PAR30FL/830/D 15W PAR30S

15 LED15PAR30NF/830/D 15W PAR30S

Cree

6  BA19-04550OMB-12DE26-3_1 6W A19 4 FLOW

6 BA19-04527OMB-12DE26-3_1 A19 4Flow, 83CRI, 2700K, 460 Lumen, 
E26

6 BA19-04527OMB-12DE26-3_1 6W A19 4 FLOW

6 BA19-04527OMF-12DE26-3U100 A19 4Flow, 2700K, 460 Lumen, E26

6 BA19-04527OMF-12DE26-3U100 6W A19 4 FLOW

6 BA19-04550OMB-12DE26-3_1 A19 4Flow, 83CRI, 5000K, 460 Lumen, 
E26

6 BA19-04550OMF-12DE26-3U100 A19 4Flow, 5000K, 460 Lumen, E26

6 BA19-04550OMF-12DE26-3U100 6W A19 4 FLOW

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Cree

8 LED8A19DIMO827G2

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000K, 1600 Lumen, E26, 18W

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg flood

Energetic

17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

8.5 BA19-04527OMN-12DE26-1U100

17.5 YGA08A35-17.5-827 BR40, 2700K, 1100 Lumen

Envision LED
10 LED-A19-10W-HL-D-DIM 10W A19

10 LED-A19-10W-HL-WW-DIM 10W A19

FEIT 

8 BPCER20/DM/LED R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 LR20DMLEDG2 R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 R20/927/LED R20, 2700K

8 R20/930/LED R20, 3000K

8 R20/950/LED R20, 5000K,

8 R20DM/LEDG2/CAN R20, 2700K

9 LR20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9 R20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

13 A19DM/800/LED A19, 3000K

13 LA19DM/800/LED A19, 3000K

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.



10

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

GE Lighting Solutions

7 LED7DP20B827/20 PAR20, 2700K, Flood, Black Base

7 LED7DP20B830/12 PAR20, 3000K, Spot, Black Base

7 LED7DP20B830/20 PAR20, 3000K, Flood, Black Base

7 LED7DP20S827/20 PAR20, 2700K, Flood, Silver Base

7 LED7DP20S830/20 PAR20, 3000K, Flood, Silver Base

7 LED7DP20W827/20 PAR20, 2700K, Flood, White Base

7 LED7DP20W830/12 PAR20, 3000K, Spot, White Base

7 LED7DP20W830/20 PAR20, 3000K, Flood, White Base

18 LED18D38W827/15 PAR38, 2700K, E26, 15° Beam

18 LED18D38W827/25 PAR38, 2700K, E26, 25° Beam

18 LED18D38W827/40 PAR38, 2700K, E26, 40° Beam

9 591023149

18 LED18D38W830/15 PAR38, 3000K, 1400 Lumen, E26, 15° 
Beam

18 LED18D38W830/25 PAR38, 3000K, 1400 Lumen, E26, 25° 
Beam

18 LED18D38W830/40 PAR38, 3000K, 1400 Lumen, E26, 40° 
Beam

18 LED18D38W927/15 PAR38, 2700K, 1100 Lumen, E26, 15° 
Beam

18 LED18D38W927/25 PAR38, 2700K, 1100 Lumen, E26, 25° 
Beam

18 LED18D38W927/40 PAR38, 2700K, 1100 Lumen, E26, 40° 
Beam

18 LED18D38W930/15 PAR38, 3000K, 1200 Lumen, E26, 15° 
Beam

18 LED18D38W930/25 PAR38, 3000K, 1200 Lumen, E26, 25° 
Beam

18 LED18D38W930/40 PAR38, 3000K, 1200 Lumen, E26, 40° 
Beam

Lighting Science Group

8  DFN BR20 50WE CW 120 BR20 50W equivalent

8 DFN A19 V1 CW 120 A19, Cool White, 5000K

8 DFN A19 V1 NW 120 A19, Neutral White, 4000K

8 DFN A19 V1 W27 120 A19, Warm White, 2700K

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Lighting Science Group

8 DFN A19 V1 WW 120 A19, Warm White, 3000K

8 DFN BR20 50WE NW 120 BR20 50W equivalent

8 DFN BR20 50WE W27 120 BR20 50W equivalent

8 DFN BR20 50WE WW 120 BR20 50W equivalent

8 ECS A19 V1 CW 120 A19, Daylight, 5000K

8 ECS A19 V1 WW 120 A19, Warm White, 3000K

8 ECS BR20 50WE W27 120 BR20 50W equivalent

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 Lumen, 
E26, retrofit

9.5 ECS DN4 CW GU24 120 BX 9.5 Downlight

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 BX 9.5 Downlight

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 Lumen, 
Gu24 base, retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color temperatures, 
75WE

10.5 LS 30 75WE xxx GB xx 120 PAR30, various color temperatures

Liteline

6 G4-GU10LED6W-30K PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-30K-ES PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-40K PAR16, 4000K, 380 Lumen, GU10

6 G4-P16LED6W-27KFL-ES PAR16, 2700K, 380 Lumen, E26

6 G4-P16LED6W30KFLBUES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KFL-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KSP-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-40KFL PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-40KSP-ES PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-50K PAR16, 5000K, 380 Lumen, E26

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Liteline

10 G4-P30LLED10W-27KFES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-27KSES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-30KFES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-30KSES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-40KFES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-40KSES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-50KFES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30LLED10W-50KSES PAR30L, 5000K, 800 Lumen, E26

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26

Luminance

9.5 L7510 9.5 A19

11.5 L7512 11.5A19

14 L7531 14W PAR30L

Philips

6 9290002242 MR16, 3000K, 300 Lumen, GU10 base

6 6E26R20 R20, 2700K

8.5 9290011116 BR30, 5000K, 730 Lumen, E26

9.5 9290011117 BR30, 2700K, 730 Lumen, WarmGlow to 
2200K (Nov 2014 or later)

9.5 9290011345 (455816) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

9.5 9290011345 (455824) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

9.5 9290011345 (455832) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

9.5 9290011345 (455840) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Philips

9.5 9290011345 (455857) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

9.5 9290011345 (455865) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

9.5 9290011345 (455931) A19, Soft White, 2200-2700K, 800 Lumen, 
E26

10.5 9290002707 A19 SlimStyle, Soft White, 2700K, 800 
Lumen, 3pk

15 9290002595 A21, Soft White, 2700K, 1180 Lumen, E26

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

19 432211 19W A21

19 451906 19W A21

19 19A21/2700-WHT DIM 6/1 19W A21

19 9290002596A 19W A21

19 BC19A21/AMB/2700 DIM 120V 19W A21

Solais

7 LRP20/25/27K PAR20, 2700K, 475 Lumen, E26, 25° 
Beam

7 LRP20/25/30K PAR20, 3000K, 500 Lumen, E26, 25° 
Beam

7 LRP20/40/27K PAR20, 2700K, 475 Lumen, E26, 40° 
Beam

7 LRP20/40/30K PAR20, 3000K, 500 Lumen, E26, 40° 
Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

SORAA 19 SP30L-18-36D-930-03 18.5

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sunlite-USA 15 15BR40/DM/LED/2700K(40203) 15W BR40

Sylvania (Osram)

5 73780 (LED5R20DIM827G2) R20, 2700K, 325 Lumen, E26

5 73781 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

5 73801 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

7 LED7A19/DIM/0/SE/830 (78214) A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

7 LED7A19/DIM/0/SE/830/RP 
(78213)

A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

8 70419-6 4" Downlight, 600 Lumen, retrofit kit

8 70459-3 4" Downlight, 600 Lumen, retrofit kit

8 70643-3 4" Downlight, 600 Lumen, retrofit kit

8 73193-1 4" Downlight, 600 Lumen, retrofit kit

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen

10 LED10A19/DIM/CL/O/827 (79146) A19, 2700K, 800 Lumen, E26, 60WE

10 LED10A19/DIM/CL/O/827/BL 
(79147)

A19, 2700K, 800 Lumen, E26, 60WE

10 LED10A19/DIM/CL/O/827/G4 
(79142)

A19, 2700K, 800 Lumen, E26, 60WE

10 LED10A19/DIM/CL/O/827/G4/BL 
(79143)

A19, 2700K, 800 Lumen, E26, 60WE

10 LED10A19/DIM/CL/O/827/RP 
(79644)

A19, 2700K, 800 Lumen, E26, 60WE

9 591023149

10 LED10A19/DIM/CL/O/850/G4 
(79144)

A19, 5000K, 800 Lumen, E26, 60WE

10 LED10A19/DIM/CL/O/850/G4/BL 
(79145)

A19, 5000K, 800 Lumen, E26, 60WE

10 LED10PAR20/DIM//P/930/FL30 PAR20, 3000K, 550 Lumen

11 LED11BR30/DIM/HO/827/G3 
(78413)

BR30, 2700K, 800 Lumen, E26

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania (Osram)

11 LED11BR30/DIM/HO/827/G3/RP 
(78415)

BR30, 2700K, 800 Lumen, E26

11 LED11BR30/DIM/HO/827/G3/RP 
(79121)

BR30, 2700K, 800 Lumen, E26

12 LED12BR30/DIM/SE/830/RP BR30, Soft White, 2700K to 2000K, 850 
Lumen

13 71911 Retrofit Downlight, Warm White, 3000K, 
900 Lumen, E26

13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396-1 5/6" Downlight, 2700K, 900 Lumen, E26

13 73397-0 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

9290002596

19 9290002596

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 LED/RT5/6/G/900/827/FL80/RP 3000K, 900 Lumen

13 LED/RT5/6/G/900/830 3000K, 900 Lumen

13 LED/RT5/6/G/900/830/FL80/RP 3000K, 900 Lumen

15 BR40, 1100 Lumen LED15BR40/DIM/HO/827/G4/RP

15 LED15PAR30NF/830/D 15W PAR30S

15 BR40, 1100 Lumen LED15BR40/DIM/HO/827/G4

15 LED15BR40/DIM/HO/827/G3 BR40, 2700K, 1100 Lumen, E26, Flood

15 LED15BR40/DIM/HO/827/G3/RP BR40, Soft White, 2700K, 1100 Lumen, 
E26, Flood

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

TCP 17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

Toshiba

13 LDRB1327WE6USD2 
(13BR40/27K-T)

BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 
(13BR40/40L-T)

BR40, 4000K, 1050 Lumen

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Westinghouse

6 33098 A19, 3000K, 470 Lumen

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

10 03425 A19, 2700K, 450 Lumen, E26, 40WE

10 03439 A19, 3000K, 800 Lumen, E26, 60WE

10 03563 BR30, 2700K, 750 Lumen, E26

10 03696 A19, 2700K, 790 Lumen, E26, 60WE

Wooree (SATCO)

17 S9092 PAR38, 3000K, 1200 Lumen, E26, 25° 
beam

17 S9093 PAR38, 4000K, 1200 Lumen, E26, 25° 
beam

17 S9094 PAR38, 3000K, 1200 Lumen, E26, 40° 
beam

17 S9095 PAR38, 4000K, 1200 Lumen, E26, 40° 
beam

Zhejiang Yankon Group
11.5 MQTL1017-LED11.5K827 5"/6" Downlight, 2700K, 700 Lumen

11.5 MQTL1017-LED11.5K850 Downlight, 5000K, 800 Lumen, E26 retrofit 
kit

LED bulbs

Bulbs for 450 W C•L seeTouch Hybrid Keypad with Neutral Wire
Models: RRD-HNxBRL
 HQRD-HNxBRL HQRA-HNxBRL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Array
16 AE26PAR38183060

20 AE26PAR38183010

Bulbrite 11 LED11A19/827/D E26, A19, 800 Lumens, Warm White

Commercial Electric

9.6 CER4741AWH30 9.6 Downlight 2700K 570 Lumens 9.6

10.6 CER6730WH (T65) 5" or 6" Downlight, 2700K

11 CER6741WH (T60) 6" Downlight

11.3 CER4741WG (T40) 4" Downlight, 3000K, 561 Lumen, 80CRI

11.5 CER4742AWH (T41) 4" Gimbal Downlight, 3000K, 620 Lumen, 
95CRI

11.5 CER4742WH (T41) 4" Gimbal, 3000K, 600 Lumen, 83CRI

11.6 CER4741AWH30 11.6 4" Downlight, 3000K, 641 Lumen, 95CRI

12.8 CER6741AWH30 6" Downlight, 3000K, 778 Lumen, 95CRI

14 CER6742AWH30 6" Gimbal Downlight, 3000K, 861 Lumen, 
95CRI

14.4 CER6742WH (T61) 6" Gimbal

16 CER6041WH30 6" Soft White 3000K 1000L E26

Cooper
13.7 RL406830WH 4" Downlight

15 EL4058

Cree

9.5 BBR30-06527FLF-12DE26-1U100 BR30, 650 Lumen, Soft White, 2700K

9.5 BBR30-06550FLF-12DE26-1U100 BR30, Daylight, 5000K 650 Lumen, 9.5

12 LE6C

12 LED14E26P3050KNFL LED 14W PAR30 Narrow Flood - 5000K

12.5 DRDL6-06227009-12DE26-1C100 6" Downlight, 2700K TW, 625 Lumen, E26 
retrofit

12.5 DRDL6-06250009-12DE26-1C100 6" Downlight, 5000K TW, 625 Lumen, E26 
retrofit

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg flood

Earthmate 5 E05129LW Candle

LED bulbs

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer
Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

LED bulbs
Brand Wattage Model Description

EcoSmart

3 8T03CL (ES) Candle

4.5 5bSM350SGU1011 MR16, 3000K, 350Lm, GU10

4.5 5bSM350STE2602 MR16, 3000K, 350Lm, E26

5 5020001XXYY Candle, 2700K, 350 Lumens

5.5 5bHPR500STW1D18 PAR20, 3000K 450Lm, E26

5.5 5bHPR500STW1D19 PAR20, 5000K 470Lm, E26

6 ECS 16 35WE WW FL GU10 120 
FS1 BL

MR16, 3000K, 407 Lumens, GU10

6 ECS 16 WW FL MR16, GU10 Base, Bright White, 3000K

6 ECS 16WWFL 120 E26 PAR16, 3000K, 325 Lumen, E26

6.5 50217013006 PAR20, 3000K, 450 Lumens

6.5 A460ST-Q1D A19, 2700K, 450 Lumens  4pk

6.5 A460ST-Q1D-04 A19, 5000K, 470 Lumens, E26  4pk

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, E26

7.5 BPA15/CL/500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E26

7.5 BPA15C/CL500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E12

7.5 BPCFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E12

7.5 BPEFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E26

7.5 BPGM/CL/500/LED/ESM G16.5, Soft White, 2700K, 500 Lumen, 
E26

8 ECS 16 50WE WW FL FS1 BL MR16, 3000K, 500 Lumens, GU10

8 ECS 16 50WE WW FL GU10 120 
FS1 BL

MR16, 3000K, 500 Lumens, GU10

8 ECS 16 50WE WW FL GU10 120 
TP

MR16, Bright White, 3000K, 500 Lumen, 
GU10

8 ECS 16 50WE WW FL TP MR16, Bright White, 3000K, 500 Lumen, 
Bi-Pin

9 5bSA800STQ1D01 A19, 2700K, 800Lm, E26

9 5bSA800STQ1D02 A19, 3000K, 800Lm, E26

9 5bSA800STQ1D03 A19, 5000K, 840Lm, E26

9 A810SS-Q1D 5000 A19, 5000K, 840 Lumen

9 A810SS-Q1D 2700 A19, 2700K, 800 Lumen

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer
Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

EcoSmart

9 A810SS-Q1D-02 A19, 3000K, 800 Lumens, E26  4pk

9.5 5bHPR650STW1D29 PAR30, 3000K, 650Lm, E26

9.5 5bHPR650STW1D30 PAR30, 3000K, 680Lm, E26

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 Lumen, 
E26, retrofit

9.5 ECS DN4 CW GU24 120 4" Downlight, Daylight, 5000K, 650 Lumen, 
Gu24 base, retrofit

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 4" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

9.5 ECS DN6 CW E26 120 6" Downlight, Daylight, 5000K, 650 Lumen, 
E26, retrofit

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 Lumen, 
Gu24 base, retrofit

9.5 ECS DN6 W27 E26 120 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 E26 120 2BX 6" Downlight, Soft White, 2700K, E26 
retrofit, 2pk

9.5 ECS DN6 W27 E26 120 BX V3 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

9.5 ECS DN6 WW E26 120 BX

9.5 ECS DN6 WW GU24 120 BX

10 DL-N14A10FR1-27 5/6" Downlight, 2700K, 650Lm, E26

10 DL-N14A10FR1-50 5/6" Downlight, 5000K, 650Lm, E26

10 DL-N14A10FR2-27 5/6" Downlight, 2700K, 650Lm, GU24

10 DL-N14A10FR2-50 5/6" Downlight, 5000K, 650Lm, GU24

10 ECS GP19 W27 60WE FR 120 
3WAY DG

3 way non dim

11 5bSA1100STQ1D01 A19, 2700K 1100Lm, E26

11 5bSA1100STQ1D03 A19, 5000K, 1150Lm, E26

15 2R3015DIM (ES) R30 Flood, Soft White (ES5R315DIM2)

15 2R3015DIM35K R30 Flood, Bright White (ES5R315DIM35K)

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

EcoSmart

15 2R3015DIM50K R30 Flood, Daylight (ES5R315DIM250K)

16 ES5R315TDIM2

17 ECS 38 90WE WW FL 120 FS1 BL PAR38, 2700K, 1000 Lumens

18 ECS BR40 90WE W27 120 G1 3PK

18 ECS G25-40WE 120Vac 60Hz 
2700K

ECS BR40 90WE CW 120 DG 12.7 

ECS 16 WW V2 NFL EcoSmart 8-Watt (50W) MR16 Bright 
White (3000K) LED Flood Light Bulb (E) 

ECS 16WW FLGU10 6W, GU10, 3000K, 320 Lumen

ECS DN6 W27 HO E26 120 BX

ECS DN6 W27 HO GU24 120 BX

ECS GP19 40WE CW NDM 120 G1 
DG 2PK 

non dim

ECS GP19 40WE W27 NDM 120 
G1 DG 2PK 

non dim

ECS GP19 60WE CW NDM 120 G1 
DG 2PK

non dim

ECS GP19 60WE W27 NDM 120 
G1 DG 2PK

non dim

ECS GP19 60WE WW NDM 120 G1 
DG 2PK

non dim

Feit

2.5 BPCFCLED Candle, Soft White, E11, 2200K, 210 
Lumen

4.5 BPR14DM/LED R14, Soft White, 2700K, 300 Lumen, E26, 
40WE

4.5 R14DM/LED R14, Soft White, 2700K, 300 Lumen, E26, 
40WE

4.8 BPCECFC/DM/300/LED Candle, 3000K, 300 Lumen, E12 base, 
clear flame tip

4.8 BPCECFC/DM/300/LED/3 Candle, 3000K, 300 Lumen, E12 base, 
clear flame tip, 3pk

4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Feit

6 BPAT19LED Vintage, Soft White, 2200K, E26

6 BPST19LED Vintage, Soft White, 2200K, 466 Lumen, 
E26

6.5 1001504393 R20, 2700K, 450 Lumens, E26  6pk

6.5 LPAR16/DM/LED

6.5 MR16/GU10/DM/LED MR16, GU10 Base

7 EFC/DM/500/LED Candle, 3000K, 500 Lumen, E26

7.5 BPAG500DM/LED

7.5 R20/DM/LEDG3/2 R20, 2700K, 450 Lumen, 

9.9 A19/DM/800/GU24/LED A19, 3000K, 800 Lumen, GU24 base

10 G25/650/LEDG2 G25, 3000K, 650 Lumen, E26

10 G25/CL/650/LEDG G25 650 Lumens 9W

13 LBP13T2C/DM Spiral, Candelabra base

15 CE15R30DM/3

15 PAR38/LEDG9/2 PAR38, 3000K, 950 Lumens

17 BR40/DM/LED† BR40, 2700K, 1065 Lumen

20 20PAR38/LEDG5 PAR38

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

20.5 CELEDRT56/927

20.5 LEDR56/827 5" or 6" Downlight, 2700K, 1245 Lumen

20.5 LEDR56/830

20.5 LEDR56/850

20.5 LEDR56/927

GE

4 LED4CAC-F Candle, 2700K, 300 Lumens

4 LED4DA15-C A15, 2700K, 300 Lumens

4 LED4DCAC-C Candle, 300 Lumens

4 LED4DCAM-C Candle, 2700K, 300 Lumens

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

 † Requires a minimum of 2 lamps
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

GE

5 LED5DG16-C3/TP2P G16, 2700K, 350 Lumens, candle 2pk

5 LED5DG16C-W G16.5, 2700K, 350 Lumens  2pk

5 LED5DG25-C3 G25, 2700K, 350 Lumens

5 LED5DG25-W3 G25, 350 Lumens

6.5 LED7DCAC-C Candle, 2700K, 500 Lumen

6.5 LED7DCAM-C Candle, 2700K, 500 Lumens

6.5 LED7DG25-C3 G25, 2700K, 500 Lumens

6.5 LED7DG25-W3 G25, 5000K, 500 Lumens

7 LED7P2S830/20

29 FLE29QBX/DV/827

Globe
15 CCFL A-Type 15W

15 CCFL Ultra Mini 15W

Halco

5 A19/5xx/LED ProLED

5 PAR20/5xx/xx/LED ProLED

8 A19/8xx/LED ProLED

9 PAR30L/9xx/xx/LED ProLED

11 PAR38/11WW/xx/LED ProLED

13 CFL13/27/GU24/DIM

14 PAR30/14xx/xx/LED ProLED

15 BR30/15xx/FL/LED ProLED

18 CFL18/27/GU24/DIM

Halo

9 RL460WH840 Downlight 4000K 650 Lumens 9W

9 RL560WH6835R 5 or 6" Downlight, 640 Lumen, 3500K

9 RL560WH6840R 5 or 6" Downlight,  700 Lumen, 4000K

10 RA406930WHR Downlight 3000K 615 Lumens 10W

10 RA5606930WHR Downlight, 3000K, 670 Lumens

10.5 RL460WH835 Downlight 3500K 650 Lumens 10.5

10.5 RL560WH6827R 5 or 6" Downlight, 640 Lumen, Warm 
White, 2700K

Litetronics

14 LP14550FL2D† BR30, 2700K, 925 Lumen

14 LP14550FL4D† BR30, 3000K, 925 Lumen

14 LP14550FL6D† BR30, 4000K, 925 Lumen

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

 † Requires a minimum of 2 lamps



23

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Lithonia Lighting

8.9 6BPMW 6" Downlight (listed as 12.7 AZJ)

8.9 6BPMW LED M4 5/6" Downlight, 3000K, 620 Lumen, 

9.8 LK4BPMW LED 4 in. Recessed Baffle Kit

10.3 LK4GMW LED 4 in. Recessed Gimbal Baffle Kit

11 LK5BPMW LED 5 in. Recessed Baffle Kit

11.9 65BEMW LED 30K M4 Downlight, 3000K, 650 Lumen, E26 kit

Neptun

14 33014-ADIM

16 32016-ADIM

16 61916-ADIM-2FNCN

20 93820-ADIM

23 93823-AIM-2

24 24524-ADIM-3

24 24524-ADIM-GU24

24 24524-AIM-3-5K

Osram 13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

Philips

11 9290002268 A19, 2700K, 830 Lumen

11 9290002296 A19, 5000K, 830 Lumen

13 9290002523 13PAR38/F25 3000 
DIM AF RO

PAR38, 3000K, 950 Lumen

15 451898 BC15A21/AMB/2700 DIM 
120V 

E26, 1145 Lumens, 2700 K

15 9290002426 A21, 2700K, 1180 Lumen

18 9290002202 PAR38, 3000K, 951 Lumen, Medium Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.



24

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Philips

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

19 9290002473 PAR38, 3000K, 1250 Lumen

19.5 9290002251 PAR38, 3000K, 1210 Lumen

19.5 9290002252 PAR38, 2700K, 1183 Lumen

19.5 9290002253 PAR38, 3000K, 1212 Lumen

19.5 9290002291 PAR38, 4000K, 1207 Lumen

19.5 9290002312 PAR38, 2700K, 1100 Lumen

19.5 9290002313 PAR38, 2700K, 1196 Lumen

19.5 9290002314 PAR38, 3000K, 1200 Lumen

19.5 9290002315 PAR38, 3000K, 1225 Lumen

19.5 9290002316 PAR38, 4000K, 1200 Lumen

19.5 9290002317 PAR38, 4000K, 1245 Lumen

19.5 9290002321 PAR38, 2700K, 1172 Lumen

19.5 9290002322 PAR38, 5000K, 1300 Lumen

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

Project Source 10 DLS22-06B30D1E-WH-1 Downlight, 3000K, 650 Lumens, E26

Samsung 13 SI-I8W131UL0US

Satco

3.5 S8996

4 S9008-S9009

6 S8997-S8998

7 S9014

8 S8795-S8796

8 S8798

8 S9052-S9053

8 S9069

8 S8794 A19, 2700K, 450 Lumen, GU10

8 S8995 A19, 3000K, 450 Lumen

9.8 S9034-S9036

9.8 S9066

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Satco

10 S9007

11 S9084 PAR30, 3000K, 780 Lumen, E26,  
short neck, 25° Beam

11 S9085 PAR30, 4000K, 780 Lumen, E26,  
short neck, 25° Beam

11 S9086 PAR30, 3000K, 780 Lumen, E26,  
short neck, 40° Beam

11 S9087 PAR30, 4000K, 780 Lumen, E26,  
short neck, 40° Beam

11 S9088 PAR30, 3000K, 780 Lumen, E26,  
long neck, 25° Beam

11 S9089 PAR30, 4000K, 780 Lumen, E26,  
long neck, 25° Beam

11 S9090 PAR30, 3000K, 780 Lumen, E26,  
long neck, 40° Beam

11 S9091 PAR30, 4000K, 780 Lumen, E26,  
long neck, 40° Beam

13 S9017

13 S9020

14 S8814 thru S8819 PAR30

14 S8821 thru S8826 PAR30

14 S8934-S8936

14 S8941-S8943

17 S8952 PAR38

17 S8977-S8979 PAR38

17 S8984-S8986 PAR38

17 S9023

17 S9092 PAR38, 3000K, 1200 Lumen, E26,  
25° beam

17 S9093 PAR38, 4000K, 1200 Lumen, E26,  
25° beam

17 S9094 PAR38, 3000K, 1200 Lumen, E26,  
40° beam

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Satco

17 S9095 PAR38, 4000K, 1200 Lumen, E26,  
40° beam

18 S9006

18 S9049-S9051

Solais

7 LRP20/25/27K PAR20, 2700K, 475 Lumen, E26,  
25° Beam

7 LRP20/25/30K PAR20, 3000K, 500 Lumen, E26,  
25° Beam

7 LRP20/40/27K PAR20, 2700K, 475 Lumen, E26,  
40° Beam

7 LRP20/40/30K PAR20, 3000K, 500 Lumen, E26,  
40° Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26,  
25° Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26,  
25° Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26,  
40° Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26,  
40° Beam

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26,  
15° Beam

Sylvania

5 CF5EL/A15/DIM A15

5.5 78836 PAR16, Warm White, 2700K, 330 Lumen, 
GU10, Flood

6 78492 MR16, Soft White, 3000K, 300 Lumen, 
Bipin

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

7 LED6MR16/DIM/830/NFL25/HVP low voltage

8 LED8A/DIM/0/F/827 A19, 2700K

8 LED8A/GU24/F/830 A19, 3000K, 350 Lumen, GU24 Base

8 LED8A19DIMO827G2

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR16/DIM/930/FL36/P/LW† PAR16, Soft White, 390 Lumen

8 LED8PAR16/GU10/DIM/930/ 
FL36/RP†

PAR16, GU10, Soft White, 390 Lumen

9 LED/RT4/600/827 4" Downlight, 2400K, 600 Lumens

10 79147 LED10A19/DIM/CL/O/827/BL E26, A19, 800 Lumens, 2700 K

10 79145 LED10A19/DIM/O/850/G4/BL E26, A19, 800 Lumens, 5000 K

10 79143 LED10A19/DIM/O/827/G4/BL E26, A19, 800 Lumens, 2700 K

10 79144 LED10A19/DIM/O/850/G4 E26, A19, 800 Lumens, 5000 K

10 79146 LED10A19/DIM/CL/O/827 E26, A19, 800 Lumens, 2700 K

10 79142 LED10A19/DIM/O/827/G4 E26, A19, 800 Lumens, 2700 K

10.5 79644 LED10A19/DIM/CL/O/827/
G3/BL

E26, A19, 800 Lumens 

10.5 79644 LED10A19/DIM/CL/O/827/
RP

E26, A19, 800 Lumens, 2700 K

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

20 LED20PAR38/DIM/930/FL40/P2 PAR38

20 LED20PAR38DIM830FL40 PAR38, 3000K, 1300 Lumen

12 LED12A19/DIM/F/927

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13.5 LED13.5A/DIM/O/F/827

14 79126 A19, Daylight, 5000K, 1100 Lumen, E26

14 LED14B30/DIM/827

15 79175 BR40, 1100 Lumen

15 79176 BR40, 1100 Lumen

15 79177 BR40, 1100 Lumen

16 LED16PAR30/SG

16 LED16PAR38/SG/830

20 LED20PAR38/DIM/P/930/FL30

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

 † Requires a minimum of 2 lamps
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

TCP

3 8T03CL (TCP) Candle Clear

11 LED11E26BR4027K LED 11W BR40 - 2700K

12.5 LED12E26BR30

14 LED14E26BR4027K LED 14W BR40 - 2700K

15 2R3015DIM (TCP) R30, Soft White, 2700K

15 41315TD

15 4G4015TD

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

19 2R4019DIM

20 4R4020TD

Utilitech

2 LED C212CA-CW

2 LED C212CA-WW

3 LG161/2DM/CL/200/LED G16.5 globe, 200 Lumen, E12 base, clear

4 LCA12C20027K3

4 LED A1535-WW

4 LED C35CA-CW

4 LED C35CA-WW

4 LED G16535-WW

4 LG16512C20027K2

4 LG2525/CL/LEDG2 G25, 3000K, 250 Lumen, E26, clear globe

4.5 LA15C24027K2

4.5 LCA26C24027K2

4.5 LED G2535-WW

4.5 LG16526C24027K2

4.5 LG25C24027K2

4.5 LR14DMLED R14, Soft White, 2700K, 300 Lumen, E26, 
40WE

4.8 LGMDMIF300LE G16. 3000K, 300L  E26 54.8 40WE

5.5 LMR16GU10DMLEDG2 MR16, GU10 base

5.5 YGA03A41-A19-5.5-83 A19, 3000K, 450 Lumens

6.3 LA450/830/LEDG2 NON-DIM

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

6.5 LMR16GU10DM/LED MR16, GU10 Base

6.5 PAR16/DM/LED

7 LA19DMGU24LEDG2 A19, Warm white, 2700K, 450 Lumen, 
GU24 base

7 LEXNDMLED MR16, Warm White, 3000K, 325 Lumen, 
G5.3, 120V

7 YGA03A08-7W-830 A19, 3000K, 450 Lumen, E26, 7W

7 YGA03A08-7W-850 A19, 5000K, 450 Lumen, E26, 7W

7.5 LA19OM450RLED A19, Soft White, 2700K, 450 Lumen, E26

7.5 LEFC/DM/500/LED/G2 Candle, Warm White, 3000K, 500 Lumen, 
E26 base, Clear Flame tip

7.5 LG161/2DM/CL/500/LED G16.5 globe, 500 Lumen, E12 base, clear

7.5 LGMDM/CL/500/LED G16.5 globe, 500 Lumen, E26, clear globe

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 LED G2560F-WW

8 LEFC/DM/500/LEDG2

8 LEFCDM500LED Candle, 3000K, 500 Lumen, E26

8.5 LEXNDM/500/LED MR16, 3000K, 500 Lumen, G5.3 base

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

8.5 MQTL3001-LED6KA0W 3" Downlight White, 3000K, 450 Lumen

8.5 MQTL3001-LED6KAOB 3" Downlight Bronze, 3000K, 450 Lumen

9 LR20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9 R20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9 YGA03A41-A19-9W-830 A19, 3000K, 750 Lumens

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.



30

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

9.5 LA800/830/LEDG2 NON-DIM

9.5 MQTL4003-LED8KAT LW100062-
122013

Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.6 19276-000 3" Downlight Warm White 3149K 765L 

10 LR20HOLED R20, 2700K, 660 Lumen, E26, flood

12 YGA03A08-12W-830 A19, Warm White, 3000K, 800 Lumen, 
E26, 12W

12 YGA03A08-12W-850 A19, Natural Daylight, 5000K, 800 Lumen, 
E26, 12W

12.5 UHLBR3012W27K BR30, 2700K

13.5 BPA19/800HVR/LED A19, 3000K

15 PAR30/S/LEDG5

15 YGA08A36-15W-830-40D PAR38, 3000K, 850 Lumen, non-dim

15.5 BPCEAG1600/827/LED A19, 1600 Lumen, E26

16 AGOM1600/5K/LED/CAN A19, 1600 Lumen, E26

16 AGOM1600/LED/CAN A19, 1600 Lumen, E26

16 BPAGOM1600/5K/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED/TAR A19, 1600 Lumen, E26

17 BPCEBR40/DM/LED† BR40

17 LBR40DM/LED† BR40, 2700K, 1065 Lumen

17 YGA03A08-17W-830 17w 3kk 1100 lum A/9 normal

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LBR30HOLED BR30, 2700K, 1150 Lumen, E26, flood

20 LBR40HO/LED/G2 BR40, Soft White, 1400 Lumen

22 LBR40HOLED BR40, 2700K, 1350 Lumen, E26, flood

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

 † Requires a minimum of 2 lamps
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

23 BPESL23TM/GU24 Spiral, GU24 base, non-dim

LA19/OM800R/LED UT 800LM 1PK A19 DM LED (352216) 
Remote Phosphor

LA30100RLED 3-way, non dim

LPAR20/DM/G7

LPAR30/DM/G7

LPAR38/DM/G7

Westinghouse

6.5 03425 A19, 2700K, 450 Lumen, E26, 40WE

9 03563 BR30, 2700K, 750 Lumen, E26

10 03439 A19, 3000K, 800 Lumen, E26, 60WE

10 03696 A19, 2700K, 790 Lumen, E26, 60WE

17 33014 PAR38, 3000K, 1200 Lumen, flood

17 33064 PAR38, 3000K, 1200 Lumen, flood

Bulbs for 600 W C•L Two-wire CFL and LED RF Dimmer

LED bulbs

Models: RRD-6CL
 HQRD-6CL HQRA-6CL

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D E26, A19, 800 Lumens, Warm White

14 LED14BR30/27K/D BR30, 2700K

14 LED14BR30/30K/D BR30, 3000K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000K

14 LED14PAR30NF/L/30K/D PAR30, 3000K

14 LED14PAR30NF/L/40K/D PAR30, 4000K

14 LED14PAR30WFL/L/30K/D PAR30, 3000K

14 LED14PAR30WFL/L/40K/D PAR30, 4000K

Commercial Electric 14.5 CED6 WW 120 WH 6" Downlight, White

Cooper
9.4 RL560WH-R Downlight, 600 Lumen, Warm White, 

3000K

Cree

3 BB13-02027OMC-12DE12-1C600

9 BBR30-06527FLF-12DE26-4U100 R30, 2700K, 655 Lumen, E26

9 BBR30-06550FLF-12DE26-4U100 R30, 5000K, 655 Lumen, E26

9.5 CR4 4" Downlight, 2700K, Edison Base

9.5 CR6 6" Downlight, 2700K, Edison Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

Duracell

6 LED110342B A19, 450 Lumen, E26, 40WE

6 LED11340B A19, 3000K, 450 Lumen, E26, 40WE

6 LED11341B A19, 450 Lumen, E26, 40WE

EcoSmart

4 ECS B11 CA W27 25WE CL E26 120 DG B11, 2700K, 200 Lumen, E26

4.5 5bSM350SGU1011 MR16, 3000K, 350Lm, GU10

4.5 5bSM350STE2602 MR16, 3000K, 350Lm, E26

5 5020001XXYY Candle, 2700K, 350 Lumens

5.5 5bHPR500STW1D18 PAR20, 3000K 450Lm, E26

5.5 5bHPR500STW1D19 PAR20, 5000K 470Lm, E26

6 5020502XXYY PAR16, 2700K, 400 Lumens

LED bulbs

Bulbs for 600 W Phase Adaptive RF Dimmer
Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
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LED bulbs
Brand Wattage Model Description

EcoSmart

6 ECS 25 40WE W27 120 DG G25, 2700K, 400 Lumen, E12

6 ECS GP19 WW 40WE 120 A19, 3000K

6.5 50217013006 PAR20, 3000K, 450 Lumens

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, 
E26

8 ECS A19 WW 40WE 120 A19, 3000K, 450 Lumen

8 ECS 20 WW FL 50WE 120 PAR20, 3000K, 450 Lumen

8 ECS 20 CW FL 50WE 120 PAR20, 5000K, 490 Lumen

8 ECS 20 WW FL 50WE 120 PAR20, 3000K, 450 Lumen

8 ECS A19 CW 40WE 120 A19, 5000K, 480 Lumen

8 ECS A19 WW 40WE 120 A19, 3000K, 450 Lumen

9 5bSA800STQ1D01 A19, 2700K, 800Lm, E26

9 5bSA800STQ1D02 A19, 3000K, 800Lm, E26

9 5bSA800STQ1D03 A19, 5000K, 840Lm, E26

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECO4-575L 4" Downlight

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN4 CW GU24 120 4" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 4" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

9.5 ECS DN6 CW E26 120 6" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

Bulbs for 600 W Phase Adaptive RF Dimmer
Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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LED bulbs
Brand Wattage Model Description

EcoSmart

9.5 ECS DN6 W27 E26 120 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 E26 120 2BX 6" Downlight, Soft White, 2700K, E26 
retrofit, 2pk

9.5 ECS DN6 W27 E26 120 BX V3 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10 DL-N14A10FR1-27 5/6" Downlight, 2700K, 650Lm, E26

10 DL-N14A10FR1-50 5/6" Downlight, 5000K, 650Lm, E26

10 DL-N14A10FR2-27 5/6" Downlight, 2700K, 650Lm, GU24

10 DL-N14A10FR2-50 5/6" Downlight, 5000K, 650Lm, GU24

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

11 5bSA1100STQ1D01 A19, 2700K 1100Lm, E26

11 5bSA1100STQ1D03 A19, 5000K, 1150Lm, E26

11 ECS RFK6 65WE W27 120 REC Downlight, Soft White, 2700K, 600 
Lumen, E26

11.5 ECS BR30 65WE W27 120 BR30

11.5 ECS BR30 65WE CW 120 BR30

12 ECS A19 CW 60WE 120 A19, 5000K, 850 Lumen

12 ECS A19 WW 60WE 120 A19, 3000K, 800 Lumen

15 ECS 38 WW FL 90WE 120 PAR38, 3000K, 900 Lumen

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000K, 1000 
Lumen, E26

18 ECS 38 WW FL 120 PAR38, Warm White, 3000K

18 ECS 38 CW FL 120 PAR38, Daylight White, 4900K

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

Feit
4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

7.5 BPAG500/5K/LED

Bulbs for 600 W Phase Adaptive RF Dimmer
Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Feit

7.5 BPAG500DM/LED 3000K, Medium Base

7.5 BPAG500/LED

7.5 LAG500/5K/LED

7.5 LAG500/LED

9.5 BPCER20/DM/LED PAR20

9.5 PAR20/5K/LEDG5 PAR20, 5000K

9.5 PAR20/5K/LEDG5/CAN PAR20, 5000K

9.5 PAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 PAR20/LEDG5/CAN PAR20

10 BPAG800/5K/LED A19, 5000K

10 BPAG800/LED A19, 3000K, 800 Lumen

13.5 A19/OM800/5K/LED A19, 5000K, Omni Directional

13.5 A19/OM800/LED A19, 3000K, Omni Directional

13.5 BPCEA19/OM800/LED A19, Omni Directional

13.5 BPCEA19/OM800/LED/CAN A19, Omni Directional

14 LA19/OM800/LED A19

15 BPCEPAR30/LEDG5 PAR30

15 PAR30L/5K/LEDG5 PAR30, 5000K

15 PAR30L/5K/LEDG5/CAN PAR30, 5000K

15 PAR30L/LEDG5 PAR30

15 PAR30L/LEDG5/CAN PAR30

18 18PAR38/DM/LED PAR38, 3000K

20 20PAR38/LEDG5

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700K

7 LED7DP20S830/20 PAR20, 3000K, Flood, Silver Base

10 LED10DP30S830/20 PAR30, 3000K, Short Neck, Silver Base

LED bulbs

Bulbs for 600 W Phase Adaptive RF Dimmer
Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
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Brand Wattage Model Description

GE

10 LED10DP3LS830/20 PAR30, 3000K, Long Neck, Silver Base

11 LED11DA19RVL/TP A19, 2700K, 570 Lumen

11 LED11DA19V2 A19, 2700K, 800 Lumen

12 94219 PAR30S, E26

12 LED12DP38930/15 PAR38, 3000K

12 LED12RS4RVLE26PB (95390) Downlight, 2700K, 630 Lumen, E26

12 LED12RS4RVLGUPB (95391) Downlight, 2700K, 630 Lumen, GU24

12 LED12RS6RVL326PB (95392) Downlight, 2700K, 630 Lumen, E26

12 LED12RS6RVLE26ES Downlight, 2700K, 650 Lumen, E26

12 LED12RS6RVLGUPB (95393) Downlight, 2700K, 630 Lumen, GU24

13 LED13DBR40/830 BR40, 3000K

18 LED18D38827/15 (94906) PAR 38, 2700K, Spot

18 LED18D38827/25 (94907) PAR 38, 2700K, Narrow Flood

18 LED18D38827/40 (94908) PAR 38, 2700K, Flood

18 LED18D38830/15 (94909) PAR 38, 3000K, Spot

18 LED18D38830/25 (94549) PAR 38, 3000K, Narrow Flood

18 LED18D38830/40 (94910) PAR 38, 3000K, Flood

18 LED18D38927/15 (94901) PAR 38, 2700K, Spot

18 LED18D38927/25 (94198) PAR 38, 2700K, Narrow Flood

18 LED18D38927/40 (94902) PAR 38, 2700K, Flood

18 LED18D38930/15 (94903) PAR 38, 3000K, Spot

18 LED18D38930/25 (94904) PAR 38, 3000K, Narrow Flood

18 LED18D38930/40 (94905) PAR 38, 3000K, Flood

18 LED18D38W827/15 PAR38, 2700K, E26, 15° Beam

18 LED18D38W827/25 PAR38, 2700K, E26, 25° Beam

18 LED18D38W827/40 PAR38, 2700K, E26, 40° Beam

18 LED18D38W830/15 PAR38, 3000K, 1400 Lumen, E26, 15° 
Beam

18 LED18D38W830/25 PAR38, 3000K, 1400 Lumen, E26, 25° 
Beam

18 LED18D38W830/40 PAR38, 3000K, 1400 Lumen, E26, 40° 
Beam

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
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Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

GE

18 LED18D38W927/15 PAR38, 2700K, 1100 Lumen, E26, 15° 
Beam

18 LED18D38W927/25 PAR38, 2700K, 1100 Lumen, E26, 25° 
Beam

18 LED18D38W927/40 PAR38, 2700K, 1100 Lumen, E26, 40° 
Beam

18 LED18D38W930/15 PAR38, 3000K, 1200 Lumen, E26, 15° 
Beam

18 LED18D38W930/25 PAR38, 3000K, 1200 Lumen, E26, 25° 
Beam

18 LED18D38W930/40 PAR38, 3000K, 1200 Lumen, E26, 40° 
Beam

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

18.5 18.5PAR38G4DIM/927NF25 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/927SP15 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930NF25 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930SP15 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/GU24 PAR38, 3000K, 1000 Lumen, GU24

* Forward phase only
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Brand Wattage Model Description

Green Creative

18.5 18.5PAR38G4DIM/940NF25 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/GU24 PAR38, 4000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940SP15 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/GU24 PAR38, 4000K, 1000 Lumen, GU24

Halco

8 PAR20FL8/830/LED PAR20, 3000K

8 PAR20NFL8/830/LED PAR20, 3000K

8 PAR20NFL8/827/LED PAR20, 2700K

8 PAR20NFL8/840/LED PAR20, 4000K

8 PAR20NFL8/850/LED PAR20, 5000K

18 BR40FL18/830/LED BR40, 3000K

20 PAR38FL20/830/LED PAR38, 3000K

20 PAR38SP20/827/LED PAR38, 2700K

20 PAR38SP20/830/LED PAR38, 3000K

20 PAR38SP20/840/LED PAR38, 4000K

20 PAR38SP20/850/LED PAR38, 5000K

20 PAR38NFL20/827/LED PAR38, 2700K

20 PAR38NFL20/830/LED PAR38, 3000K

20 PAR38NFL20/840/LED PAR38, 4000K

20 PAR38NFL20/850/LED PAR38, 5000K

20 PAR38FL20/827/LED PAR38, 2700K

20 PAR38FL20/840/LED PAR38, 4000K

20 PAR38FL20/850/LED PAR38, 5000K

Halo
12.2 SLD606830WHA Downlight 3000K 760 Lumens 12.2W

12.5 SLD405830 Downlight 3000K 650 Lumens 12.5W

Lighting Science

11.5 DFN BR30 65WE CW 120 BR30

11.5 DFN BR30 65WE NW 120 BR30

11.5 DFN BR30 65WE W27 120 BR30

11.5 DFN BR30 65WE WW 120 BR30

13 DFN 30SN W27 FL 120 PAR 30, Short Neck, 2700K

13 LS GLP6 W27 120 WH S1 BX 6" Downlight, 2700K, E26 retrofit

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Liteline

6 G4-GU10LED6W-30K PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-30K-ES PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-40K PAR16, 4000K, 380 Lumen, GU10

7 G4-A19LED7W-27K A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-27K-ES A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-30K A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-30K-ES A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-40K A19, 4000K, 480 Lumen, E26

7 G4-A19LED7W-40K-ES A19, 4000K, 480 Lumen, E26

7 G4-P16LED7W-30KFL-ES PAR16, 3000K, 450 Lumen, E26

7 G4-P16LED7W-30KSP PAR16, 3000K, 450 Lumen, E26

7 G4-P16LED7W-40KFL PAR16, 4000K, 450 Lumen, E26

7 G4-P16LED7W-40KSP PAR16, 4000K, 450 Lumen, E26

7.5 G4-P20LED7W-30KFL PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KFL-BU PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W30KFLBUES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KFL-ES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KSP-ES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-40KFL PAR20, 4000K, 500 Lumen, E26

7.5 G4-P20LED7W-40KFL-ES PAR20, 4000K, 500 Lumen, E26

7.5 G4-P20LED7W-40KSP-ES PAR20, 4000K, 470 Lumen, E26

9.5 G4-A19LED9W-27K A19, 2700K, 800 Lumen, E26

9.5 G4-A19LED9W-27K-ES A19, 2700K, 800 Lumen, E26

9.5 G4-A19LED9W-30K A19, 3000K, 800 Lumen, E26

9.5 G4-A19LED9W-30K-ES A19, 3000K, 800 Lumen, E26

9.5 G4-A19LED9W-40K A19, 4000K, 800 Lumen, E26

9.5 G4-A19LED9W-40K-ES A19, 4000K, 800 Lumen, E26

10 G4-P30SLED10W-27KFES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-27KSES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-30KFES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-30KSES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-40KFES PAR30S, 4000K, 820 Lumen, E26

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Liteline

10 G4-P30SLED10W-40KSES PAR30S, 4000K, 820 Lumen, E26

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26

Litetronics

5 LD05516FR2D A15, 2700K

5 LD05516FR4D A15, 3000K

7 LD07536FR4D G25, 3000K, Medium Base

10 LD10536FR7D G25, 5000K, Medium Base

10 LD10536FR2D G25, 2700K, Medium Base

10 LD10536FR4D G25, 3000K, Medium Base

14 LP14550FL2D BR30, 2700K, 925 Lumen, Flood

14 LP14550FL4D BR30, 3000K, 925 Lumen

14 LP14550FL6D BR30, 4000K, 925 Lumen

20 LP20552FL2D BR40, 2700K, Flood

Lithonia

7.5 LK3BMWLED 3" Downlight

8.9 6BPMW M4 5/6" Downlight, 3000K, 620 Lumen, 

9 LK4BMWLED 4" Downlight

Osram

6 OSRAM 6W LED A19 270 A19, 2700K, 450 Lumen, E26, 40WE

6 OSRAM 6W LED A19 500 A19, 5000K, 450 Lumen, E26, 40WE

13 73396 (LEDRT56900827FL80) Os 5/6" Downlight, 2700K, 900 Lumen, E26

Philips

4.5 454462 A19, Soft White, 2700K, 330 Lumen, E26 
base

4.5 454470 G25, Soft White, 2700K, 330 Lumen, E26

4.5 9290002797 Candle, 2700K, 330 Lumen, E26, blunt 
tip

4.5 9290002889 Candle, 2700K, 330 Lumen, E12, blunt 
tip

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

4.5 9290002890 A15, 2700K, 330 Lumen, E12

4.5 9290002891 A15, 2700K, 330 Lumen, E26

6 9290002242 MR16, 3000K, 300 Lumen, GU10 Base

6.5 9290011347 (455741) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455766) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455774) A19, Warm Glow, 450 Lumen

7 9290002706 A19 SlimStyle, Daylight, 5000K, 450 
Lumen, E26

8 9290002192 R20, 2700K, 530 Lumen, Medium base

8 9290002267 A19, 2700K, 470 Lumen

8 9290002295 A19, 5000K, 470 Lumen

8.5 9290011116 BR30, 5000K, 730 Lumen, E26

8.5 BC8.5BR30/AMB/F90 5000 DIM 120V E26, BR30, 730 Lumens, 5000 K

8.5 452326 E26, BR30, 730 Lumens, 5000 K

9 457002 R40, 2700K, 650 Lumen, E26

9 457010 R40, 2700K, 650 Lumen, E26

9 457028 R40, 2700K, 650 Lumen, E26

9 9290011558 R40, 2700K, 650 Lumen, E26

9 9290011346 (455873) A19, Daylight, 5000K, 800 Lumen, E26

9.5 9290011117 BR30, 2700K, 730 Lumen, WarmGlow to 
2200K (Nov 2014 or later)

9.5 9290011118 E26, BR30, 650 Lumens, 2700 K

9.5 9290011118 (452359) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452383) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452391) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452417) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452441) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452466) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

9.5 9290011119 (452482) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011345 (455816) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455824) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455832) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455840) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455857) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455865) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455931) A19, Soft White, 2200-2700K, 800 
Lumen, E26

11 9290011113 PAR30L, 3000K, ? Lumen, E26

11 9290011114 PAR30L, 5000K, ? Lumen, E26

12.5 9290001829 A19, 2700K, 908 Lumen

12.5 12E26A60 A19 AmbientLED 2700K

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

14.5 9290002199 BR40, 2700K, 832 Lumen

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

15 451898 BC15A21/AMB/2700 DIM 120V E26, 1145 Lumens, 2700 K

17 9290002018 A21, 2700K

17 17E26A21D A21, 2700K

18 9290002202 PAR38, 3000K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Philips

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

18 18E26PAR38D-E2 PAR38

19 9290002472 PAR38, 5000K, 1190 Lumen

19 9290002473 PAR38, 3000K, 1250 Lumen

19 9290002596 (451906)A E26, 1620 Lumens, 2700 K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700 K

19 432211 E26, A21, 1680 Lumens, 2700 K

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700 K

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000K, Downlight

Philips Lightolier 13 1076HL30K Downlight, 3000K

Pixi Lighting 27 FLT12R27MD1622 2700K, Flat Light Luminaire

Satco

4.8 80-900 2700K, Linear LED Module

10 S8991 3000K, Medium Base

10.5 S9037 A19, 2700K, 810 Lumen, E26

10.5 S9038 A19, 3500K, 830 Lumen, E26

10.5 S9039 A19, 5000K, 870 Lumen, E26

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Satco

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/15/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/25/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/25/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/40/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/40/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

Solais Lighting

16 LRP38/25/27K PAR 38, 2700K

16 LRP38/25/30K PAR 38, 3000K

16 LRP38/40/27K PAR 38, 2700K

16 LRP38/40/30K PAR 38, 3000K

20 LR38/25/30K/1450 PAR 38, 3000K

28 LR38/15/27K/2000 PAR 38, 2700K

28 LR38/15/30K/2100 PAR 38, 3000K

28 LR38/25/27K/2000 PAR 38, 2700K

28 LR38/25/30K/2100 PAR 38, 3000K

28 LR38/40/27K/2000 PAR 38, 2700K

28 LR38/40/30K/2100 PAR 38, 3000K

Soraa 8.8 MR16-AB1-A1-830-09T-14-S1 MR16 w/ ELV transformer†, 3000K

Standard Products Inc 8 LED/OMNI/8/27K/25M/D/STD E26, 2700K

Switch 10 A260FUS27B1 2700K

Sylvania

5.5 LED5.5PAR16/830/FL30 PAR16, 3000K

6 79643 A19, Soft White, 2700K, 450 Lumen, 
E26, clear

6.5 79162 A19, 5000K, 450 Lumen, E26

6.5 79163 A19, 2700K, 450 Lumen, E26

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

7 LED7A19/DIM/0/SE/830 (78214) A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

† Hatch RS12-60M-LED driver is the only recommended transformer for these lamps. One of these is recommended per lamp.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

7 LED7A19/DIM/0/SE/830/RP (78213) A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

7 LED7PAR20/DIM/830/FL30 (78785) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

7 LED7PAR20/DIM/830/FL30/RP (79094) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

7 LED7R20/DIM/SE/830/G2 R20, 3000K, 500 Lumen, E26

7 LED7R20/DIM/SE/830/G2/SE R20, 3000K, 500 Lumen, E26

8 70419-6 4" Downlight, 600 Lumen, retrofit kit

8 70459-3 4" Downlight, 600 Lumen, retrofit kit

8 70643-3 4" Downlight, 600 Lumen, retrofit kit

8 73193-1 4" Downlight, 600 Lumen, retrofit kit

8 LED8A15/DIM/827 A15, 2700K, 450 Lumen, Medium Base

8 LED8A15/DIM/827/HVP/DIS

8 LED8A15C/DIM/827 A15, 2700K, 450 Lumen, Candelabra 
Base

8 LED8A15D/DIM/827

8 LED8A19DIMO827G2

8 LED8A19DIMO827G2 (72635) A19, 2700K

8 LED8A19/DIM/O/827/HVP A19, 2700K, 470 Lumen

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR20/DIM/827/FL36 PAR20, 2700K, FL

8 LED8PAR20/DIM/830/FL30 (78785) PAR 20, 3000K

8 LED8PAR20/DIM/H/827/FL36 PAR20, 2700K, Medium Base

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen

9 LED/RT4/600/827 4" Downlight, 2700K, 600 Lumen, Retro-
fit

9 RT4 Fixture Ultra RT4 4" Downlight

10 71707-3 5/6" Downlight, 3000K, 700 Lumen, E26

10 73157-0 5/6" Downlight, 4100K, 700 Lumen, E26

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

10 73157-1 5/6" Downlight, 4100K, 700 Lumen, E26

10 73159-0 5/6" Downlight, 5000K, 700 Lumen, E26

10 73159-1 5/6" Downlight, 5000K, 700 Lumen, E26

10 73194 (LED/RT6/700/827/1PK) 6" Downlight, 2700K, 700 Lumen, E26, 
Retro-fit

10 73194-0 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394 (LEDRT56700827FL80) 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73395-1 5/6" Downlight, 3000K, 700 Lumen, E26

10 73398-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73999 (LED/RT5/6/700/830/SE) 5/6" Downlight, 3000K, 700 Lumen, E26

10 LED/600/RT4/830/FL80/RP Recessed lighting kit, 3000K, 600 Lumen

10 LED/RT4/600/827/FL80 Recessed lighting kit, 2700K, 600 Lumen

10 LED10A19/DIM/0/SE/830 A19, 3000K, 800 Lumen

10 LED10A19/DIM/0/SE/830/RP (78215) A19, 3000K, 800 Lumen

10 LED5.5PAR16/830/FL30

10 LED5.5PAR16/830/NFL25

10 79147 LED10A19/DIM/CL/O/827/BL E26, A19, 800 Lumens, 2700 K

10 79145 LED10A19/DIM/O/850/G4/BL E26, A19, 800 Lumens, 5000 K

10 79143 LED10A19/DIM/O/827/G4/BL E26, A19, 800 Lumens, 2700 K

10 79144 LED10A19/DIM/O/850/G4 E26, A19, 800 Lumens, 5000 K

10 79146 LED10A19/DIM/CL/O/827 E26, A19, 800 Lumens, 2700 K

10 79142 LED10A19/DIM/O/827/G4 E26, A19, 800 Lumens, 2700 K

10 LED10PARS20/DIM//P/930/FL30 PAR20, 9300K

10.5 79644 LED10A19/DIM/CL/O/827/RP E26, A19, 800 Lumens, 2700 K

10.5 79644 LED10A19/DIM/CL/O/827/G3/BL E26, A19, 800 Lumens 

10.5 LED10A19/DIM/CL/O/827 (79146) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/BL (79147) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4 (79142) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4/BL (79143) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/RP (79644) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4 (79144) A19, 5000K, 800 Lumen, E26, 60WE
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

10.5 LED10A19/DIM/CL/O/850/G4/BL (79145) A19, 5000K, 800 Lumen, E26, 60WE

11 LED11BR30/DIM/HO/827/G3 (78413) BR30, 2700K, 800 Lumen, E26

11 LED11BR30/DIM/HO/827/G3/RP (78415) BR30, 2700K, 800 Lumen, E26

11 LED11BR30/DIM/HO/827/G3/RP (79121) BR30, 2700K, 800 Lumen, E26

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

11 RT6 Fixture Ultra RT6 6" Downlight**

12 LED12A19DIMO827G2 (72637) A19, 2700K

12 LED12A19/DIM/0/827/G2

12 LED12A19/DIM/0/827/RP

12 LED12A19/DIM/0/850/RP

12 LED12BR30/DIM/HO/827 BR30, 2700K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700K, Medium base

13 73396 (LEDRT56900827FL80) Sy 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396-1 5/6" Downlight, 2700K, 900 Lumen, E26

13 73397-0 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73675-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

13 73676-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

13 LED13A19/DIM/0/827/G3F/RP A19, Daylight, 2700K, 1100 Lumen

13 LED13A19/DIM/0/850/G3F/RP A19, Daylight, 5000K, 1100 Lumen

13 LED13A19/DIM/0/850/G5/RP A19, 5000K, 

13 LEDLD900830FL120 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

15 79175 BR40, 1100 Lumen

15 79176 BR40, 1100 Lumen

15 79177 BR40, 1100 Lumen

15 LED15BR30/DIM/827 R30, 2700K

15 LED15PAR30/DIM/P/930/FL40 PAR30, 3000K, FL

16 LED16BR40DIMHO827 BR40, 2700K, 1100Lumen

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

** Reverse phase only
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

16 LED16PAR38/DIM/830/FL40 PAR38, 3000K

17 LED17PAR38/PRO/935/WSP15/P3 E26, PAR38, 1075 Lumens, 3500 K

17 78451 LED17PAR38/PRO/830/WSP15/P3 PAR38, 1275 Lumens, 3000 K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78455 LED17PAR38/PRO/827/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700 K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78459 LED17PAR38/PRO/840/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78463 LED17PAR38/PRO/930/WSP15/P3 PAR38, 1275 Lumens, 3000 K

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78467 LED17PAR38/PRO/927/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700 K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78471 LED17PAR38/PRO/940/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78477 LED17PAR38/PRO/835/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 78481 LED17PAR38/PRO/935/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 LED17PAR38/PRO/827/FL40/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/NFL15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/830/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/NFL25/P3 PAR38, 3000K, E26

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 LED17PAR38/PRO/830/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/835/FL40/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/NFL25/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/WSP15/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/840/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/WSP15/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/927/NFL25/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/927/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/930/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/940/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/WSP15/P3 PAR38, 4000K, E26

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700K, 860 Lumen

18 LED18PAR38LN/DIM/830/NFL25 PAR38, 3000K, NFL*

18 LED18PAR38LN/DIM/827/FL40 PAR38, 2700K, FL*

18 LED18PAR38LN/DIM/830/FL40 PAR38, 3000K, FL*

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

20 LED20PAR38DIM830FL40 PAR38, 3000K, 1300 Lumen

21 LED21PAR38/DIM/P/930/FL30 PAR38, 3000K, FL

TCP
5 LED5E12B1127K Candle, 2700K, 300 Lumen, E12

10 LED10A19DOD30K A19, 3000K

Toshiba

11 11BR30/27J-T BR30, 2700K

11 11BR30/40K-T BR30, 4000K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000K, 1050 Lumen

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

* Forward phase only
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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www.lutron.com/dimcflled.

Brand Wattage Model Description

Ushio America

3 1003858 E12 Candelabra, 2700K

3 1003859 E26, 2700K

3 1003863 E26, 2700K

Utilitech

1.5-4.5 LA1517C24027K_

1.5-4.5 LA1517F24027K_

1.5-4.5 LA15C24018K_

1.5-4.5 LA15C24027K_

1.5-4.5 LA15F24027K_

1.5-4.5 LA17C24027K_

1.5-4.5 LA17F24027K_

1.5-4.5 LCA12C18027K1

1.5-4.5 LCA12C20018K_

1.5-4.5 LCA12C20027K_

1.5-4.5 LCA12F20027K_

1.5-4.5 LCA26C24027K_

1.5-4.5 LCA26F24027K_

1.5-4.5 LCB12C20018K_

1.5-4.5 LCB12C20027K_

1.5-4.5 LCB12F20027K_

1.5-4.5 LCB26C20027K_

1.5-4.5 LCB26F20027K_

1.5-4.5 LG16512C20018K_

1.5-4.5 LG16512C20027K_

1.5-4.5 LG16512F20027K_

1.5-4.5 LG16526C24018K_

1.5-4.5 LG16526C24027K_

1.5-4.5 LG16526F24027K_

1.5-4.5 LG25C24018K_

1.5-4.5 LG25C24027K_

1.5-4.5 LG25F24027K_

1.5-4.5 LS14B100K_

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
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www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

1.5-4.5 LS14C10018K_

1.5-4.5 LS14C10024K_

1.5-4.5 LS14G100K_

1.5-4.5 LS14R100K_

1.5-4.5 LS14Y100K_

7.5 R20/DM/5K/LED R20, 450 Lumen, E26

8 BPCER20/927/LED R20, 450 Lumen, E26

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 R20/927/LED R20, 450 Lumen, E26

8 R20/DM/LEDG2 R20, 450 Lumen, E26

8 R20DM/LEDG2/CAN R20, 450 Lumen, E26

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

9.5 LPAR20/5K/LEDG5 PAR20, 5000K, 500 Lumen

9.5 LPAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 LPAR20DM/SP/LED PAR20, 3000K, 465 Lumen, Spot

9.8 LA19DM/800/LED/G2 A19, 3000K, 800 Lumen

10 LA19DM/800/5K/LEDG2 A19, 5000K

10 LA19DM/800/LEDG2 A19, 3000K, 800 Lumen

11 DLS02-41127D1E-WF1 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

11.5 MQTL1017-LED11.5K827 5"/6" Downlight, 2700K, 700 Lumen

13 BPCEAG1100/827/LED 2700K, 1100 Lumen, E26

13 BPCEAG1100/LED 2700K, 1100 Lumen, E26

13.5 LA19/OM800/LED A19, 3000K, 800 Lumen, Omni 
Directional

15 LPAR30L/5K/LEDG5 PAR30, 5000K, 800 Lumen, long neck 
flood

15 LPAR30L/LEDG5 PAR30, 3000K, 790 Lumen, long neck 
flood

15 LPAR30LDM/SP/LED PAR30, 3000K, 790 Lumen, long neck, 
spot

15 LPAR30S/LEDG5 PAR30, 3000K, 750 Lumen, short neck 
flood

15.5 BPCEAG1600/827/LED A19, 1600 Lumen, E26

16 AGOM1600/5K/LED/CAN A19, 1600 Lumen, E26

16 AGOM1600/LED/CAN A19, 1600 Lumen, E26

16 BPAGOM1600/5K/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED/TAR A19, 1600 Lumen, E26

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK

17.5 YGA08A35-17.5W-827 BR40, 2700K, 1100 Lumen

18 L18PAR38/DM/LED

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000K, 1000 Lumen, Spot

23 LPAR38/1400/LEDG5 PAR38, 3000K, 1400 Lumen

Westinghouse

6 33098 A19, 3000K, 470 Lumen

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

7 33050 R20, 2700K, 550 Lumen, flood

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Zenaro

8 SL-60B/C/P08/OM/E27/TD/26/LAC/US/
ZN

8 SL-60B/X1/P08/X3X4/X5/TD/X7X8/LAC/
X10X11/X12X13(Z)

12 RM-A60-E27-12-LAC-TD-ZN-UL

12 RM-A60-E40-12-LAC-TD-ZN-UL

12 RM-A60-E65-12-LAC-TD-ZN-UL

12 RSL60T-12W-2700K-TD-OM

12 SL-60B/C/P12/OM/E27/TD/26/LAC/US/
ZN

12 SL-60B/X1/P12/X3X4/X5/TD/X7X8/LAC/
X10X11/X12X13(Z)

Bulbs for 600 W Phase Adaptive RF Dimmer

LED bulbs

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

TCP
14 4R2014TD50K R20, TrueDim, 5000K

16 41316TD30K A21, TrueDim, 3000K

Bulbs for 600 W Phase Adaptive RF Dimmer

CFL bulbs*

Models: RRD-6NA
 HQRD-6NA HQRA-6NA

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

   * CFLs typically require a warmup period before their full dimming range is achieved.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D E26, A19, 800 Lumens, Warm White

12 LED12A19/O/27K/D A19, 2700 K, Medium Base

12 LED12A19/O/30K/D A19, 3000 K, Medium Base

12 LED12A19GU24/27K/D A19, 2700 K, GU24 Base

12 LED12A19GU24/30K/D A19, 3000 K, GU24 Base

14 LED14BR30/27K/D BR30, 2700 K

14 LED14BR30/30K/D BR30, 3000 K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700 K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000 K

14 LED14PAR30NF/L/30K/D PAR30, 3000 K

14 LED14PAR30NF/L/40K/D PAR30, 4000 K

14 LED14PAR30WFL/L/30K/D PAR30, 3000 K

14 LED14PAR30WFL/L/40K/D PAR30, 4000 K

15 LED15PAR30FL/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

15 LED15PAR30NF/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

15 LED15PAR30WFL/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

Commercial Electric 14.5 CED6 WW 120 WH 6" Downlight, White

Cooper

12 SLD405827H Halo® 4" Surface Downlight, 2700 K

12 SLD405827HJB Halo 4" Surface Downlight, 2700 K

12 SLD405830WH Halo 4" Surface Downlight, 3000 K

12 SLD405830WHC Halo 4" Surface Downlight, 3000 K

12 SLD405830WHJB Halo 4" Surface Downlight, 3000 K

12 SLD405830WHR Halo 4" Surface Downlight, 3000 K

12.5 SLD405927H Halo 4" Surface Downlight, 2700 K

12.5 SLD405927HJB Halo 4" Surface Downlight, 2700 K

12.5 SLD405930WH Halo 4" Surface Downlight, 3000 K

12.5 SLD405930WHJB Halo 4" Surface Downlight, 3000 K

12.5 SLD405930WHR Halo 4" Surface Downlight, 3000 K

12.5 SLD606827H Halo 6" Surface Downlight, 2700 K

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cooper

12.5 SLD606827HJB Halo 6" Surface Downlight, 2700 K

12.5 SLD606830WH Halo 6" Surface Downlight, 3000 K

12.5 SLD606830WHC Halo 6" Surface Downlight, 3000 K

12.5 SLD606830WHJB Halo 6" Surface Downlight, 3000 K

12.5 SLD606830WHR Halo 6" Surface Downlight, 3000 K

Cree

6 BA19-04527OMF-12DE26-1U100 A19, 450 Lumen, 2700 K, Medium base

9 BA19-08050OMF-12DE26-1U100 A19, 800 Lumen, 5000 K, Medium base

9.5 BA19-08027OMF-12DE26-1U100 A19, 800 Lumen, 2700 K, Medium Base

9.5 CR4 4" Downlight, 2700 K, Edison Base

9.5 CR6 6" Downlight, 2700 K, GU24 Base

9.5 CR6-575L 6” Downlight, 2700 K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700 K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700 K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700 K, 625 Lumen

18 BA21-16027OMF-12DE26-1U100 A21, 2700 K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000 K, 1600 Lumen, E26, 18W

EcoSmart

6 ECS GP19 WW 40WE 120 A19, 3000 K

7 ECS 25 40WE W27 120

8 ECS A19 WW 40WE 120 A19, 3000 K, 450 Lumen

8 ECS BR20 50WE W27 120 BR20, Soft White, 2700 K

9.5 ECO-575L 6” Downlight, 2700 K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000 K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000 K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700 K, GU24 Base

9.5 ECO4-575L 4" Downlight

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000 K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

11 ECS RFK6 65WE W27 120 REC Downlight, Soft White, 2700 K, 600 
Lumen, E26

11.5 ECS BR30 65WE CW 120 BR30

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

LED bulbs
Brand Wattage Model Description

EcoSmart

11.5 ECS BR30 65WE W27 120 BR30

12 ECS A19 CW 60WE 120 A19, 5000 K, 850 Lumen

12 ECS A19 WW 60WE 120 A19, 3000 K, 800 Lumen

13 ECS 30 CW FL 75WE 120 PAR30, 5000 K, 810 Lumen

13 ECS 30 WW FL 75WE 120 PAR30, 3000 K, 750 Lumen

14 ECS 30 75WE CW FL 120 TP PAR30, Day Light, 3000 K, 900 Lumen, 
E26

14 ECS 30 75WE WW FL 120 TP PAR30, Bright White, 5000 K, 800 
Lumen, E26

14 ECS BR40 90WE CW 120 DG BR40, Daylight, 5000 K, 1050 Lumen, 
E26

14 ECS BR40 90WE CW 120 DG BR40, 5000 K

14 ECS BR40 90WE W27 120 DG BR40, 2700 K, 1000 Lumen, E26

15 ECS 38 WW FL 90WE 120 PAR38, 3000 K, 900 Lumen

15 ECS BR40 90WE W27 120 BR40, 2700 K

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000 K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000 K, 1000 
Lumen, E26

18 ECS BR40 90WE CW 120 G1 BL BR40, Daylight, 5000 K, 1320 Lumen, 
E26

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700 K, 1100 Lumen

Feit

6.4 BPR16DM/LED R16, 2700 K

6.5 MR16GU10DMLED MR16, 3000 K

7.5 A19/DM/LED A19, 3000 K

7.5 BPAG500DM/LED 3000 K, Medium Base

8 A19/DM/5K/LED A19

8 A19/DM/GU24/LED, A19

8 A19/DM/LED/CAN A19

8 A19/DM/LED/RP/CAN A19

8 BPCEA19/DM/LED A19

8 LA19DM/5K/LED A19

8 LA19DM/GU24/LED A19

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

LED bulbs
Brand Wattage Model Description

Feit

8 LA19DM/LED A19, 3000 K

8 R20DM/LEDG2/CAN R20

9.3 LEDR4/827 2700 K, Recessed Retrofit Kit

9.5 PAR20/LEDG5 PAR20, 3000 K, 450 Lumen

11 LED11DA19RVL/TP A19, 2700 K, 570 Lumen

11 LED11DA19V2 A19, 2700 K, 800 Lumen

13 BPAG1100DM5KLED A19

13 BPCEBR30LED BR30

14 LA19/OM800/LED A19

15 PAR30L/LEDG5 PAR30

16 LEDR56/830 3000 K, Recessed Retrofit Kit

16 LEDR56/850 5000 K, Recessed Retrofit Kit

16.5 LEDR6/3K 3000 K, Medium Base, 6" Recessed

16.8 LEDR56/3K 3000 K, Medium Base, 5" & 6" Recessed

17 BPCEBR40/LED BR40

17 BR40/DM/LED BR40, 2700 K, 1065 Lumen

18 BPCE18PAR38/DIM/LED PAR38

18 LED18D38W827/15 PAR38, 2700 K, E26, 15° Beam

18 LED18D38W827/25 PAR38, 2700 K, E26, 25° Beam

18 LED18D38W827/40 PAR38, 2700 K, E26, 40° Beam

18 LED18D38W830/15 PAR38, 3000 K, 1400 Lumen, E26, 15° 
Beam

18 LED18D38W830/25 PAR38, 3000 K, 1400 Lumen, E26, 25° 
Beam

18 LED18D38W830/40 PAR38, 3000 K, 1400 Lumen, E26, 40° 
Beam

18 LED18D38W927/15 PAR38, 2700 K, 1100 Lumen, E26, 15° 
Beam

18 LED18D38W927/25 PAR38, 2700 K, 1100 Lumen, E26, 25° 
Beam

18 LED18D38W927/40 PAR38, 2700 K, 1100 Lumen, E26, 40° 
Beam

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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Brand Wattage Model Description

Feit

18 LED18D38W930/15 PAR38, 3000 K, 1200 Lumen, E26, 15° 
Beam

18 LED18D38W930/25 PAR38, 3000 K, 1200 Lumen, E26, 25° 
Beam

18 LED18D38W930/40 PAR38, 3000 K, 1200 Lumen, E26, 40° 
Beam

20 20PAR38/LEDG5

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000 K

20 PAR38/5K/LEDG5/CAN PAR38, 5000 K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

20.5 LEDR56/827 2700 K, Recessed Retrofit Kit

20.5 LEDR56/927 2700 K, Recessed Retrofit Kit

20.8 LEDRT56/927 2700 K, Recessed Retrofit Kit

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700 K

7 LED7DP20S830/20 PAR20, 3000 K, Flood, Silver Base

10 LED10DP30S830/20 PAR30, 3000 K, Short Neck, Silver Base

10 LED10DP3LS830/20 PAR30, 3000 K, Long Neck, Silver Base

12 LED12DP38930/15 PAR38, 3000 K

13 LED13DBR40/830 BR40, 3000 K

16 13909 E26, 2700 K

16 13917 E26, 2700 K

16 13918 E26, 2700 K

16 66454 E26, 2700 K

16 LED16DA21/827 (14074) A19, 2700 K

18 LED18D38827/15 (94906) PAR 38, 2700 K, Spot

18 LED18D38827/25 (94907) PAR 38, 2700 K, Narrow Flood

18 LED18D38827/40 (94908) PAR 38, 2700 K, Flood

18 LED18D38830/15 (94909) PAR 38, 3000 K, Spot

18 LED18D38830/25 (94549) PAR 38, 3000 K, Narrow Flood

18 LED18D38830/40 (94910) PAR 38, 3000 K, Flood

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

GE

18 LED18D38927/15 (94901) PAR 38, 2700 K, Spot

18 LED18D38927/25 (94198) PAR 38, 2700 K, Narrow Flood

18 LED18D38927/40 (94902) PAR 38, 2700 K, Flood

18 LED18D38930/15 (94903) PAR 38, 3000 K, Spot

18 LED18D38930/25 (94904) PAR 38, 3000 K, Narrow Flood

18 LED18D38930/40 (94905) PAR 38, 3000 K, Flood

Halco

18 BR40FL18/830/LED BR40, 3000 K

20  PAR38SP20/830/LED PAR38, 3000 K

20 PAR38FL20/827/LED PAR38, 2700 K, 1150 Lumen Flood

20 PAR38FL20/830/LED PAR38, 3000 K, 1200 Lumen Flood

20 PAR38FL20/840/LED PAR38, 4000 K, 1250 Lumen Flood

20 PAR38FL20/850/LED PAR38, 5000 K, 1300 Lumen Flood

20 PAR38NFL20/827/LED PAR38, 2700 K, 1150 Lumen Flood

20 PAR38NFL20/830/LED PAR38, 3000 K, 1200 Lumen Flood

20 PAR38NFL20/840/LED PAR38, 4000 K Flood

20 PAR38NFL20/850/LED PAR38, 5000 K, 1300 Lumen Flood

20 PAR38SP20/827/LED PAR38, 2700 K, 1150 Lumen Spot

20 PAR38SP20/830/LED PAR38, 3000 K, 1200 Lumen Spot

20 PAR38SP20/840/LED PAR38, 4000 K Spot

20 PAR38SP20/850/LED PAR38, 5000 K, 1300 Lumen Spot

Lighting Science

11.5 DFN BR30 65WE CW 120 BR30

11.5 DFN BR30 65WE NW 120 BR30

11.5 DFN BR30 65WE W27 120 BR30

11.5 DFN BR30 65WE WW 120 BR30

Lighting Science Group 14.5 GLP6 W27 120 WH TP 2700 K

Liteline

17 G4-P38LED17W-27KFLES PAR38, 2700 K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700 K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000 K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000 K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000 K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000 K, 1200 Lumen, E26
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LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Liteline
17 G4-P38LED17W-50KFLES PAR38, 5000 K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000 K, 1200 Lumen, E26

Litetronics

5 LD05516FR2D A15, 2700 K

5 LD05516FR4D A15, 3000 K

7 LD07536FR4D G25, 3000 K, Medium Base

8 LP08547FL2D BR20, 2700 K, Medium Base

8 LP08547FL4D BR20, 3000 K, Medium Base

8 LP08547FL6D BR20, 4100 K, Medium Base

14 LP14550FL2D BR30, 2700 K, Flood

20 LP20552FL2D BR40, 2700 K, Flood

Lithonia

7.5 LK3BMWLED 3" Downlight

8.9 6BPMW M4 5/6" Downlight, 3000 K, 620 Lumen, 

9 LK4BMWLED 4" Downlight

13 LK5BMWLED 5" Downlight

Philips

6 451864 PAR16, 300 Lumens, 3000 K

6 451872 GU10, MR16, 300 Lumens, 3000 K

6 9290002242 MR16, 300 Lumen, 3000 K, GU10 base

6 9290002443 E26, PAR16, 300 Lumens, 3000 K

6 BC6PAR16/AMB/3000 DIM 120V GU10, PAR16, 300 Lumens, 3000 K

8 9290002267 A19, 2700 K, 470 Lumen

8 9290002295 A19, 5000 K, 470 Lumen

9.5 9290011118 E26, BR30, 650 Lumens, 2700 K

10.5 9290002544 BR30, 2700 K

11 9290002268 A19, 2700 K, 908 Lumen

11 9290002296 A19, 5000 K, 830 Lumen

13 9290002201 PAR30, 3000 K, 750 Lumen

13 9290002233 PAR30, 2700 K, 784 Lumen

13 9290002234 PAR30, 2700 K, 770 Lumen

13 9290002323 PAR30, 5000 K, 850 Lumen

14.5 9290002199 BR40, 2700 K, 832 Lumen

15 451898 BC15A21/AMB/2700 DIM 120V E26, 1145 Lumens, 2700 K
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Brand Wattage Model Description

Philips

16.5 9.29001E+11 2700 K, Downlight

17 9290002018 A21, 2700 K

17 17E26A21D A21, 2700 K

18 9290002202 PAR38, 3000 K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700 K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

18 18E26PAR38-E2 PAR38

19 432211 E26, A21, 1680 Lumens, 2700 K

19 9290002472 PAR38, 5000 K, 1190 Lumen

19 9290002473 PAR38, 3000 K, 1250 Lumen

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700 K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700 K

19 9290002596 (451906)A E26, 1620 Lumens, 2700 K

19.5 9290002251 PAR38, 3000 K, 1210 Lumen

19.5 9290002252 PAR38, 2700 K, 1183 Lumen

19.5 9290002253 PAR38, 3000 K, 1212 Lumen

19.5 9290002291 PAR38, 4000 K, 1207 Lumen

19.5 9290002312 PAR38, 2700 K, 1100 Lumen

19.5 9290002313 PAR38, 2700 K, 1196 Lumen

19.5 9290002314 PAR38, 3000 K, 1200 Lumen

19.5 9290002315 PAR38, 3000 K, 1225 Lumen

19.5 9290002316 PAR38, 4000 K, 1200 Lumen

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Philips

19.5 9290002317 PAR38, 4000 K, 1245 Lumen

19.5 9290002321 PAR38, 2700 K, 1172 Lumen

19.5 9290002322 PAR38, 5000 K, 1300 Lumen

20 BC-EL/A R40 DIM 20W 4/I R40, Soft White, 2700 K, 900 Lumen, 
E26

20 EL/A R40 Dim 20W R40

22 9290002290 A21, 2700 K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000 K, Downlight

Philips Lightolier 13 1076HL30K Downlight, 3000 K

Pixi Lighting 27 FLT12R27MD1622 2700 K, Flat Light Luminaire

Samsung 18 SI-P8183DB1US PAR 38, 2700 K

Satco

4.8 80-900 2700 K, Linear LED Module

7 S8921 PAR20, 2700 K, Medium Base

7 S8922 PAR20, 3500 K, Medium Base

7 S8923 PAR20, 6000 K, Medium Base

7 S9080 PAR 20, 3000 K

7 S9081 PAR 20, 4000 K

7 S9082 PAR 20, 3000 K

7 S9083 PAR 20, 4000 K

10 S8991 3000 K, Medium Base

10.5 S9037 A19, 2700 K, 810 Lumen, E26

10.5 S9038 A19, 3500 K, 830 Lumen, E26

10.5 S9039 A19, 5000 K, 870 Lumen, E26

11 S9084 PAR 30, 3000 K

11 S9085 PAR 30, 4000 K

11 S9086 PAR 30, 3000 K

11 S9087 PAR 30, 4000 K

11 S9088 PAR 30, 3000 K

11 S9089 PAR 30, 4000 K

11 S9090 PAR 30, 3000 K

11 S9091 PAR 30, 4000 K

17 S8977-S8979 PAR38

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Satco

17 S8984-S8986 PAR38

17 S9092 PAR 38, 3000 K

17 S9093 PAR 38, 4000 K

17 S9094 PAR 38, 3000 K

17 S9095 PAR 38, 4000 K

Solais

7 LRP20/25/27K PAR20, 2700 K, 475 Lumen, E26, 25° 
Beam

7 LRP20/25/30K PAR20, 3000 K, 500 Lumen, E26, 25° 
Beam

7 LRP20/40/27K PAR20, 2700 K, 475 Lumen, E26, 40° 
Beam

7 LRP20/40/30K PAR20, 3000 K, 500 Lumen, E26, 40° 
Beam

16 LR30/10/27K/1100/xx PAR30, 2700 K, 1100 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1125/xx PAR30, 3000 K, 1125 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1200/xx PAR30, 3000 K, 1200 Lumen, E26, short 
neck, 10° Beam

16 LR30/15/27K/1100/xx PAR30, 2700 K, 1100 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1125/xx PAR30, 3000 K, 1125 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1200/xx PAR30, 3000 K, 1200 Lumen, E26, short 
neck, 15° Beam

16 LR30/25/27K/1100/xx PAR30, 2700 K, 1100 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1125/xx PAR30, 3000 K, 1125 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1200/WH PAR30, 3000 K, 1200 Lumen, E26, short 
neck, 25° Beam

16 LR30/40/27K/1100/xx PAR30, 2700 K, 1100 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1125/xx PAR30, 3000 K, 1125 Lumen, E26, short 
neck, 40° Beam

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Solais

16 LR30/40/30K/1200/xx PAR30, 3000 K, 1200 Lumen, E26, short 
neck, 40° Beam

16 LRP38/25/27K PAR38, 2700 K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000 K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700 K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000 K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450/SL PAR38, 3000 K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000/xx PAR38, 2700 K, 2000 Lumen, E26

28 LR38/15/30K/2100/xx PAR38, 3000 K, 2100 Lumen, E26

28 LR38/25/27K/2000/xx PAR38, 2700 K, 2000 Lumen, E26

28 LR38/25/30K/2100/xx PAR38, 3000 K, 2100 Lumen, E26

28 LR38/40/27K/2000/xx PAR38, 2700 K, 2000 Lumen, E26

28 LR38/40/30K/2100/xx PAR38, 3000 K, 2100 Lumen, E26

Solais Lighting

16 LR30/10/27K/1100 PAR 30, 2700 K

16 LR30/10/30K/1125 PAR 30, 3000 K

16 LR30/10/30K/1200 PAR 30, 3000 K

16 LR30/15/27K/1100 PAR 30, 2700 K

16 LR30/15/30K/1200 PAR 30, 3000 K

16 LR30/25/27K/1100 PAR 30, 2700 K

16 LR30/25/30K/1125 PAR 30, 3000 K

16 LR30/25/30K/1200 PAR 30, 3000 K

16 LR30/40/27K/1100 PAR 30, 2700 K

16 LR30/40/30K/1125 PAR 30, 3000 K

16 LR30/40/30K/1200 PAR 30, 3000 K

20 LR38/25/30K/1450 PAR 38, 3000 K

28 LR38/15/27K/2000 PAR 38, 2700 K

28 LR38/15/30K/2100 PAR 38, 3000 K

28 LR38/25/27K/2000 PAR 38, 2700 K

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Solais Lighting

28 LR38/25/30K/2100 PAR 38, 3000 K

28 LR38/40/27K/2000 PAR 38, 2700 K

28 LR38/40/30K/2100 PAR 38, 3000 K

Standard Products Inc 8 LED/OMNI/8/27K/25M/D/STD E26, 2700 K

Sunlite USA
8 7R20/DM/LED/2700K R20, 2700 K

11 40506 11PAR30/DM/LED/2700K PAR30, 2700 K

Switch 10 A260FUS27B1 A19, 800 Lumen, 2700 K

Sylvania

5 LED5R20/DIM/827 (78694) R20, 2700 K

7 72562 G25

7 78418 G25, 3000 K

7 78419 G25, 2700 K

7 78551 PAR16, 6500 K

7 78559 G25, 3000 K

7 78964 PAR16

7 78965 PAR16

7 78966 PAR16

7 78967 PAR16

7 78968 PAR16

7 78969 PAR16

7 LED7B13BLUNTDIM827 (72895) B13, 2700 K

7 LED7B13CBLUNTDIM827 (72894) B13, 2700 K

8 LED8A15/DIM/827 A15, 2700 K, 450 Lumen, Medium Base

8 LED8A15/DIM/827/HVP/DIS

8 LED8A15C/DIM/827 A15, 2700 K, 450 Lumen, Candelabra 
Base

8 LED8A15D/DIM/827

8 LED8A19DIMO827G2 (72635) A19, 2700 K

8 LED8A19DIMO827RP (72563) A19, 2700 K

8 LED8A19DIMO827RP (78408) A19, 2700 K

8 LED8PAR20/DIM/827/FL36 PAR20, 2700 K, FL

8 LED8PAR20/DIM/827/NFL25 (78992) 2700 K, Medium Base

8 LED8PAR20/DIM/830/FL30 (78785) PAR 20, 3000 K

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

8 LED8PAR20/DIM/830/FL30/RP (79094) PAR 20, 3000 K

8 LED8PAR20/DIM/830/FL40/G3 (78990) 3000 K, Medium Base

8 LED8PAR20/DIM/830/NFL25/G3 (78988) 3000 K, Medium Base

8 LED8PAR20/DIM/850/FL40/G3 (78873) 5000 K, Medium Base

8 LED8PAR20/DIM/850/NFL25/G3 (78871) 5000 K, Medium Base

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700 K to 2000 K, 520 
Lumen

9 70387-2 LED/RT4/G/600/827 R20, 600 Lumens, 2700 K

9 70395-2 LED/RT4/G/600/830 R20, 600 Lumens, 3000 K

10 79142 LED10A19/DIM/O/827/G4 E26, A19, 800 Lumens, 2700 K

10 79143 LED10A19/DIM/O/827/G4/BL E26, A19, 800 Lumens, 2700 K

10 79144 LED10A19/DIM/O/850/G4 E26, A19, 800 Lumens, 5000 K

10 79145 LED10A19/DIM/O/850/G4/BL E26, A19, 800 Lumens, 5000 K

10 79146 LED10A19/DIM/CL/O/827 E26, A19, 800 Lumens, 2700 K

10 79147 LED10A19/DIM/CL/O/827/BL E26, A19, 800 Lumens, 2700 K

10 LED10PARS20/DIM//P/930/FL30 PAR20, 9300 K

10 LED11PAR30LN/DIM/830/FL30 (78786) PAR 30, 3000 K, Flood

10.5 79644 LED10A19/DIM/CL/O/827/G3/BL E26, A19, 800 Lumens 

10.5 79644 LED10A19/DIM/CL/O/827/RP E26, A19, 800 Lumens, 2700 K

10.5 LED10A19/DIM/CL/O/827 (79146) A19, 2700 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/BL (79147) A19, 2700 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4 (79142) A19, 2700 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4/BL (79143) A19, 2700 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/RP (79644) A19, 2700 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4 (79144) A19, 5000 K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4/BL (79145) A19, 5000 K, 800 Lumen, E26, 60WE

11 LED11BR30/DIM/HO/827/G3 (78413) BR30, 2700 K, 800 Lumen, E26

11 LED11BR30/DIM/HO/827/G3/RP (78415) BR30, 2700 K, 800 Lumen, E26

11 LED11BR30/DIM/HO/827/G3/RP (79121) BR30, 2700 K, 800 Lumen, E26

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

11 LED14PAR38/DIM/830/FL30 (78412) PAR 38, 3000 K, Flood

11 RT6 Fixture Ultra RT6 6" Downlight

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

12 LED12A19/DIM/0/827/G2

12 LED12A19/DIM/0/827/RP

12 LED12A19/DIM/0/850/RP

12 LED12A19DIMO827G2 (72637) A19, 2700 K

12 LED12BR30/DIM/HO/827 BR30, 2700 K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700 K, Medium base

12 LED12BR30/DIM/SE/830/RP BR30, Soft White, 2700 K to 2000 K, 850 
Lumen

13 71911 Retrofit Downlight, Warm White, 3000 K, 
900 Lumen, E26

13 LED13PAR30LN/DIM/827/FL40/G3 
(78814)

2700 K, Medium Base

13 LED13PAR30LN/DIM/827/NFL25/G3 
(78791)

2700 K, Medium Base

13 LED13PAR30LN/DIM/830/FL30/G3 
(78789)

3000 K, Medium Base

13 LED13PAR30LN/DIM/830/NFL25/G3 
(78787)

3000 K, Medium Base

13 LED13PAR30LN/DIM/850/FL40/G3 
(78877)

5000 K, Medium Base

13 LED13PAR30LN/DIM/850/NFL25/G3 
(78864)

5000 K, Medium Base

15 LED15BR30/DIM/827 R30, 2700 K

15 LED15PAR30LN/DIM/827/FL40 PAR30, 2700 K, FL

15 LED15PAR30LN/DIM/830/FL40 PAR30, 3000 K, FL

15 LED15PAR30LN/DIM/830/NFL25 PAR30, 3000 K, NFL

16 LED16BR40DIMHO827 BR40, 2700 K, 1100 Lumen

16 LED16PAR38/DIM/827/FL40/G3 (78444) 2700 K, Medium Base

16 LED16PAR38/DIM/830/FL40 PAR38, 3000 K

16 LED16PAR38/DIM/830/FL40/G3 (78440) 3000 K, Medium Base

16 LED16PAR38/DIM/830/NFL25/G3 
(78474)

3000 K, Medium Base

16 LED16PAR38/DIM/850/FL40/G3 (78446) 5000 K, Medium Base

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

16 LED16PAR38/DIM/850/NFL25/G3 
(78448)

5000 K, Medium Base

16 LED16PAR38/DIM/NFL25/G3 (78442) 2700 K, Medium Base

17 78451 LED17PAR38/PRO/830/WSP15/
P3

PAR38, 1275 Lumens, 3000 K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78455 LED17PAR38/PRO/827/WSP15/
P3

PAR38, 1150 Lumens, 2700 K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700 K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78459 LED17PAR38/PRO/840/WSP15/
P3

PAR38, 1400 Lumens, 4000 K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78463 LED17PAR38/PRO/930/WSP15/
P3

PAR38, 1275 Lumens, 3000 K

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78467 LED17PAR38/PRO/927/WSP15/
P3

PAR38, 1150 Lumens, 2700 K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700 K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78471 LED17PAR38/PRO/940/WSP15/
P3

PAR38, 1400 Lumens, 4000 K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78477 LED17PAR38/PRO/835/WSP15/
P3

PAR38, 1300 Lumens, 3500 K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 78481 LED17PAR38/PRO/935/WSP15/
P3

PAR38, 1300 Lumens, 3500 K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500 K

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 LED17PAR30LN/DIM/P/830/NFL25 PAR30, 3000 K, NFL

17 LED17PAR38/PRO/827/FL40/P3 PAR38, 2700 K, E26

17 LED17PAR38/PRO/827/NFL15/P3 PAR38, 2700 K, E26

17 LED17PAR38/PRO/827/WSP15/P3 PAR38, 2700 K, E26

17 LED17PAR38/PRO/830/FL40/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/830/NFL25/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/830/WSP15/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/835/FL40/P3 PAR38, 3500 K, E26

17 LED17PAR38/PRO/835/NFL25/P3 PAR38, 3500 K, E26

17 LED17PAR38/PRO/835/WSP15/P3 PAR38, 3500 K, E26

17 LED17PAR38/PRO/840/FL40/P3 PAR38, 4000 K, E26

17 LED17PAR38/PRO/840/NFL25/P3 PAR38, 4000 K, E26

17 LED17PAR38/PRO/840/WSP15/P3 PAR38, 4000 K, E26

17 LED17PAR38/PRO/927/NFL25/P3 PAR38, 2700 K, E26

17 LED17PAR38/PRO/927/WSP15/P3 PAR38, 2700 K, E26

17 LED17PAR38/PRO/930/FL40/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/930/NFL25/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/930/WSP15/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/935/FL40/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/935/NFL25/P3 PAR38, 3000 K, E26

17 LED17PAR38/PRO/935/WSP15/P3 E26, PAR38, 1075 Lumens, 3500 K

17 LED17PAR38/PRO/940/FL40/P3 PAR38, 4000 K, E26

17 LED17PAR38/PRO/940/NFL25/P3 PAR38, 4000 K, E26

17 LED17PAR38/PRO/940/WSP15/P3 PAR38, 4000 K, E26

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700 K, 860 Lumen

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000 K, 1000 Lumen, 

21 LED21/PAR38/DIM/P/930/FL30/HVP PAR38, Warm White, 3000 K, 1100 
Lumen, E26, 21W

TCP
10 LED10A19DOD30K A19, 3000 K

12 LED12BR30D41K BR30, 4100 K

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

TCP
14 LED14P38D30KFL PAR 38, 3000 K

17 LED17P38D41KFLUS PAR 38, 4100 K

Toshiba

3.8 4B11/22CC-MUP 2200 K, Candelabra

3.8 4B11/22CC-UP 2200 K, Candelabra

3.8 4B11/22CF-MUP 2200 K, Candelabra

3.8 4B11/22CF-UP 2200 K, Candelabra

3.8 4B11/27CC-MUP 2700 K, Candelabra

3.8 4B11/27CC-UP 2700 K, Candelabra

3.8 4B11/27CF-MUP 2700 K, Candelabra

3.8 4B11/27CF-UP 2700 K, Candelabra

11 11BR30/27J-T BR30, 2700 K

11 11BR30/40K-T BR30, 4000 K

12.5 LDRB1340ME6USD PAR30, 4000 K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700 K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000 K, 1050 Lumen

16 LDRB1640ME6USD2 PAR38, 4000 K

Ushio America

3 1003858 E12 Candelabra, 2700 K

3 1003859 E26, 2700 K

3 1003863 E26, 2700 K

Utilitech

3 LG161/2DM/IF/300/LED Candelabra, 3000 K

4.8 LA15DM/CL/300/LED 3000 K

4.8 LA15DM/IF/300/LED E26, 3000 K

4.8 LA15DMC/CL/300/LED E12, 3000 K

4.8 LCFCDM/300/LED Candelabra, 3000 K

4.8 LG161/2DM/CL/300/LED E12, 3000 K

4.8 LGMDM/CL/300/LED E26, 3000 K

7 LA19DMLEDG2 A19

9.8 LA19DM/800/LEDG2 A19, 3000 K

11 DLS02-41127D1E-WF1 4" Downlight, Soft White, 2700 K, 650 
Lumen, E26 retrofit

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

13 DLS02-61327D1E-WF1 5" or 6" Downlight, Soft White, 2700 K, 
800 Lumen, E26 retrofit

13 DLS02-61350D1E-WF1 5" or 6" Downlight, Daylight, 5000 K, 800 
Lumen, E26 retrofit

17 BPCEBR40/DM/LED BR40

17 LBR40DM/LED BR40, 2700 K, 1065 Lumen

17.5 YGA08A35-17.5W-827 BR40, 2700 K, 1100 Lumen

20 L20PAR38/LEDG5 PAR38, 3000 K, 1000 Lumen, flood

20 LPAR38/5K/LEDG5 PAR38, 5000 K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000 K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000 K, 1000 Lumen, Spot

23 LAOM1600RLED 3000 K, Medium Base

23 LPAR38/1400/5K/LEDG5 PAR38, 5000 K, 1400 Lumen

23 LPAR38/1400/LEDG5 PAR38, 3000 K, 1400 Lumen

LED bulbs

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Bulbs for 600 W Dimmers with Neutral Wire
Models: HWD-6ND HWA-6ND
 HQRD-6ND HQRA-6ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Philips 20 EL/A R40 Dim 20 R40

* CFLs typically require a warmup period before their full dimming range is achieved.

CFL bulbs*
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cree
9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

EcoSmart

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

Philips

6.5 9290011233 low voltage

7 9290002373 MR16, 2700K

7 9290002374 MR16, 3000K

7 9290002375 MR16, 4000K

7 9290002376 MR16, 2700K

7 9290002377 MR16, 3000K

7 9290002378 MR16, 4000K

7 9290002627 MR16, 2700K

7 9290002628 MR16, 3000K

7 9290002629 MR16, 4000K

7 9290002630 MR16, 2700K

7 9290002631 MR16, 3000K

7 9290002633 MR16, 2700K

7 9290002634 MR16, 3000K

10 9290002600 MR16, 2700K

10 9290002601 MR16, 3000K

10 9290002602 MR16, 4000K

10 9290002603 MR16, 2700K

10 9290002604 MR16, 3000K

10 9290002605 MR16, 4000K

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

14.5 9290002199 BR40, 2700K, 832 Lumen

Bulbs for 500 W Electronic Low Voltage Wired 
Communication Dimmer with Neutral Wire

LED bulbs

Models: HWD-5NE HWA-5NE

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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www.lutron.com/dimcflled.

Bulbs for 500 W Electronic Low Voltage Wired 
Communication Dimmer with Neutral Wire

LED bulbs

Models: HWD-5NE HWA-5NE

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Philips

18 9290002202 PAR38, 3000K, 951 Lumen, Medium Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

Sylvania 8 LED8A19/DIM/O/827/HVP A19, 2700K, 470 Lumen
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D E26, A19, 800 Lumens, Warm White

12 LED12A19/O/27K/D A19, 2700K, Medium Base

12 LED12A19/O/30K/D A19, 3000K, Medium Base

12 LED12A19GU24/27K/D A19, 2700K, GU24 Base

12 LED12A19GU24/30K/D A19, 3000K, GU24 Base

14 LED14BR30/27K/D BR30, 2700K

14 LED14BR30/30K/D BR30, 3000K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000K

14 LED14PAR30NF/L/30K/D PAR30, 3000K

14 LED14PAR30NF/L/40K/D PAR30, 4000K

14 LED14PAR30WFL/L/30K/D PAR30, 3000K

14 LED14PAR30WFL/L/40K/D PAR30, 4000K

15 LED15PAR30FL/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

15 LED15PAR30NF/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

15 LED15PAR30WFL/830/D E26, PAR30, 800 Lumens, 3000 K, 
Soft White

Commercial Electric

12.5 CE-JB4-600L-27K (T47) 4" Downlight, 600 Lumen, Soft White, 
2700K

12.5 CE-JB6-650L-27K (T67) 6" Downlight, 650 Lumen, Soft White, 
2700K

14.5 CED6 WW 120 WH 6" Downlight, White

Cooper

12 SLD405827H Halo 4" Surface Downlight, 2700K

12 SLD405827HJB Halo 4" Surface Downlight, 2700K

12 SLD405830WH Halo 4" Surface Downlight, 3000K

12 SLD405830WHC Halo 4" Surface Downlight, 3000K

12 SLD405830WHJB Halo 4" Surface Downlight, 3000K

12 SLD405830WHR Halo 4" Surface Downlight, 3000K

12.5 SLD405927H Halo 4" Surface Downlight, 2700K

12.5 SLD405927HJB Halo 4" Surface Downlight, 2700K

Bulbs for 1000 W Dimmers with Neutral Wire

LED bulbs

Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cooper

12.5 SLD405930WH Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHJB Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHR Halo 4" Surface Downlight, 3000K

12.5 SLD606827H Halo 6" Surface Downlight, 2700K

12.5 SLD606827HJB Halo 6" Surface Downlight, 2700K

12.5 SLD606830WH Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHC Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHJB Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHR Halo 6" Surface Downlight, 3000K

13.2 SLD606927WH 6" Downlight, 2700K, 780 Lumen

13.2 SLD606927WHJB 6" Downlight, 2700K, 780 Lumen

13.2 SLD606927WHR 6" Downlight, 2700K, 780 Lumen

13.2 SLD606930WH 6" Downlight, 3000K, 780 Lumen

13.2 SLD606930WHJB 6" Downlight, 3000K, 780 Lumen

13.2 SLD606930WHR 6" Downlight, 3000K, 780 Lumen

13.2 SLD606935WH 6" Downlight, 3500K, 780 Lumen

13.2 SLD606935WHJB 6" Downlight, 3500K, 780 Lumen

13.2 SLD606940WH 6" Downlight, 4000K, 780 Lumen

13.2 SLD606940WHJB 6" Downlight, 4000K, 780 Lumen

Cree

6 BA19-04527OMF-12DE26-1U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04527OMF-12DE26-2U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04550OMF-12DE26-2U100 A19, Daylight, 5000K, 450 Lumen, E26

6 BA19-04550OMF-12DE26-2U500 A19, 5000K, 450 Lumen, 40WE, 4pk

9 BA19-08050OMF-12DE26-1U100 A19, 800 Lumen, 5000K, Medium base

9.5 BA19-08027OMF-12DE26-1U100 A19, 800 Lumen, 2700K, Medium Base

9.5 BA19-08027OMF-12DE26-2U100 A19, Soft White, 2700K, 800 Lumen, 
Medium base

9.5 BA19-08027OMF-12DE26-2U500 A19, 2700K, 800 Lumen, E26, 60WE, 
4pk

9.5 BBR30-06527FLF-12DE26-1U100 BR30, 650 Lumen, Soft White, 2700K

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cree

9.5 BBR30-06550FLF-12DE26-1U100 BR30, Daylight, 5000K 650 Lumen, 9.5W

9.5 BBR30-06550FLF-12DE26-2U100 BR30, Daylight, 5000K, 650 Lumen, 
9.5W

9.5 CR4 4" Downlight, 2700K, Edison Base

9.5 CR6 6" Downlight, 2700K, GU24 Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000K, 1600 Lumen, E26, 18W

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg 
spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg 
flood

EcoSmart

6 ECS GP19 WW 40WE 120 A19, 3000K

7 ECS 25 40WE W27 120

8 ECS 20 CW FL 50WE 120 PAR20, 5000K, 490 Lumen

8 ECS 20 WW FL 50WE 120 PAR20, 3000K, 450 Lumen

8 ECS A19 WW 40WE 120 A19, 3000K, 450 Lumen

8 ECS BR20 50WE W27 120 BR20, Soft White, 2700K

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECO4-575L 4" Downlight

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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For the most up-to-date list, visit 
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Brand Wattage Model Description

EcoSmart

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

11 ECS RFK6 65WE W27 120 REC Downlight, Soft White, 2700K, 600 
Lumen, E26

11.5 ECS BR30 65WE CW 120 BR30

11.5 ECS BR30 65WE W27 120 BR30

12 ECS A19 CW 60WE 120 A19, 5000K, 850 Lumen

12 ECS A19 WW 60WE 120 A19, 3000K, 800 Lumen

13 ECS 30 CW FL 75WE 120 PAR30, 5000K, 810 Lumen

13 ECS 30 WW FL 75WE 120 PAR30, 3000K, 750 Lumen

14 ECS 30 75WE CW FL 120 TP PAR30, Day Light, 3000K, 900 Lumen, 
E26

14 ECS 30 75WE WW FL 120 TP PAR30, Bright White, 5000K, 800 Lumen, 
E26

14 ECS BR40 90WE CW 120 DG BR40, Daylight, 5000K, 1050 Lumen, E26

14 ECS BR40 90WE CW 120 DG BR40, 5000K

14 ECS BR40 90WE W27 120 DG BR40, 2700K, 1000 Lumen, E26

15 ECS 38 WW FL 90WE 120 PAR38, 3000K, 900 Lumen

15 ECS BR40 90WE W27 120 BR40, 2700K

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000K, 1000 
Lumen, E26

18 ECS BR40 90WE CW 120 G1 BL BR40, Daylight, 5000K, 1320 Lumen, E26

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

Feit

4.5 BPR14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.5 R14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 LCFDM/300/LED Decorative, 3000K

6.4 BPR16DM/LED R16, 2700K

6.5 MR16GU10DMLED MR16, 3000K

7.5 A19/DM/LED A19, 3000K

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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Brand Wattage Model Description

Feit

7.5 BPAG500DM/LED 3000K, Medium Base

8 A19/DM/5K/LED A19

8 A19/DM/GU24/LED, A19

8 A19/DM/LED/CAN A19

8 A19/DM/LED/RP/CAN A19

8 BPCEA19/DM/LED A19

8 BPCER20/DM/LED Par20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 LA19DM/5K/LED A19

8 LA19DM/GU24/LED A19

8 LA19DM/LED A19, 3000K

8 R20/927/LED R20, 2700K

8 R20/930/LED R20, 3000K

8 R20/950/LED R20, 5000K,

8 R20DM/LEDG2/CAN R20, 2700K

9.3 LEDR4/827 Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/3K/CAN Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830 Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830/CAN Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850 Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850/CAN Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 PAR20/5K/LEDG5 PAR20, 5000K

9.5 PAR20/5K/LEDG5/CAN PAR20, 5000K

9.5 PAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 PAR20/LEDG5/CAN PAR20

9.7 CELEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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Brand Wattage Model Description

Feit

9.7 LEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

10 BPAG800/5K/LED A19, 5000K

10 BPAG800/LED A19, 3000K, 800 Lumen

13 BPAG1100DM5KLED A19

13 BPCEBR30/DM/LED BR30, 2700K

13 BPCEBR30LED BR30

13 BR20DM/LED/CAN BR20

13 BR30/DM/LED BR30, 2700K

13.5 A19/OM800/5K/LED A19, 5000K, Omni Directional

13.5 A19/OM800/LED A19, 3000K, Omni Directional

13.5 BPCEA19/OM800/LED A19, Omni Directional

13.5 BPCEA19/OM800/LED/CAN A19, Omni Directional

14 LA19/OM800/LED A19

15 BPCEPAR30/LEDG5 PAR30

15 PAR30L/5K/LEDG5 PAR30, 5000K

15 PAR30L/5K/LEDG5/CAN PAR30, 5000K

15 PAR30L/LEDG5 PAR30

15 PAR30L/LEDG5/CAN PAR30

16 LEDR56/830 3000K, Recessed Retrofit Kit

16 LEDR56/850 5000K, Recessed Retrofit Kit

16.5 LEDR6/3K 3000K, Medium Base, 6" Recessed

16.8 LEDR56/3K 3000K, Medium Base, 5" & 6" Recessed

17 BPCEBR40/LED BR40

17 BR40/DM/LED BR40, 2700K, 1065 Lumen

18 BPCE18PAR38/DIM/LED PAR38

20 20PAR38/LEDG5

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
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Brand Wattage Model Description

Feit

20 PAR38/LEDG5/CAN PAR38

20.5 LEDR56/827 2700K, Recessed Retrofit Kit

20.5 LEDR56/927 2700K, Recessed Retrofit Kit

20.8 LEDRT56/927 2700K, Recessed Retrofit Kit

? LEDR4/3K

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700K

7 LED7DP20S830/20 PAR20, 3000K, Flood, Silver Base

8 LED8DA19/827 A19, 2700K, 450 Lumen, E26

10 LED10DP30S830/20 PAR30, 3000K, Short Neck, Silver Base

10 LED10DP3LS830/20 PAR30, 3000K, Long Neck, Silver Base

11 LED11DA19RVL/TP A19, 2700K, 570 Lumen

11 LED11DA19V2 A19, 2700K, 800 Lumen

12 LED12DP38930/15 PAR38, 3000K

12 LED12RS4RVLE26PB (95390) Downlight, 2700K, 630 Lumen, E26

12 LED12RS4RVLGUPB (95391) Downlight, 2700K, 630 Lumen, GU24

12 LED12RS6RVL326PB (95392) Downlight, 2700K, 630 Lumen, E26

12 LED12RS6RVLE26ES Downlight, 2700K, 650 Lumen, E26

12 LED12RS6RVLGUPB (95393) Downlight, 2700K, 630 Lumen, GU24

13 LED13DBR40/830 BR40, 3000K

16 13909 E26, 2700K

16 13917 E26, 2700K

16 13918 E26, 2700K

16 66454 E26, 2700K

16 LED16DA21/827 (14074) A19, 2700K

18 LED18D38827/15 (94906) PAR 38, 2700K, Spot

18 LED18D38827/25 (94907) PAR 38, 2700K, Narrow Flood

18 LED18D38827/40 (94908) PAR 38, 2700K, Flood

18 LED18D38830/15 (94909) PAR 38, 3000K, Spot

18 LED18D38830/25 (94549) PAR 38, 3000K, Narrow Flood

18 LED18D38830/40 (94910) PAR 38, 3000K, Flood

18 LED18D38927/15 (94901) PAR 38, 2700K, Spot

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

GE

18 LED18D38927/25 (94198) PAR 38, 2700K, Narrow Flood

18 LED18D38927/40 (94902) PAR 38, 2700K, Flood

18 LED18D38930/15 (94903) PAR 38, 3000K, Spot

18 LED18D38930/25 (94904) PAR 38, 3000K, Narrow Flood

18 LED18D38930/40 (94905) PAR 38, 3000K, Flood

18 LED18D38W827/15 PAR38, 2700K, E26, 15° Beam

18 LED18D38W827/25 PAR38, 2700K, E26, 25° Beam

18 LED18D38W827/40 PAR38, 2700K, E26, 40° Beam

18 LED18D38W830/15 PAR38, 3000K, 1400 Lumen, E26, 15° 
Beam

18 LED18D38W830/25 PAR38, 3000K, 1400 Lumen, E26, 25° 
Beam

18 LED18D38W830/40 PAR38, 3000K, 1400 Lumen, E26, 40° 
Beam

18 LED18D38W927/15 PAR38, 2700K, 1100 Lumen, E26, 15° 
Beam

18 LED18D38W927/25 PAR38, 2700K, 1100 Lumen, E26, 25° 
Beam

18 LED18D38W927/40 PAR38, 2700K, 1100 Lumen, E26, 40° 
Beam

18 LED18D38W930/15 PAR38, 3000K, 1200 Lumen, E26, 15° 
Beam

18 LED18D38W930/25 PAR38, 3000K, 1200 Lumen, E26, 25° 
Beam

18 LED18D38W930/40 PAR38, 3000K, 1200 Lumen, E26, 40° 
Beam

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Green Creative

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

18.5 18.5PAR38G4DIM/927NF25 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/927SP15 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930NF25 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930SP15 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940NF25 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/GU24 PAR38, 4000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940SP15 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/GU24 PAR38, 4000K, 1000 Lumen, GU24

Halco

18 BR40FL18/830/LED BR40, 3000K

20  PAR38SP20/830/LED PAR38, 3000K

20 PAR38FL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38FL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38FL20/840/LED PAR38, 4000K, 1250 Lumen Flood

20 PAR38FL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38NFL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38NFL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38NFL20/840/LED PAR38, 4000K Flood

20 PAR38NFL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38SP20/827/LED PAR38, 2700K, 1150 Lumen Spot

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Halco

20 PAR38SP20/830/LED PAR38, 3000K, 1200 Lumen Spot

20 PAR38SP20/840/LED PAR38, 4000K Spot

20 PAR38SP20/850/LED PAR38, 5000K, 1300 Lumen Spot

Halo
12.2 SLD606830WHA Downlight 3000K 760 Lumens 12.2W

12.5 SLD405830 Downlight 3000K 650 Lumens 12.5W

Lighting Science

11.5 DFN BR30 65WE CW 120 BR30

11.5 DFN BR30 65WE NW 120 BR30

11.5 DFN BR30 65WE W27 120 BR30

11.5 DFN BR30 65WE WW 120 BR30

Lighting Science Group 14.5 GLP6 W27 120 WH TP 2700K

Liteline

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26

Litetronics

5 LD05516FR2D A15, 2700K

5 LD05516FR4D A15, 3000K

7 LD07536FR4D G25, 3000K, Medium Base

8 LP08547FL2D BR20, 2700K, Medium Base

8 LP08547FL4D BR20, 3000K, Medium Base

8 LP08547FL6D BR20, 4100K, Medium Base

10 LD10536FR2D G25, 2700K, Medium Base

10 LD10536FR4D G25, 3000K, Medium Base

10 LD10536FR7D G25, 5000K, Medium Base

14 LP14550FL2D BR30, 2700K, Flood

20 LP20552FL2D BR40, 2700K, Flood

Lithonia

7.5 LK3BMWLED 3" Downlight

9 LK4BMWLED 4" Downlight

13 LK5BMWLED 5" Downlight

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Lithonia Lighting 8.9 6BPMW M4 5/6" Downlight, 3000K, 620 Lumen, 

Philips

6 451864 PAR16, 300 Lumens, 3000 K

6 451872 GU10, MR16, 300 Lumens, 3000 K

6 9290002242 MR16, 300 Lumen, 3000K, GU10 base

6 9290002443 E26, PAR16, 300 Lumens, 3000 K

6 BC6PAR16/AMB/3000 DIM 120V GU10, PAR16, 300 Lumens, 3000 K

7 9290002706 A19 SlimStyle, Daylight, 5000K, 450 
Lumen, E26

8 9290002267 A19, 2700K, 470 Lumen

8 9290002295 A19, 5000K, 470 Lumen

8.5 9290002543 BR30, 5000K, 730 Lumen, 8.5W

9.5 9290011117 BR30, 2700K, 730 Lumen, WarmGlow to 
2200K (Nov 2014 or later)

9.5 9290011118 E26, BR30, 650 Lumens, 2700 K

9.5 9290011118 (452359) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452383) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452391) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452417) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452441) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452466) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452482) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

10.5 9290002544 BR30, 2700K, 730 Lumen

11 9290002268 A19, 2700K, 908 Lumen

11 9290002296 A19, 5000K, 830 Lumen

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

14.5 9290002199 BR40, 2700K, 800 & 832 Lumen

15 9290002595 A21, Soft White, 2700K, 1180 Lumen, 
E26

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

15 451898 BC15A21/AMB/2700 DIM 120V E26, 1145 Lumens, 2700 K

16.5 9.29001E+11 2700K, Downlight

17 9290002018 A21, 2700K

17 17E26A21D A21, 2700K

18 9290002202 PAR38, 3000K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

18 18E26PAR38-E2 PAR38

19 432211 E26, A21, 1680 Lumens, 2700 K

19 9290002472 PAR38, 5000K, 1190 Lumen

19 9290002473 PAR38, 3000K, 1250 Lumen

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700 K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700 K

19 9290002577 (431395) PAR38, 1300 Lumen, 25deg flood

19 9290002578 (431403) PAR38, 1300 Lumen, 35deg flood

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

19 9290002596 (451906)A E26, 1620 Lumens, 2700 K

19.5 9290002251 PAR38, 3000K, 1210 Lumen

19.5 9290002252 PAR38, 2700K, 1183 Lumen

19.5 9290002253 PAR38, 3000K, 1212 Lumen

19.5 9290002291 PAR38, 4000K, 1207 Lumen

19.5 9290002312 PAR38, 2700K, 1100 Lumen

19.5 9290002313 PAR38, 2700K, 1196 Lumen

19.5 9290002314 PAR38, 3000K, 1200 Lumen

19.5 9290002315 PAR38, 3000K, 1225 Lumen

19.5 9290002316 PAR38, 4000K, 1200 Lumen

19.5 9290002317 PAR38, 4000K, 1245 Lumen

19.5 9290002321 PAR38, 2700K, 1172 Lumen

19.5 9290002322 PAR38, 5000K, 1300 Lumen

20 BC-EL/A R40 DIM 20W 4/I R40, Soft White, 2700K, 900 Lumen, E26

20 EL/A R40 Dim 20W R40

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000K, Downlight

Philips Lightolier 13 1076HL30K Downlight, 3000K

Pixi Lighting 27 FLT12R27MD1622 2700K, Flat Light Luminaire

Samsung 18 SI-P8183DB1US PAR 38, 2700K

Satco

4.8 80-900 2700K, Linear LED Module

7 S8921 PAR20, 2700K, Medium Base

7 S8922 PAR20, 3500K, Medium Base

7 S8923 PAR20, 6000K, Medium Base

7 S9080 PAR 20, 3000K

7 S9081 PAR 20, 4000K

7 S9082 PAR 20, 3000K

7 S9083 PAR 20, 4000K

10 S8991 3000K, Medium Base

10.5 S9037 A19, 2700K, 810 Lumen, E26

10.5 S9038 A19, 3500K, 830 Lumen, E26

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Satco

10.5 S9039 A19, 5000K, 870 Lumen, E26

11 S9084 PAR 30, 3000K

11 S9085 PAR 30, 4000K

11 S9086 PAR 30, 3000K

11 S9087 PAR 30, 4000K

11 S9088 PAR 30, 3000K

11 S9089 PAR 30, 4000K

11 S9090 PAR 30, 3000K

11 S9091 PAR 30, 4000K

17 S8977-S8979 PAR38

17 S8984-S8986 PAR38

17 S9092 PAR 38, 3000K

17 S9093 PAR 38, 4000K

17 S9094 PAR 38, 3000K

17 S9095 PAR 38, 4000K

Solais

7 LRP20/25/27K PAR20, 2700K, 475 Lumen, E26, 25° 
Beam

7 LRP20/25/30K PAR20, 3000K, 500 Lumen, E26, 25° 
Beam

7 LRP20/40/27K PAR20, 2700K, 475 Lumen, E26, 40° 
Beam

7 LRP20/40/30K PAR20, 3000K, 500 Lumen, E26, 40° 
Beam

16 LR30/10/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 10° Beam

16 LR30/15/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 15° Beam

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Solais

16 LR30/15/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 15° Beam

16 LR30/25/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1200/WH PAR30, 3000K, 1200 Lumen, E26, short 
neck, 25° Beam

16 LR30/40/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 40° Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/15/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/25/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/25/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/40/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/40/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

Solais Lighting

16 LR30/10/27K/1100 PAR 30, 2700K

16 LR30/10/30K/1125 PAR 30, 3000K

16 LR30/10/30K/1200 PAR 30, 3000K

16 LR30/15/27K/1100 PAR 30, 2700K

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Solais Lighting

16 LR30/15/30K/1200 PAR 30, 3000K

16 LR30/25/27K/1100 PAR 30, 2700K

16 LR30/25/30K/1125 PAR 30, 3000K

16 LR30/25/30K/1200 PAR 30, 3000K

16 LR30/40/27K/1100 PAR 30, 2700K

16 LR30/40/30K/1125 PAR 30, 3000K

16 LR30/40/30K/1200 PAR 30, 3000K

20 LR38/25/30K/1450 PAR 38, 3000K

28 LR38/15/27K/2000 PAR 38, 2700K

28 LR38/15/30K/2100 PAR 38, 3000K

28 LR38/25/27K/2000 PAR 38, 2700K

28 LR38/25/30K/2100 PAR 38, 3000K

28 LR38/40/27K/2000 PAR 38, 2700K

28 LR38/40/30K/2100 PAR 38, 3000K

Standard Products Inc
5 LED/B10/5/27K/120V/30M/D/E12/STD E12, 2700K

8 LED/OMNI/8/27K/25M/D/STD E26, 2700K

Sunlite USA
8 7R20/DM/LED/2700K R20, 2700K

11 40506 11PAR30/DM/LED/2700K PAR30, 2700K

Switch 10 A260FUS27B1 A19, 800 Lumen, 2700 K

Sylvania

5 LED5R20/DIM/827 R20, 2700K, 325 Lumen, E26

5 LED5R20/DIM/827 (78694) R20, 2700K

5 LED5R20/DIM/827/RP R20, 2700K, 325 Lumen, E26

7 72562 G25

7 78418 G25, 3000K

7 78419 G25, 2700K

7 78551 PAR16, 6500K

7 78559 G25, 3000K

7 78964 PAR16

7 78965 PAR16

7 78966 PAR16

7 78967 PAR16

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Sylvania

7 78968 PAR16

7 78969 PAR16

7 LED7B13BLUNTDIM827 (72895) B13, 2700K

7 LED7B13CBLUNTDIM827 (72894) B13, 2700K

7 LED7PAR20/DIM/830/FL30 (78785) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

7 LED7PAR20/DIM/830/FL30/RP (79094) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

8 LED8A15/DIM/827 A15, 2700K, 450 Lumen, Medium Base

8 LED8A15/DIM/827/HVP/DIS

8 LED8A15C/DIM/827 A15, 2700K, 450 Lumen, Candelabra 
Base

8 LED8A15D/DIM/827

8 LED8A19DIMO827G2

8 LED8A19DIMO827G2 (72635) A19, 2700K

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP (72563) A19, 2700K

8 LED8A19DIMO827RP (78408) A19, 2700K

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR20/DIM/827/FL36 PAR20, 2700K, FL

8 LED8PAR20/DIM/827/NFL25 (78992) 2700K, Medium Base

8 LED8PAR20/DIM/830/FL30 (78785) PAR 20, 3000K

8 LED8PAR20/DIM/830/FL30/RP (79094) PAR 20, 3000K

8 LED8PAR20/DIM/830/FL40/G3 (78990) 3000K, Medium Base

8 LED8PAR20/DIM/830/NFL25/G3 (78988) 3000K, Medium Base

8 LED8PAR20/DIM/850/FL40/G3 (78873) 5000K, Medium Base

8 LED8PAR20/DIM/850/NFL25/G3 (78871) 5000K, Medium Base

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen

9 70387-2 LED/RT4/G/600/827 R20, 600 Lumens, 2700 K

9 70395-2 LED/RT4/G/600/830 R20, 600 Lumens, 3000 K

9 LED/RT4/600/827 4" Downlight, 2700K, 600 Lumen, Retro-
fit

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Sylvania

9 LED/RT4/G/600/827 2700K, 600 Lumen

9 LED/RT4/G/600/830 3000K, 600 Lumen

10 79142 LED10A19/DIM/O/827/G4 E26, A19, 800 Lumens, 2700 K

10 79143 LED10A19/DIM/O/827/G4/BL E26, A19, 800 Lumens, 2700 K

10 79144 LED10A19/DIM/O/850/G4 E26, A19, 800 Lumens, 5000 K

10 79145 LED10A19/DIM/O/850/G4/BL E26, A19, 800 Lumens, 5000 K

10 79146 LED10A19/DIM/CL/O/827 E26, A19, 800 Lumens, 2700 K

10 79147 LED10A19/DIM/CL/O/827/BL E26, A19, 800 Lumens, 2700 K

10 LED/600/RT4/830/FL80/RP Recessed lighting kit, 3000K, 600 Lumen

10 LED/RT4/600/827/FL80 Recessed lighting kit, 2700K, 600 Lumen

10 LED10PARS20/DIM//P/930/FL30 PAR20, 9300K

10 LED11PAR30LN/DIM/830/FL30 (78786) PAR 30, 3000K, Flood

10.5 79644 LED10A19/DIM/CL/O/827/G3/BL E26, A19, 800 Lumens 

10.5 79644 LED10A19/DIM/CL/O/827/RP E26, A19, 800 Lumens, 2700 K

10.5 LED10A19/DIM/CL/O/827 (79146) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/BL (79147) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4 (79142) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4/BL (79143) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/RP (79644) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4 (79144) A19, 5000K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4/BL (79145) A19, 5000K, 800 Lumen, E26, 60WE

11 LED11BR30/DIM/HO/827/G3 (78413) BR30, 2700K, 800 Lumen, E26

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

11 LED14PAR38/DIM/830/FL30 (78412) PAR 38, 3000K, Flood

11 RT6 Fixture Ultra RT6 6" Downlight

12 LED12A19/DIM/0/827/G2

12 LED12A19/DIM/0/827/RP

12 LED12A19/DIM/0/850/RP

12 LED12A19DIMO827G2 (72637) A19, 2700K

12 LED12BR30/DIM/HO/827 BR30, 2700K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700K, Medium base

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

12 LED12BR30/DIM/SE/830/RP BR30, Soft White, 2700K to 2000K, 850 
Lumen

13 71911 Retrofit Downlight, Warm White, 3000K, 
900 Lumen, E26

13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396-1 5/6" Downlight, 2700K, 900 Lumen, E26

13 73397-0 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73675-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

13 73676-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

13 LED13PAR30LN/DIM/827/FL40/G3 
(78814)

2700K, Medium Base

13 LED13PAR30LN/DIM/827/NFL25/G3 
(78791)

2700K, Medium Base

13 LED13PAR30LN/DIM/830/FL30/G3 
(78789)

3000K, Medium Base

13 LED13PAR30LN/DIM/830/NFL25/G3 
(78787)

3000K, Medium Base

13 LED13PAR30LN/DIM/850/FL40/G3 
(78877)

5000K, Medium Base

13 LED13PAR30LN/DIM/850/NFL25/G3 
(78864)

5000K, Medium Base

13 LEDLD900830FL120 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

15 79175 BR40, 1100 Lumen

15 79176 BR40, 1100 Lumen

15 79177 BR40, 1100 Lumen

15 LED15BR30/DIM/827 R30, 2700K

15 LED15PAR30LN/DIM/827/FL40 PAR30, 2700K, FL

15 LED15PAR30LN/DIM/830/FL40 PAR30, 3000K, FL

15 LED15PAR30LN/DIM/830/NFL25 PAR30, 3000K, NFL

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

16 LED16BR40DIMHO827 BR40, 2700K, 1100Lumen

16 LED16PAR38/DIM/827/FL40/G3 (78444) 2700K, Medium Base

16 LED16PAR38/DIM/830/FL40 PAR38, 3000K

16 LED16PAR38/DIM/830/FL40/G3 (78440) 3000K, Medium Base

16 LED16PAR38/DIM/830/NFL25/G3 
(78474)

3000K, Medium Base

16 LED16PAR38/DIM/850/FL40/G3 (78446) 5000K, Medium Base

16 LED16PAR38/DIM/850/NFL25/G3 
(78448)

5000K, Medium Base

16 LED16PAR38/DIM/NFL25/G3 (78442) 2700K, Medium Base

17 78451 LED17PAR38/PRO/830/WSP15/
P3

PAR38, 1275 Lumens, 3000 K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78455 LED17PAR38/PRO/827/WSP15/
P3

PAR38, 1150 Lumens, 2700 K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700 K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78459 LED17PAR38/PRO/840/WSP15/
P3

PAR38, 1400 Lumens, 4000 K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78463 LED17PAR38/PRO/930/WSP15/
P3

PAR38, 1275 Lumens, 3000 K

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78467 LED17PAR38/PRO/927/WSP15/
P3

PAR38, 1150 Lumens, 2700 K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700 K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78471 LED17PAR38/PRO/940/WSP15/
P3

PAR38, 1400 Lumens, 4000 K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000 K

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78477 LED17PAR38/PRO/835/WSP15/
P3

PAR38, 1300 Lumens, 3500 K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 78481 LED17PAR38/PRO/935/WSP15/
P3

PAR38, 1300 Lumens, 3500 K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 LED17PAR30LN/DIM/P/830/NFL25 PAR30, 3000K, NFL

17 LED17PAR38/PRO/827/FL40/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/NFL15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/830/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/835/FL40/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/NFL25/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/WSP15/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/840/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/WSP15/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/927/NFL25/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/927/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/930/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/WSP15/P3 E26, PAR38, 1075 Lumens, 3500 K

17 LED17PAR38/PRO/940/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/NFL25/P3 PAR38, 4000K, E26

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 LED17PAR38/PRO/940/WSP15/P3 PAR38, 4000K, E26

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700K, 860 Lumen

18 LED18PAR38LN/DIM/827/FL40 PAR38, 2700K, FL

18 LED18PAR38LN/DIM/830/FL40 PAR38, 3000K, FL

18 LED18PAR38LN/DIM/830/NFL25 PAR38, 3000K, NFL

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

21 LED21/PAR38/DIM/P/930/FL30/HVP PAR38, Warm White, 3000K, 1100 
Lumen, E26, 21W

TCP

5 LED5E12B1127K Candle, 2700K, 300 Lumen, E12

10 LED10A19DOD30K A19, 3000K

10 LED10BR30D30K BR30, 3000K

12 LED12BR30D41K BR30, 4100K

14 LED14P38D30KFL PAR 38, 3000K

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

17 LED17P38D41KFLUS PAR 38, 4100K

Toshiba

3.8 4B11/22CC-MUP 2200K, Candelabra

3.8 4B11/22CC-UP 2200K, Candelabra

3.8 4B11/22CF-MUP 2200K, Candelabra

3.8 4B11/22CF-UP 2200K, Candelabra

3.8 4B11/27CC-MUP 2700K, Candelabra

3.8 4B11/27CC-UP 2700K, Candelabra

3.8 4B11/27CF-MUP 2700K, Candelabra

3.8 4B11/27CF-UP 2700K, Candelabra

11 11BR30/27J-T BR30, 2700K

11 11BR30/40K-T BR30, 4000K

12.5 LDRB1340ME6USD PAR30, 4000K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000K, 1050 Lumen

16 LDRB1640ME6USD2 PAR38, 4000K

Ushio America

3 1003858 E12 Candelabra, 2700K

3 1003859 E26, 2700K

3 1003863 E26, 2700K

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

3 LG161/2DM/IF/300/LED Candelabra, 3000K

4.5 LR14DMLED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 LA15DM/CL/300/LED 3000K

4.8 LA15DM/IF/300/LED E26, 3000K

4.8 LA15DMC/CL/300/LED E12, 3000K

4.8 LCFCDM/300/LED Candelabra, 3000K

4.8 LG161/2DM/CL/300/LED E12, 3000K

4.8 LGMDM/CL/300/LED E26, 3000K

7 LA19DMLEDG2 A19

8 LR20DMLEDG2 R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

9 LR20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9 R20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9.5 LPAR20/5K/LEDG5 PAR20, 5000K, 500 Lumen

9.5 LPAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 LPAR20DM/SP/LED PAR20, 3000K, 465 Lumen, Spot

9.8 LA19DM/800/LED/G2 A19, 3000K, 800 Lumen

10 LA19DM/800/5K/LEDG2 A19, 5000K

11 DLS02-41127D1E-WF1 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

13 BPCEAG1100/827/LED 2700K, 1100 Lumen, E26

13 BPCEAG1100/LED 2700K, 1100 Lumen, E26

13 DLS02-61327D1E-WF1 5" or 6" Downlight, Soft White, 2700K, 
800 Lumen, E26 retrofit

13 DLS02-61350D1E-WF1 5" or 6" Downlight, Daylight, 5000K, 800 
Lumen, E26 retrofit

13 LBR30/DM/LED BR30, 2700K

13.5 LA19/OM800/LED A19, 3000K, 800 Lumen, Omni 
Directional

15 LPAR30L/5K/LEDG5 PAR30, 5000K, 800 Lumen, long neck 
flood

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Utilitech

15 LPAR30L/LEDG5 PAR30, 3000K, 790 Lumen, long neck 
flood

15 LPAR30LDM/SP/LED PAR30, 3000K, 790 Lumen, long neck, 
spot

15 LPAR30S/LEDG5 PAR30, 3000K, 750 Lumen, short neck 
flood

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK

17 BPCEBR40/DM/LED BR40

17 LBR40DM/LED BR40, 2700K, 1065 Lumen

17.5 YGA08A35-17.5W-827 BR40, 2700K, 1100 Lumen

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LBR40HO/LED/G2 BR40, Soft White, 1400 Lumen

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000K, 1000 Lumen, Spot

23 LAOM1600RLED 3000K, Medium Base

23 LPAR38/1400/5K/LEDG5 PAR38, 5000K, 1400 Lumen

23 LPAR38/1400/LEDG5 PAR38, 3000K, 1400 Lumen

LED bulbs

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Philips 20 EL/A R40 Dim 20 R40

* CFLs typically require a warmup period before their full dimming range is achieved.

CFL bulbs*

Bulbs for 1000 W Dimmers with Neutral Wire
Models: HWD-10ND HWA-10ND RRD-10ND
 HQRD-10ND HQRA-10ND

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D A19, E26, 800 Lumens, Warm White

12 LED12A19/O/27K/D A19, 2700K, Medium Base

12 LED12A19/O/30K/D A19, 3000K, Medium Base

12 LED12A19GU24/27K/D A19, 2700K, GU24 Base

12 LED12A19GU24/30K/D A19, 3000K, GU24 Base

14 LED14BR30/27K/D BR30, 2700K

14 LED14BR30/30K/D BR30, 3000K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000K

14 LED14PAR30NF/L/30K/D PAR30, 3000K

14 LED14PAR30NF/L/40K/D PAR30, 4000K

14 LED14PAR30WFL/L/30K/D PAR30, 3000K

14 LED14PAR30WFL/L/40K/D PAR30, 4000K

15 LED15PAR30NF/830/D PAR30, E26, 800 Lumens, Soft White

15 LED15PAR30WFL/830/D PAR30, E26, 800 Lumens, 3000 K, 
Soft White

15 LED15PAR30FL/830/D PAR30, E26, 800 Lumens, 3000 K, 
Soft White

Commercial Electric

12.5 CE-JB4-600L-27K (T47) 4" Downlight, 600 Lumen, Soft White, 
2700K

12.5 CE-JB6-650L-27K (T67) 6" Downlight, 650 Lumen, Soft White, 
2700K

14.5 CED6 WW 120 WH 6" Downlight, White

Cooper

9.4 RL560WH-R Downlight, 600 Lumen, Warm White, 
3000K

12 SLD405827H Halo® 4" Surface Downlight, 2700K

12 SLD405827HJB Halo 4" Surface Downlight, 2700K

12 SLD405830WH Halo 4" Surface Downlight, 3000K

12 SLD405830WHC Halo 4" Surface Downlight, 3000K

12 SLD405830WHJB Halo 4" Surface Downlight, 3000K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cooper

12 SLD405830WHR Halo 4" Surface Downlight, 3000K

12.5 SLD405927H Halo 4" Surface Downlight, 2700K

12.5 SLD405927HJB Halo 4" Surface Downlight, 2700K

12.5 SLD405930WH Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHJB Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHR Halo 4" Surface Downlight, 3000K

12.5 SLD606827H Halo 6" Surface Downlight, 2700K

12.5 SLD606827HJB Halo 6" Surface Downlight, 2700K

12.5 SLD606830WH Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHC Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHJB Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHR Halo 6" Surface Downlight, 3000K

12.9 SLD606927H Halo 6" Surface Downlight, 2700K

12.9 SLD606930WH Halo 6" Surface Downlight, 3000K

12.9 SLD606930WHR Halo 6" Surface Downlight, 3000K

23 PD56R18ED010-PDM6827 Halo 5"/6" Retrofit Downlight, 2700K

23 PD56R18ED010-PDM6830 Halo 5"/6" Retrofit Downlight, 3000K

23 PD56R18ED010-PDM6835 Halo 5"/6" Retrofit Downlight, 3500K

23 PD56R18ED010-PDM6840 Halo 5"/6" Retrofit Downlight, 4000K

23 PD56R18ED010-PDM6927 Halo 5"/6" Retrofit Downlight, 2700K

23 PD56R18ED010-PDM6930 Halo 5"/6" Retrofit Downlight, 3000K

23 PD56R18ED010-PDM6935 Halo 5"/6" Retrofit Downlight, 3500K

23 PD56R18ED010-PDM6940 Halo 5"/6" Retrofit Downlight, 4000K

29.5 PD618ED010-PDM6827 Halo 6" Downlight, 2700K

29.5 PD618ED010-PDM6830 Halo 6" Downlight, 3000K

29.5 PD618ED010-PDM6835 Halo 6" Downlight, 3500K

29.5 PD618ED010-PDM6840 Halo 6" Downlight, 4000K

29.5 PD618ED010-PDM6927 Halo 6" Downlight, 2700K

29.5 PD618ED010-PDM6930 Halo 6" Downlight, 3000K

29.5 PD618ED010-PDM6935 Halo 6" Downlight, 3500K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cooper

29.5 PD618ED010-PDM6940 Halo 6" Downlight, 4000K

29.5 PD6R18ED010-PDM6827 Halo 6" Retrofit Downlight, 2700K

29.5 PD6R18ED010-PDM6830 Halo 6" Retrofit Downlight, 3000K

29.5 PD6R18ED010-PDM6835 Halo 6" Retrofit Downlight, 3500K

29.5 PD6R18ED010-PDM6840 Halo 6" Retrofit Downlight, 4000K

29.5 PD6R18ED010-PDM6927 Halo 6" Retrofit Downlight, 2700K

29.5 PD6R18ED010-PDM6930 Halo 6" Retrofit Downlight, 3000K

29.5 PD6R18ED010-PDM6935 Halo 6" Retrofit Downlight, 3500K

29.5 PD6R18ED010-PDM6940 Halo 6" Retrofit Downlight, 4000K

Cree

6 BA19-04527OMF-12DE26-1U100 A19, 450 Lumen, 2700K, Medium base

6 BA19-04527OMB-12DE26-3_1 A19 4Flow, 83CRI, 2700K, 460 Lumen, 
E26

6 BA19-04527OMF-12DE26-3U100 A19 4Flow, 2700K, 460 Lumen, E26

6 BA19-04550OMB-12DE26-3_1 A19 4Flow, 83CRI, 5000K, 460 Lumen, 
E26

6 BA19-04550OMF-12DE26-3U100 A19 4Flow, 5000K, 460 Lumen, E26

9 BA19-08050OMF-12DE26-1U100 A19, 800 Lumen, 5000K, Medium base

9.5 BA19-08027OMF-12DE26-1U100 A19, 800 Lumen, 2700K, Medium Base

9.5 BA19-08027OMF-12DE26-2U100 A19, Soft White, 2700K, 800 Lumen, 
Medium base

9.5 BA19-08027OMF-12DE26-2U500 A19, 2700K, 800 Lumen, E26, 60WE, 
4pk

9.5 BBR30-06527FLF-12DE26-1U100 BR30, 650 Lumen, Soft White, 2700K

9.5 BBR30-06550FLF-12DE26-1U100 BR30, Daylight, 5000K 650 Lumen, 9.5

9.5 BBR30-06550FLF-12DE26-2U100 BR30, Daylight, 5000K, 650 Lumen, 9.5

9.5 CR4 4" Downlight, 2700K, Edison Base

9.5 CR6 6" Downlight, 2700K, Edison Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700K, GU24 Base

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Cree

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

11 BA19-08027OMF-12DE26-3U100 A19, 4Flow Soft White, 2700K, 815 
Lumen, E26

11 BA19-08050OMF-12DE26-3U100 A19, 4Flow Soft White, 5000K, 815 
Lumen, E26

12.5 DRDL6-06227009-12DE26-1C100 6" Downlight, 2700K TW, 625 Lumen, 
E26 retrofit

12.5 DRDL6-06250009-12DE26-1C100 6" Downlight, 5000K TW, 625 Lumen, 
E26 retrofit

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000K, 1600 Lumen, E26, 18W

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg 
spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg 
flood

Definity Digital
9 DFN BR30 65WE REV 120 BR30, 6500K, 720 Lumen, "Awake and 

Alert"

Duracell

6 LED110342B A19, 450 Lumen, E26, 40WE

6 LED11340B A19, 3000K, 450 Lumen, E26, 40WE

6 LED11341B A19, 450 Lumen, E26, 40WE

EcoSmart

4 ECS B11 CA W27 25WE CL E26 120 DG B11, 2700K, 200 Lumen, E26

5 ECS B11 CA W27 40WE CL 120 DG 1PK Candle, Soft White, 2700K, 325 Lumen, 
E12 base

5 ECS P15 W27 40WE FR 120 DG P15, 2700K, 300 Lumen, E26

6 ECS GP19 WW 40WE 120 A19, 3000K

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, 
E26

7.5 BPA15/CL/500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E26

7.5 BPA15C/CL500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E12

7.5 BPCFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E12

7.5 BPEFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

EcoSmart

7.5 BPGM/CL/500/LED/ESM G16.5, Soft White, 2700K, 500 Lumen, 
E26

8 ECS A19 WW 40WE 120 A19, 3000K, 450 Lumen

8 ECS 20 50WE CW FL 120 FS1 BL PAR20, 5000K, 575 Lumens, E26

8 ECS 20 50WE CW FL 120 TP PAR20, Daylight, 5000K, 575 Lumen, E26

8 ECS 20 50WE WW FL 120 TP PAR20, Bright White, 3000K, 500 Lumen, 
E26

9.5 ECO-575L 6" Downlight

9.5 ECO4-575L 4" Downlight

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN4 CW GU24 120 4" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 4" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

11 5bSA1100STQ1D01 A19, 2700K 1100Lm, E26

11 5bSA1100STQ1D03 A19, 5000K, 1150Lm, E26

11.5 ECS BR30 65WE CW 120 BR30, 5000K, Medium Base

11.5 ECS BR30 65WE W27 120 BR30, 2700K, 650 Lumen, Medium Base

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

EcoSmart

12 ECS A19 WW 60WE 120 A19, 3000K, 800 Lumen

13 ECS 30 CW FL 75WE 120 PAR30, 5000K, 810 Lumen

13 ECS 30 WW FL 75WE 120 PAR30, 3000K, 750 Lumen

14 ECS 30 75WE CW FL 120 TP PAR30, Day Light, 3000K, 900 Lumen, 
E26

14 ECS 30 75WE WW FL 120 TP PAR30, Bright White, 5000K, 800 Lumen, 
E26

15 ECS BR30 W27 FL 120 BR30, Soft White, 2700K

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000K, 1000 
Lumen, E26

18 ECS 38 WW FL 120 PAR38, Warm White, 3000K

18 ECS 38 CW FL 120 PAR38, Daylight White, 4900K

19 ECS 38 120WE CW FL 120 TP PAR38, Day Light, 5000K, 1300 Lumen, 
E26

19 ECS 38 120WE WW FL 120 TP PAR38, Bright White, 3000K, 1300 
Lumen, E26

24 ECS 38 V2 WW FL 120 PAR38, Warm White, 3000K

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

Everlight

3 SL-35A/H/P03/TP/CA/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

Feit

4.5 BPR14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.5 R14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 BPCECFC/DM/300/LED Candle, 3000K, 300 Lumen, E12 base, 
clear flame tip

4.8 BPCECFC/DM/300/LED/3 Candle, 3000K, 300 Lumen, E12 base, 
clear flame tip, 3pk

4.8 BPR14DM/LED R14, 2700K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Feit

4.8 CFCDM/300/LED Candle, 3000K, 310 Lumen, Candelabra 
Base

4.8 CFDM/300/LED Candle, 3000K, 310 Lumen

4.8 EFCDM/300/LED Candle, 3000K, 310 Lumen, Medium 
Base

4.8 LCFDM/300/LED Decorative, 3000K

4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

6.4 BPR16DM/LED R16, 2700K

6.5 MR16GU10DMLED MR16, 3000K

6.5 PAR16/DM/LED PAR16

6.5 PAR16DM5KLED PAR16, 5000K

6.5 R16DM/LED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

7.5 A19/DM/LED A19, 3000K

8 A19/DM/5K/LED A19, 5000K

8 A19/DM/GU24/LED, A19, 3000K, GU24 Base

8 A19/DM/LED/CAN A19

8 A19/DM/LED/RP/CAN A19

8 BPCEA19/DM/LED A19

8 BPCER20/DM/LED R20, 2700K, 450 Lumen, E26 Medium 
base 

8 LA19DM/5K/LED A19

8 LA19DM/GU24/LED A19

8 LA19DM/LED A19, 3000K

8 R20/927/LED R20, 2700K

8 R20/930/LED R20, 3000K

8 R20/950/LED R20, 5000K,

8 R20/DM/LED R20, 2700K, 450 Lumen (90mA ridged 
reflector version)

8 R20DM/LED/CAN R20 (90mA ridged reflector version)

8 R20DM/LEDG2/CAN R20, 2700K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Feit

9.3 LEDR4/827 Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/3K/CAN Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830 Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830/CAN Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850 Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850/CAN Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 PAR20/5K/LEDG5 PAR20, 5000K

9.5 PAR20/5K/LEDG5/CAN PAR20, 5000K

9.5 PAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.7 CELEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

9.7 LEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

10 BPAG800/5K/LED A19, 5000K

10 BPAG800/LED A19, 3000K, 800 Lumen

13 BPAG1100DM5KLED A19

13 BPCEBR30/DM/LED BR30, 2700K

13 BPCEBR30LED BR30

13 BR20DM/LED/CAN BR20

13 BR30/DM/LED BR30, 2700K

13.5 A19/OM800/5K/LED A19, 5000K, Omni Directional

13.5 A19/OM800/LED A19, 3000K, Omni Directional

13.5 BPCEA19/OM800/LED A19, Omni Directional

13.5 BPCEA19/OM800/LED/CAN A19, Omni Directional

14 LA19/OM800/LED A19

15 BPCEPAR30/LEDG5 PAR30

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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Brand Wattage Model Description

Feit

15 PAR30L/5K/LEDG5 PAR30, 5000K

15 PAR30L/5K/LEDG5/CAN PAR30, 5000K

15 PAR30L/LEDG5 PAR30

15 PAR30L/LEDG5/CAN PAR30

16 BPCER40/927/G2 R40, 1000 Lumen, E26

16 BR40/LED R40, 1000 Lumen, E26

16 BR40/LED/3212 R40, 1000 Lumen, E26

16 BR40DM/927/G2 R40, 1000 Lumen, E26

16.5 LEDR6/3K 3000K, Medium Base, 6" Recessed

16.8 LEDR56/3K 5" or 6" Downlight, 3000K, 840 Lumen

17 BPCEBR40/LED BR40, 2700K, 1065 Lumen

17 BR40/DM/LED BR40, 2700K, 1065 Lumen

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

22 A/OM1600R/27K/LED A21, 2700K, 1600 Lumen

22 A/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

22 A/OM1600R/LED A21, Warm White, 3000K, 1600 Lumen

LEDR4/3K

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700K

7 LED7DP20S830/20 PAR20, 3000K, Flood, Silver Base

8 LED8DA19/827 A19, 2700K, 450 Lumen, E26

10 LED10DP3LS830/20 PAR30, 3000K, Long Neck, Silver Base

11 LED11DA19RVL/TP A19, 2700K, 570 Lumen

11 LED11DA19V2 A19, 2700K, 800 Lumen

12 94219 PAR30S, E26

12 LED12DP38930/15 PAR38, 3000K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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Brand Wattage Model Description

GE

12 LED12DR303RVLES BR30, 2700K, 650 Lumen, CRI 90,  
"color enhanced"

12 LED12DR30RVL/BK BR30, Reveal

12 LED12DR30RVL/CDN BR30, Reveal

12 LED12DR30RVL/TP BR30, Reveal 2850K, 630 Lumen

12 LED12RS4RVLE26PB (95390) Downlight, 2700K, 630 Lumen, E26

12 LED12RS4RVLGUPB (95391) Downlight, 2700K, 630 Lumen, GU24

12 LED12RS6RVL326PB (95392) Downlight, 2700K, 630 Lumen, E26

12 LED12RS6RVLE26ES Downlight, 2700K, 650 Lumen, E26

12 LED12RS6RVLGUPB (95393) Downlight, 2700K, 630 Lumen, GU24

13 LED13DBR40/830 BR40, 3000K

18 LED18D38927/25 (94198) PAR 38, 2700K, Narrow Flood

18 LED18D38830/25 (94549) PAR 38, 3000K, Narrow Flood

18 LED18D38927/15 (94901) PAR 38, 2700K, Spot

18 LED18D38927/40 (94902) PAR 38, 2700K, Flood

18 LED18D38930/15 (94903) PAR 38, 3000K, Spot

18 LED18D38930/25 (94904) PAR 38, 3000K, Narrow Flood

18 LED18D38930/40 (94905) PAR 38, 3000K, Flood

18 LED18D38827/15 (94906) PAR 38, 2700K, Spot

18 LED18D38827/25 (94907) PAR 38, 2700K, Narrow Flood

18 LED18D38827/40 (94908) PAR 38, 2700K, Flood

18 LED18D38830/15 (94909) PAR 38, 3000K, Spot

18 LED18D38830/40 (94910) PAR 38, 3000K, Flood

18 LED18D38W827/15 PAR38, 2700K, E26, 15° Beam

18 LED18D38W827/25 PAR38, 2700K, E26, 25° Beam

18 LED18D38W827/40 PAR38, 2700K, E26, 40° Beam

18 LED18D38W830/15 PAR38, 3000K, 1400 Lumen, E26, 15° 
Beam

18 LED18D38W830/25 PAR38, 3000K, 1400 Lumen, E26, 25° 
Beam

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

GE

18 LED18D38W830/40 PAR38, 3000K, 1400 Lumen, E26, 40° 
Beam

18 LED18D38W927/15 PAR38, 2700K, 1100 Lumen, E26, 15° 
Beam

18 LED18D38W927/25 PAR38, 2700K, 1100 Lumen, E26, 25° 
Beam

18 LED18D38W927/40 PAR38, 2700K, 1100 Lumen, E26, 40° 
Beam

18 LED18D38W930/15 PAR38, 3000K, 1200 Lumen, E26, 15° 
Beam

18 LED18D38W930/25 PAR38, 3000K, 1200 Lumen, E26, 25° 
Beam

18 LED18D38W930/40 PAR38, 3000K, 1200 Lumen, E26, 40° 
Beam

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

17 17PAR38G4DIM/927FL40 PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/B PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/GU24 PAR38, 2700K, 1150 Lumen, GU24

17 17PAR38G4DIM/930FL40 PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/B PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/GU24 PAR38, 3000K, 1150 Lumen, GU24

17 17PAR38G4DIM/940FL40 PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/B PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/GU24 PAR38, 4000K, 1150 Lumen, GU24

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Halco

18 BR40FL18/830/LED BR40, 3000K

20 PAR38SP20/830/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38FL20/827/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38FL20/840/LED PAR38, 4000K, 1250 Lumen Flood

20 PAR38FL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38NFL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38NFL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38NFL20/840/LED PAR38, 4000K Flood

20 PAR38NFL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38SP20/827/LED PAR38, 2700K, 1150 Lumen Spot

20 PAR38FL20/830/LED PAR38, 3000K, 1200 Lumen Spot

20 PAR38SP20/840/LED PAR38, 4000K Spot

20 PAR38SP20/850/LED PAR38, 5000K, 1300 Lumen Spot

Halo
12.2 SLD606830WHA Downlight 3000K 760 Lumens 12.2

12.5 SLD405830 Downlight 3000K 650 Lumens 12.5

Lighting Science

11.5 DFN BR30 65WE CW 120 BR30

11.5 DFN BR30 65WE NW 120 BR30

11.5 DFN BR30 65WE W27 120 BR30

11.5 DFN BR30 65WE WW 120 BR30

13 LS GLP6 W27 120 WH S1 BX 6" Downlight, 2700K, E26 retrofit

Lighting Science Group
13 DFN 30SN W27 FL 120 PAR 30, Short Neck, 2700K

14.5 GLP6 W27 120 WH TP 2700K

Liteline

6 G4-GU10LED6W-30K PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-30K-ES PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-40K PAR16, 4000K, 380 Lumen, GU10

6 G4-P16LED6W-27KFL-ES PAR16, 2700K, 380 Lumen, E26

6 G4-P16LED6W30KFLBUES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KFL-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KSP-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-40KFL PAR16, 4000K, 380 Lumen, E26
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Liteline

6 G4-P16LED6W-40KSP-ES PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-50K PAR16, 5000K, 380 Lumen, E26

10 G4-P30LLED10W-27KFES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-27KSES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-30KFES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-30KSES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-40KFES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-40KSES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-50KFES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30LLED10W-50KSES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30SLED10W-27KFES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-27KSES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-30KFES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-30KSES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-40KFES PAR30S, 4000K, 820 Lumen, E26

10 G4-P30SLED10W-40KSES PAR30S, 4000K, 820 Lumen, E26

Litetronics

5 LD05516FR2D A15, 2700K

5 LD05516FR4D A15, 3000K

7 LD07536FR4D G25, 3000K, Medium Base

8 LP08547FL2D BR20, 2700K, Medium Base

8 LP08547FL4D BR20, 3000K, Medium Base

8 LP08547FL6D BR20, 4100K, Medium Base

10 LD10536FR2D G25, 2700K, Medium Base

10 LD10536FR4D G25, 3000K, Medium Base

10 LD10536FR7D G25, 5000K, Medium Base

14 LP14550FL2D BR30, 2700K, 925 Lumen

14 LP14550FL4D BR30, 3000K, 925 Lumen

14 LP14550FL6D BR30, 4000K, 925 Lumen

20 LP20552FL2D BR40, 2700K, Flood

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Lithonia

7.5 LK3BMWLED 3" Downlight

9 LK4BMWLED 4" Downlight

12 REAL6 D6MW ESL 6" LED Module

13 LK5BMWLED 5" Downlight

Osram

6 OSRAM 6W LED A19 270 A19, 2700K, 450 Lumen, E26, 40WE

6 OSRAM 6W LED A19 500 A19, 5000K, 450 Lumen, E26, 40WE

13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

Philips

4.5 454462 A19, Soft White, 2700K, 330 Lumen, E26 
base

4.5 454470 G25, Soft White, 2700K, 330 Lumen, E26

4.5 7 Candle, Warm White, 2700K, 320 Lumen, 
E26 base, Post Light

4.5 9290002797 Candle, 2700K, 330 Lumen, E26, blunt 
tip

4.5 9290002889 Candle, 2700K, 330 Lumen, E12, blunt 
tip

4.5 9290002890 A15, 2700K, 330 Lumen, E12

4.5 9290002891 A15, 2700K, 330 Lumen, E26

6 9290002242 MR16, 3000K, 300 Lumen, GU10 Base

6 9290002242 MR16, 300 Lumen, 3000K, GU10 base

6 451872 GU10, MR16, 300 Lumens, 3000 K

6 9290002443 E26, PAR16, 300 Lumens, 3000 K

6 451864 PAR16, 300 Lumens, 3000 K

6 BC6PAR16/AMB/3000 DIM 120V GU10, PAR16, 300 Lumens, 3000 K

6.5 9290011347 (455741) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455766) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455774) A19, Warm Glow, 450 Lumen

7 9290002706 A19 SlimStyle, Daylight, 5000K, 450 
Lumen, E26

8 457085 R30, 5000K, 650 Lumen, E26

8 457093 R30, 5000K, 650 Lumen, E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Philips

8 457101 R30, 5000K, 650 Lumen, E26

8 9290002192 R20, 2700K, 530 Lumen, Medium base

8 9290002295 A19, 5000K

8 9290002329 PAR20

8 9290002330 PAR20

8 9290002331 PAR20

8 9290002332 PAR20

8 9290002333 PAR20

8 9290002334 PAR20

8 9290002335 PAR20

8.5 9290002543 BR30, 5000K, 730 Lumen, 8.5

8.5 9290011116 BR30, 5000K, 730 Lumen, E26

9 457002 R40, 2700K, 650 Lumen, E26

9 457010 R40, 2700K, 650 Lumen, E26

9 457028 R40, 2700K, 650 Lumen, E26

9 457036 R30, 2700K, 650 Lumen, E26, Warm 
Glow, 4 pack

9 457044 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457051 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457069 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457077 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 9290011558 R40, 2700K, 650 Lumen, E26

9 929001155503 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 9290011346 (455873) A19, Daylight, 5000K, 800 Lumen, E26

9.5 9290011117 BR30, 2700K, 730 Lumen,  
WarmGlow to 2200K (Nov 2014 or later)

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Philips

9.5 9290011118 BR30, E26, 650 Lumens, 2700 K

9.5 9290011118 (452359) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452383) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452391) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452417) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452441) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452466) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452482) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011345 (455816) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455824) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455832) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455840) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455857) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455865) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455931) A19, Soft White, 2200-2700K, 800 
Lumen, E26

10.5 9290002544 BR30, 2700K, 730 Lumen

10.5 9290002707 A19 SlimStyle, Soft White, 2700K, 800 
Lumen, 3pk

10.5 9290002709 A19 Slim Style, Daylight, 5000K, 800 
Lumen, E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Philips

11 9290002268 A19, 2700K, 908 Lumen

11 9290002296 A19, 5000K, 830 Lumen

12 9290002580 (431392) BR40, 2700K, 800 Lumen

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

13 9290002523 13PAR38/F25 3000 DIM AF 
RO

PAR38, 3000K, 950 Lumen

13 9290011320 (454736) PAR38, 2700K, 900 Lumen, E26

13 9290011321 (454744) PAR38, 2700K, 900 Lumen, E26

13 9290011322 (454751) PAR38, 2700K, 900 Lumen, E26

14.5 9290002199 BR40, 2700K, 832 Lumen

15 9290002426 A21, 2700K, 1180 Lumen

15 9290002595 A21, Soft White, 2700K, 1180 Lumen, 
E26

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

16 EL/A R30 Dim 16W CFL, R30

17 9290002018 A21, 2700K

17 17E26A21D A21, 2700K

18 18E26PAR38-E2 PAR38

18 9290002202 PAR38, 3000K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Philips

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

19 9290002472 PAR38, 5000K, 1190 Lumen

19 9290002473 PAR38, 3000K, 1250 Lumen

19 9290002577 (431395) PAR38, 1300 Lumen, 25deg flood

19 9290002578 (431403) PAR38, 1300 Lumen, 35deg flood

19 9290002596 (451906)A E26, 1620 Lumens, 2700 K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700 K

19 432211 E26, A21, 1680 Lumens, 2700 K

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700 K

19.5 9290002251 PAR38

19.5 9290002252 PAR38, 2700K, 1183 Lumen

19.5 9290002253 PAR38, 3000K, 1212 Lumen

19.5 9290002291 PAR38

19.5 9290002312 PAR38

19.5 9290002313 PAR38

19.5 9290002314 PAR38

19.5 9290002315 PAR38

19.5 9290002316 PAR38

19.5 9290002317 PAR38

19.5 9290002321 PAR38

19.5 9290002322 PAR38

20 BC-EL/A R40 DIM 20W 4/I R40, Soft White, 2700K, 900 Lumen, E26

20 EL/A R40 Dim 20W R40

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000K, Downlight

Philips Lightolier 13 1076HL30K Downlight, 3000K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Pixi Lighting 27 FLT12R27MD1622 2700K, Flat Light Luminaire

Satco

4.8 80-900 2700K, Linear LED Module

7 S8921 PAR20, 2700K, Medium Base

7 S8922 PAR20, 3500K, Medium Base

7 S8923 PAR20, 6000K, Medium Base

10 S8991 3000K, Medium Base

10.5 S9037 A19, 2700K

10.5 S9038 A19, 3500K

10.5 S9039 A19, 5000K

11 S9084 PAR 30, 3000K

11 S9085 PAR 30, 4000K

11 S9086 PAR 30, 3000K

11 S9087 PAR 30, 4000K

11 S9088 PAR 30, 3000K

11 S9089 PAR 30, 4000K

11 S9090 PAR 30, 3000K

11 S9091 PAR 30, 4000K

13.5 S8848 2700K, Downlight

17 S8977-S8979 PAR38

17 S8984-S8986 PAR38

17 S9060 PAR38

17 S9092 PAR 38, 3000K

17 S9093 PAR 38, 4000K

17 S9094 PAR 38, 3000K

17 S9095 PAR 38, 4000K

Solais Lighting

7 LRP20/25/27K PAR 20, 2700K

7 LRP20/25/30K PAR 20, 3000K

7 LRP20/40/27K PAR 20, 2700K

7 LRP20/40/30K PAR 20, 3000K

11 LR20/25/27K/675 PAR 20, 2700K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Solais Lighting

11 LR20/25/27K/675/xx PAR20, 2700K,  675 Lumen, E26,  
narrow flood

11 LR20/25/30K/750 PAR 20, 3000K

11 LR20/40/27K/675 PAR 20, 2700K

11 LR20/40/27K/675/xx PAR20, 2700K, 675 Lumen, E26,  
wide flood

11 LR20/40/30K/750 PAR 20, 3000K

11 LR20/40/30K/750/xx PAR20, 3000K,  750 Lumen, E26,  
wide flood

16 LRP38/25/27K PAR 38, 2700K

16 LRP38/25/30K PAR 38, 3000K

16 LRP38/40/27K PAR 38, 2700K

16 LRP38/40/30K PAR 38, 3000K

16 LR30/10/27K/1100 PAR 30, 2700K

16 LR30/10/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1125 PAR 30, 3000K

16 LR30/10/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1200 PAR 30, 3000K

16 LR30/10/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 10° Beam

16 LR30/15/27K/1100 PAR 30, 2700K

16 LR30/15/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1200 PAR 30, 3000K

16 LR30/15/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 15° Beam

16 LR30/25/27K/1100 PAR 30, 2700K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Solais Lighting

16 LR30/25/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1125 PAR 30, 3000K

16 LR30/25/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1200 PAR 30, 3000K

16 LR30/25/30K/1200/WH PAR30, 3000K, 1200 Lumen, E26, short 
neck, 25° Beam

16 LR30/40/27K/1100 PAR 30, 2700K

16 LR30/40/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1125 PAR 30, 3000K

16 LR30/40/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1200 PAR 30, 3000K

16 LR30/40/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 40° Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450 PAR 38, 3000K

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000 PAR 38, 2700K

28 LR38/15/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/15/30K/2100 PAR 38, 3000K

28 LR38/15/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Solais Lighting

28 LR38/25/27K/2000 PAR 38, 2700K

28 LR38/25/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/25/30K/2100 PAR 38, 3000K

28 LR38/25/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/40/27K/2000 PAR 38, 2700K

28 LR38/40/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/40/30K/2100 PAR 38, 3000K

28 LR38/40/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

Soraa 12 MR16-AB1-A1-830-12T-14-S1 MR16

Standard Products Inc
5 LED/B10/5/27K/120V/30M/D/E12/STD E12, 2700K

8 LED/OMNI/8/27K/25M/D/STD E26, 2700K

Sunlite USA
8 7R20/DM/LED/2700K R20, 2700K

11 40506 11PAR30/DM/LED/2700K PAR30, 2700K

Switch 10 A260FUS27B1 A19, 2700K, 800 Lumen

Sylvania

5 73780 (LED5R20DIM827G2) R20, 2700K, 325 Lumen, E26

5 73781 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

5 73801 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

5.5 LED5.5PAR16/830/FL30 PAR16, 3000K

6 79643 A19, Soft White, 2700K, 450 Lumen, 
E26, clear

6.5 79162 A19, 5000K, 450 Lumen, E26

6.5 79163 A19, 2700K, 450 Lumen, E26

7 72562 G25

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

7 78418 G25, 3000K

7 78419 G25, 2700K

7 78551 PAR16, 6500K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Sylvania

7 78559 G25, 3000K

7 78964 PAR16

7 78965 PAR16

7 78966 PAR16

7 78967 PAR16

7 78968 PAR16

7 78969 PAR16

7 79174 (LED7R20DIMHO827G4RP) R20, 2700K, 525 Lumen, E26

7 LED7A19/DIM/0/SE/830 (78214) A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

7 LED7A19/DIM/0/SE/830/RP (78213) A19, 3000K to 2000K, 450 Lumen, E26, 
Sunset Effect

7 LED7PAR16/DIM/830/FL36 PAR16, 3000K, 350 Lumen, E26 base, 
Flood

7 LED7PAR16/DIM/GU10/830/FL36 PAR16, 3000K, 350 Lumen, GU10 base, 
Flood

8 70419-6 4" Downlight, 600 Lumen, retrofit kit

8 70459-3 4" Downlight, 600 Lumen, retrofit kit

8 70643-3 4" Downlight, 600 Lumen, retrofit kit

8 73193-1 4" Downlight, 600 Lumen, retrofit kit

8 LED8A15/DIM/827 A15, 2700K, 450 Lumen, Medium Base

8 LED8A15/DIM/827/HVP/DIS

8 LED8A15C/DIM/827 A15, 2700K, 450 Lumen, Candelabra 
Base

8 LED8A15D/DIM/827

8 LED8A19DIMO827G2

8 LED8A19DIMO827G2 (72635) A19, 2700K

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR16/DIM/930/FL36/P/LW PAR16, Soft White, 390 Lumen



124
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Sylvania

8 LED8PAR16/GU10/DIM/930/FL36/RP PAR16, GU10, Soft White, 390 Lumen

8 LED8PAR20/DIM/827/FL36 PAR20, 2700K, FL

8 LED8PAR20/DIM/827/FL40/G3 PAR20, 2700K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/827/FL40/G3/RP PAR20, 2700K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/827/NFL25/G3 PAR20, 2700K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8PAR20/DIM/827/NFL25/G3/RP PAR20, 2700K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8PAR20/DIM/830/FL40/G3 PAR20, 3000K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/830/FL40/G3/RP PAR20, 3000K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/830/NFL25/G3 PAR20, 3000K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8PAR20/DIM/830/NFL25/G3/RP PAR20, 3000K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8PAR20/DIM/850/FL40/G3 PAR20, 5000K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/850/FL40/G3/RP PAR20, 5000K, 525 Lumen, E26, 50WE, 
flood

8 LED8PAR20/DIM/850/NFL25/G3 PAR20, 5000K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8PAR20/DIM/850/NFL25/G3/RP PAR20, 5000K, 525 Lumen, E26, 50WE, 
narrow flood

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen

9 70387-2 LED/RT4/G/600/827 R20, 600 Lumens, 2700 K

9 70395-2 LED/RT4/G/600/830 R20, 600 Lumens, 3000 K

9 LED/RT4/600/827 4" Downlight, 2700K, 600 Lumen, Retro-
fit

9 LED/RT4/G/600/827 2700K, 600 Lumen
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Brand Wattage Model Description

Sylvania

9 LED/RT4/G/600/830 3000K, 600 Lumen

9 LED9BR30/DIM/827/G2 BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RP BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RP2 BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RPDIS BR30, 650 Lumen, E26

10 71707-3 5/6" Downlight, 3000K, 700 Lumen, E26

10 73157-0 5/6" Downlight, 4100K, 700 Lumen, E26

10 73157-1 5/6" Downlight, 4100K, 700 Lumen, E26

10 73159-0 5/6" Downlight, 5000K, 700 Lumen, E26

10 73159-1 5/6" Downlight, 5000K, 700 Lumen, E26

10 73194 (LED/RT6/700/827/1PK) 6" Downlight, 2700K, 700 Lumen, E26, 
Retro-fit

10 73194-0 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394 (LEDRT56700827FL80) 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73395-1 5/6" Downlight, 3000K, 700 Lumen, E26

10 73398-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73999 (LED/RT5/6/700/830/SE) 5/6" Downlight, 3000K, 700 Lumen, E26

10 79147 LED10A19/DIM/CL/O/827/BL E26, A19, 800 Lumens, 2700 K

10 79145 LED10A19/DIM/O/850/G4/BL E26, A19, 800 Lumens, 5000 K

10 79143 LED10A19/DIM/O/827/G4/BL E26, A19, 800 Lumens, 2700 K

10 79144 LED10A19/DIM/O/850/G4 E26, A19, 800 Lumens, 5000 K

10 79146 LED10A19/DIM/CL/O/827 E26, A19, 800 Lumens, 2700 K

10 79142 LED10A19/DIM/O/827/G4 E26, A19, 800 Lumens, 2700 K

10 LED10PARS20/DIM//P/930/FL30 PAR20, 9300K

10 LED11PAR30LN/DIM/830/FL30 PAR30, 3000K, 700 Lumen, E26, flood

10 LED11PAR30LN/DIM/830/FL30 (78786) PAR 30, 3000K, Flood

10 LED11PAR30LN/DIM/830/FL30/RP PAR30, 3000K, 700 Lumen, E26, flood

10 LED/600/RT4/830/FL80/RP Recessed lighting kit, 3000K, 600 Lumen

10 LED/RT4/600/827/FL80 Recessed lighting kit, 2700K, 600 Lumen

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.



126
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Brand Wattage Model Description

Sylvania

10.5 79644 LED10A19/DIM/CL/O/827/RP A19, E26, 800 Lumens, 2700 K

10.5 79644 LED10A19/DIM/CL/O/827/G3/BL E26, A19, 800 Lumens 

10.5 LED10A19/DIM/CL/O/827 (79146) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/BL (79147) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4 (79142) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/G4/BL (79143) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/827/RP (79644) A19, 2700K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4 (79144) A19, 5000K, 800 Lumen, E26, 60WE

10.5 LED10A19/DIM/CL/O/850/G4/BL (79145) A19, 5000K, 800 Lumen, E26, 60WE

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

12 72578 (LEDRT56700927FL80CEC) 5/6" Downlight, 2700K, 900 Lumen, 
GU24

12 72579-0 5/6" Downlight, 3000K, 900 Lumen, 
GU24

12 72593-0 5/6" Downlight, 4000K, 900 Lumen, 
GU24

12 LED12A19/DIM/0/827/G2

12 LED12A19DIMO827G2 (72637) A19, 2700K

12 LED12A19/DIM/0/827/RP

12 LED12A19/DIM/0/850/RP

12 LED12BR30/DIM/HO/827 BR30, 2700K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700K, Medium base

12 LED12BR30/DIM/SE/830/RP BR30, Soft White, 2700K to 2000K,  
850 Lumen

12 LED12BR40/DIM/SE/830 (72889) BR40, 3000K

13 71911 Retrofit Downlight, Warm White, 3000K, 
900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73675-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.



127

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

13 73676-0 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

13 LEDLD900830FL120 4/5/6" Downlight, 3000K, 900 Lumens, 
E26

14 LED14PAR38/DIM/830/FL40/W/RP PAR38, 3000K, 1050 Lumen, E26, Flood, 
90WE

14 LED14PAR38/DIM/850/FL40/W/RP PAR38, 5000K, 1050 Lumen, E26, Flood, 
90WE

14 LED14PAR38/DIM/830/FL40/W PAR38, 3000K, 1050 Lumen, E26, Flood, 
90WE

15 79175 BR40, 1100 Lumen

15 79176 BR40, 1100 Lumen

15 79177 BR40, 1100 Lumen

15 LED15BR30/DIM/827 R30, 2700K

16 LED16BR40DIMHO827 BR40, 2700K, 1100Lumen

16 LED16PAR38/DIM/830/FL40 PAR38, 3000K

16 LED/RT5/6/1200/830 3000K, 1200 Lumen

16 LED/RT56/1200/827 2700K, 1200 Lumen

16 LEDRT561200830RP 3000K, 1200 Lumen

16 LEDRT561200840 4000K, 1200 Lumen

17 LED17PAR38/PRO/935/WSP15/P3 E26, PAR38, 1075 Lumens, 3500 K

17 78451 LED17PAR38/PRO/830/WSP15/P3 PAR38, 1275 Lumens, 3000 K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78455 LED17PAR38/PRO/827/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700 K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78459 LED17PAR38/PRO/840/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78463 LED17PAR38/PRO/930/WSP15/P3 PAR38, 1275 Lumens, 3000 K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.



128

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78467 LED17PAR38/PRO/927/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700 K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78471 LED17PAR38/PRO/940/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78477 LED17PAR38/PRO/835/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 78481 LED17PAR38/PRO/935/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 LED17PAR38/PRO/827/FL40/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/NFL15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/830/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/835/FL40/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/NFL25/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/WSP15/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/840/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/WSP15/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/927/NFL25/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/927/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/930/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/NFL25/P3 PAR38, 3000K, E26

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Sylvania

17 LED17PAR38/PRO/930/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/940/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/WSP15/P3 PAR38, 4000K, E26

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700K, 860 Lumen

18 LED18PAR38LN/DIM/827/FL40 PAR38, 2700K, FL

18 LED18PAR38LN/DIM/830/FL40 PAR38, 3000K, FL

18 LED18PAR38LN/DIM/830/NFL25 PAR38, 3000K, FL

19 73466 LED/RT5/6/G/900/830/FL80/RP E26, Downlight

19 LED/RT5/6/G/900/827/FL80/RP 3000K, 900 Lumen

19 LED/RT5/6/G/900/830 3000K, 900 Lumen

19 LED/RT5/6/G/900/830/FL80/RP 3000K, 900 Lumen

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

20 LED20PAR38DIM830FL40 PAR38, 3000K, 1300 Lumen

21 LED21PAR38/DIM/P/930/FL30 PAR38, 3000K, FL

21 LED21/PAR38/DIM/P/930/FL30/HVP PAR38, Warm White, 3000K, 1100 
Lumen, E26, 21W

TCP

5 LED5E12B1127K Candle, 2700K, 300 Lumen, E12

10 LED10A19DOD30K A19, 3000K

10 LED10BR30D30K BR30, 3000K

12 LED12BR30D41K BR30, 4100K

12 LED12E26P30S27KNFL PAR30, 2700K

12 LED12E26P30SN PAR30

14 LED14P38D30KFL PAR 38, 3000K

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

17 LED17P38D41KFLUS PAR 38, 4100K

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Toshiba

3.8 4B11/22CC-MUP 2200K, Candelabra

3.8 4B11/22CC-UP 2200K, Candelabra

3.8 4B11/22CF-MUP 2200K, Candelabra

3.8 4B11/22CF-UP 2200K, Candelabra

3.8 4B11/27CC-MUP 2700K, Candelabra

3.8 4B11/27CC-UP 2700K, Candelabra

3.8 4B11/27CF-MUP 2700K, Candelabra

3.8 4B11/27CF-UP 2700K, Candelabra

11 11BR30/27J-T BR30, 2700K

11 11BR30/40K-T BR30, 4000K

12.5 LDRB1340ME6USD PAR30, 4000K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000K, 1050 Lumen

16 LDRB1640ME6USD2 PAR38, 4000K

Ushio America

3 1003858 E12 Candelabra, 2700K

3 1003859 E26, 2700K

3 1003863 E26, 2700K

Utilitech

1.5-4.5 LA1517C24027K_

1.5-4.5 LA1517F24027K_

1.5-4.5 LA15C24018K_

1.5-4.5 LA15C24027K_

1.5-4.5 LA15F24027K_

1.5-4.5 LA17C24027K_

1.5-4.5 LA17F24027K_

1.5-4.5 LCA12C18027K1

1.5-4.5 LCA12C20018K_

1.5-4.5 LCA12C20027K_

1.5-4.5 LCA12F20027K_

1.5-4.5 LCA26C24027K_

1.5-4.5 LCA26F24027K_

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Utilitech

1.5-4.5 LCB12C20018K_

1.5-4.5 LCB12C20027K_

1.5-4.5 LCB12F20027K_

1.5-4.5 LCB26C20027K_

1.5-4.5 LCB26F20027K_

1.5-4.5 LG16512C20018K_

1.5-4.5 LG16512C20027K_

1.5-4.5 LG16512F20027K_

1.5-4.5 LG16526C24018K_

1.5-4.5 LG16526C24027K_

1.5-4.5 LG16526F24027K_

1.5-4.5 LG25C24018K_

1.5-4.5 LG25C24027K_

1.5-4.5 LG25F24027K_

1.5-4.5 LS14B100K_

1.5-4.5 LS14C10018K_

1.5-4.5 LS14C10024K_

1.5-4.5 LS14G100K_

1.5-4.5 LS14R100K_

1.5-4.5 LS14Y100K_

LA15DMCCL300LED/BULK

LCFFDM/300/LED BULK

LG1612DMIF300/LED

3 LG161/2DM/IF/LED G16.5, Warm White, 3000K, 200 Lumen, 
E12 base, frosted

3 LG161/2DM/IF/300/LED Candelabra, 3000K

4.5 LR14DMLED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8  LA15DMCIF300LED A15, Warm White, 3000K, 300 Lumen, 
E12, frosted

LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Utilitech

4.8 LA15DM/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, clear

4.8 LA15DM/CL/300/LED/2 A15, Warm White, 3000K, 300 Lumen, 
E26, clear, 2pk

4.8 LA15DM/IF/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, frosted

4.8 LA15DMC/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E12 base, clear

4.8 LA15DMCCL300LED2 A15, Warm White, 3000K, 300 Lumen, 
E12, clear, 2pk

4.8 LCFCDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip

4.8 LCFCDM300LED2 Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip, 2pk

4.8 LEFCDM/300/LED Candle, 3000K, 310 Lumen, E26, Flame 
tip, clear

4.8 LEFCDM/300/LED/2 Candle Warm White 3000K 300L E26  
2-Pack

4.8 LG161/2DM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, clear

4.8 LG161/2DM/IF/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, frosted

4.8 LGMDM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E26, clear

6.5 BPR16DMLED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

6.5 LR16DMLED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

7.5 LA19DM/GU24/LED A19, 3000K, GU24

7.5 LA19DM/LED A19, 3000K, 450 Lumen, E26

7.5 LA19DMCLLED A19, 3000K, 500 Lumen, E26

7.5 R20/DM/5K/LED R20, 450 Lumen, E26

8 BPCER20/927/LED R20, 450 Lumen, E26
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Utilitech

8 LA19DM/5K/LED A19, 5000K

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 LR20DM/LED R20, 2700K, 450 Lumen (90mA ridged 
reflector version)

8 LR20DMLEDG2 R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 R20/DM/LEDG2 R20, 450 Lumen, E26

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

9 LR20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9 R20HO/LED/G2 R20, Soft White, 650 Lumen, E26, flood

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

9.5 LPAR20/5K/LEDG5 PAR20, 5000K, 500 Lumen

9.5 LPAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 LPAR20DM/SP/LED PAR20, 3000K, 465 Lumen, Spot

9.8 LA19DM/800/LED/G2 A19, 3000K, 800 Lumen

10 DLS15-06A27D1E-WH-F2 Downlight, 2700K, 1200Lm, E26

10 LA19DM/800/5K/LEDG2 A19, 5000K

10 LA19DM/800/LEDG2 A19, 3000K, 800 Lumen

11 DLS02-41127D1E-WF1 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Utilitech

11.5 MQTL1017-LED11.5K827 5"/6" Downlight, 2700K, 700 Lumen

11.5 MQTL1017-LED11.5K850 Downlight, 5000K, 800 Lumen, E26 
retrofit kit

13 BPCEAG1100/827/LED 2700K, 1100 Lumen, E26

13 BPCEAG1100/LED 2700K, 1100 Lumen, E26

13 LBR30/DM/LED BR30, 2700K

13 LBR30DM/LEDG2 BR30

13.5 LA19/OM800/LED A19, 3000K, 800 Lumen, Omni 
Directional

15 LPAR30L/5K/LEDG5 PAR30, 5000K, 800 Lumen, long neck 
flood

15 LPAR30L/LEDG5 PAR30, 3000K, 790 Lumen, long neck 
flood

15 LPAR30LDM/SP/LED PAR30, 3000K, 790 Lumen, long neck, 
spot

15 LPAR30S/LEDG5 PAR30, 3000K, 750 Lumen, short neck 
flood

16 LBR40DMLEDG2 BR40, 2700K, 1065 Lumen

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK

17 BPCEBR40/DM/LED BR40

17 LBR40DM/LED BR40, 2700K, 1065 Lumen

17.5 YGA08A35-17.5-827 BR40, 2700K, 1100 Lumen

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LBR40HO/LED/G2 BR40, Soft White, 1400 Lumen

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000K, 1000 Lumen, Spot

22 LA/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

22 LA/OM1600R/LED A21, Warm White, 3000K, 1600 Lumen

23 LPAR38/1400/5K/LEDG5 PAR38, 5000K, 1400 Lumen

23 LPAR38/1400/LEDG5 PAR38, 3000K, 1400 Lumen
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LED bulbs

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.

Brand Wattage Model Description

Westinghouse

6 33098 A19, 3000K, 470 Lumen

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

7 33050 R20, 2700K, 550 Lumen, flood

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

Zenaro

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

3 SL-35A/X1/P03/X3X4/X5X6/X7X8X9/TD/
X11X12/X13X14X15/X16X17

7.5 RM-A60-E40-08-LAC-TD-ZN-UL

7.5 RM-A60-E65-08-LAC-TD-ZN-UL

7.5 RSL60T-8W-2700K-TD-OM

12 RM-A60-E27-12-LAC-TD-ZN-UL

12 RM-A60-E40-12-LAC-TD-ZN-UL

12 RM-A60-E65-12-LAC-TD-ZN-UL

12 RSL60T-12W-2700K-TD-OM

12 SL-60B/C/P12/OM/E27/TD/26/LAC/US/
ZN

12 SL-60B/X1/P12/X3X4/X5/TD/X7X8/LAC/
X10X11/X12X13(Z)
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* CFLs typically require a warmup period before their full dimming range is achieved.

Brand Wattage Model Description

TCP
14 TCP 4R2014TD50K R20, TrueDim, 5000K

16 TCP 41316TD30K A21, TrueDim, 3000K

CFL bulbs*

Bulbs for GRAFIK Eye® QS Main Unit and Wallbox Power Module
Models: QSGRJ
 HQRJ-WPM-6D-120
 LQRJ-WPM-6P

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may 
vary depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron 
test results.
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Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D E26, A19, 800 Lumens, Warm White

12 LED12A19/O/27K/D A19, 2700K, Medium Base

12 LED12A19/O/30K/D A19, 3000K, Medium Base

12 LED12A19GU24/27K/D A19, 2700K, GU24 Base

12 LED12A19GU24/30K/D A19, 3000K, GU24 Base

14 LED14BR30/27K/D BR30, 2700K

14 LED14BR30/30K/D BR30, 3000K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000K

14 LED14PAR30NF/L/30K/D PAR30, 3000K

14 LED14PAR30NF/L/40K/D PAR30, 4000K

14 LED14PAR30WFL/L/30K/D PAR30, 3000K

14 LED14PAR30WFL/L/40K/D PAR30, 4000K

15 LED15PAR30NF/830/D E26, PAR30, 800 Lumens, Soft White

15 LED15PAR30WFL/830/D PAR30, E26, 800 Lumens, 3000K, 
Soft White

15 LED15PAR30FL/830/D PAR30, E26, 800 Lumens, 3000K, 
Soft White

Commercial Electric

12.5 CE-JB4-600L-27K (T47) 4" Downlight, 600 Lumen, Soft White, 
2700K

12.5 CE-JB6-650L-27K (T67) 6" Downlight, 650 Lumen, Soft White, 
2700K

14.5 CED6 WW 120 WH 6" Downlight, White

Cooper

9.4 RL560WH-R Downlight, 600 Lumen, Warm White, 
3000K

12.5 SLD405927H Halo 4" Surface Downlight, 2700K

12.5 SLD405927HJB Halo 4" Surface Downlight, 2700K

12.5 SLD405930WH Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHJB Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHR Halo 4" Surface Downlight, 3000K

12.5 SLD606827H Halo 6" Surface Downlight, 2700K

12.5 SLD606827HJB Halo 6" Surface Downlight, 2700K

12.5 SLD606830WH Halo 6" Surface Downlight, 3000K

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Cooper

12.5 SLD606830WHC Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHJB Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHR Halo 6" Surface Downlight, 3000K

12.9 SLD606927H Halo® 6" Surface Downlight, 2700K

12.9 SLD606930WH Halo 6" Surface Downlight, 3000K

12.9 SLD606930WHR Halo 6" Surface Downlight, 3000K

12 SLD405827H Halo® 4" Surface Downlight, 2700K

12 SLD405827HJB Halo 4" Surface Downlight, 2700K

12 SLD405830WH Halo 4" Surface Downlight, 3000K

12 SLD405830WHC Halo 4" Surface Downlight, 3000K

12 SLD405830WHJB Halo 4" Surface Downlight, 3000K

12 SLD405830WHR Halo 4" Surface Downlight, 3000K

Cree

6 BA19-04527OMB-12DE26-3_1 A19 4Flow, 83CRI, 2700K, 460 Lumen, 
E26

6 BA19-04527OMF-12DE26-1U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04527OMF-12DE26-2U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04527OMF-12DE26-3U100 A19 4Flow, 2700K, 460 Lumen, E26

6 BA19-04550OMB-12DE26-3_1 A19 4Flow, 83CRI, 5000K, 460 Lumen, 
E26

6 BA19-04550OMF-12DE26-2U100 A19, Daylight, 5000K, 450 Lumen, E26

6 BA19-04550OMF-12DE26-2U500 A19, 5000K, 450 Lumen, 40WE, 4pk

6 BA19-04550OMF-12DE26-3U100 A19 4Flow, 5000K, 460 Lumen, E26

9 BA19-08050OMF-12DE26-1U100 A19, 800 Lumen, 5000K, Medium base

9.5 BA19-08027OMF-12DE26-1U100 A19, 800 Lumen, 2700K, Medium Base

9.5 BA19-08027OMF-12DE26-2U100 A19, Soft White, 2700K, 800 Lumen, 
Medium base

9.5 BA19-08027OMF-12DE26-2U500 A19, 2700K, 800 Lumen, E26, 60WE, 
4pk

9.5 BBR30-06527FLF-12DE26-1U100 BR30, 650 Lumen, Soft White, 2700K

9.5 BBR30-06550FLF-12DE26-1U100 BR30, Daylight, 5000K 650 Lumen, 9.5

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Cree

9.5 BBR30-06550FLF-12DE26-2U100 BR30, Daylight, 5000K, 650 Lumen, 9.5

9.5 CR4 4" Downlight, 2700K, Edison Base

9.5 CR6 6" Downlight, 2700K, Edison Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

11 BA19-08027OMF-12DE26-3U100 A19, 4Flow Soft White, 2700K, 815 
Lumen, E26

11 BA19-08050OMF-12DE26-3U100 A19, 4Flow Soft White, 5000K, 815 
Lumen, E26

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000K, 1600 Lumen, E26, 18W

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg 
spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg 
flood

Duracell

6 LED110342B A19, 450 Lumen, E26, 40WE

6 LED11340B A19, 3000K, 450 Lumen, E26, 40WE

6 LED11341B A19, 450 Lumen, E26, 40WE

EcoSmart

4 ECS B11 CA W27 25WE CL E26 120 DG B11, 2700K, 200 Lumen, E26

6 ECS GP19 WW 40WE 120 A19, 3000K

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, 
E26

7.5 BPA15/CL/500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E26

7.5 BPA15C/CL500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E12

7.5 BPCFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E12

7.5 BPEFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E26

7.5 BPGM/CL/500/LED/ESM G16.5, Soft White, 2700K, 500 Lumen, 
E26

8 ECS 20 50WE CW FL 120 FS1 BL PAR20, 5000K, 575 Lumens, E26

8 ECS 20 50WE CW FL 120 TP PAR20, Daylight, 5000K, 575 Lumen, E26

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

EcoSmart

8 ECS 20 50WE WW FL 120 TP PAR20, Bright White, 3000K, 500 Lumen, 
E26

9.5 ECO4-575L 4" Downlight

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN4 CW GU24 120 4" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 4" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

12 ECS A19 WW 60WE 120 A19, 3000K, 800 Lumen

13 ECS 30 CW FL 75WE 120 PAR30, 5000K, 810 Lumen

13 ECS 30 WW FL 75WE 120 PAR30, 3000K, 750 Lumen

14 ECS 30 75WE CW FL 120 TP PAR30, Day Light, 3000K, 900 Lumen, 
E26

14 ECS 30 75WE WW FL 120 TP PAR30, Bright White, 5000K, 800 Lumen, 
E26

15 ECS 38 WW FL 90WE 120 PAR38, 3000K, 900 Lumen

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000K, 1000 
Lumen, E26

19 ECS 38 120WE CW FL 120 TP PAR38, Day Light, 5000K, 1300 Lumen, 
E26

19 ECS 38 120WE WW FL 120 TP PAR38, Bright White, 3000K, 1300 
Lumen, E26

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Everlight

3 SL-35A/H/P03/TP/CA/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

Feit

4.5 BPR14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.5 R14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 BPR14DM/LED R14, 2700K

4.8 LCFDM/300/LED Decorative, 3000K

4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

6.4 BPR16DM/LED R16, 2700K

6.5 BPMR16/GU10/DM/LED MR16, GU10 base

6.5 MR16/GU10/DM/LED MR16, GU10 base, 3000K

6.5 PAR16/DM/LED PAR16

6.5 PAR16DM5KLED PAR16, 5000K

6.5 R16DM/LED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

7.5 A19/DM/LED A19, 3000K

7.5 BPAG500DM/LED 3000K, Medium Base

8 R20DM/LEDG2/CAN R20

8 A19/DM/LED A19, 3000K

8 A19/DM/5K/LED A19, 5000K

8 A19/DM/GU24/LED, A19, 3000K, GU24 Base

8 A19/DM/LED/CAN A19

8 A19/DM/LED/RP/CAN A19

8 BPCEA19/DM/LED A19

8 BPCER20/DM/LED R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 LA19DM/5K/LED A19

8 LA19DM/GU24/LED A19

8 LA19DM/LED A19, 3000K

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.



142

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Feit

8 R20/927/LED R20, 2700K

8 R20/930/LED R20, 3000K

8 R20/950/LED R20, 5000K

8 R20/DM/LED R20, 2700K

8 R20DM/LED/CAN R20, 2700K

8 R20DM/LEDG2/CAN R20, 2700K

8.5 BR30DM65/LED/MP/6/24 BR30, Soft White, 2700K, 650 Lumen, 
6pk

8.5 BR30M65/LED/6 R30, 650 Lumen, E26

9.3 LEDR4/827 Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/3K/CAN Downlight, 2700K, 525 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830 Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/830/CAN Downlight, 3000K, 550 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850 Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 LEDR4/850/CAN Downlight, 5000K, 570 Lumen, E26 
retrofit, 50WE

9.5 PAR20/5K/LEDG5 PAR20, 5000K

9.5 PAR20/5K/LEDG5/CAN PAR20, 5000K

9.5 PAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 PAR20/LEDG5/CAN PAR20

9.7 CELEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

9.7 LEDRT4/927 Downlight, 2700K, 520 Lumen, E26 
retrofit, CRI 90+

10 BPAG800/5K/LED A19, 5000K

10 BPAG800/LED A19, 3000K, 800 Lumen

13 BPAG1100DM5KLED A19

13 BPCEBR30/DM/LED BR30, 2700K

13 BPCEBR30LED BR30

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Feit

13 BR20DM/LED/CAN BR20

13 BR30/DM/LED BR30, 2700K

13.5 A19/OM800/5K/LED A19, 5000K, Omni Directional

13.5 A19/OM800/LED A19, 3000K, Omni Directional

13.5 BPCEA19/OM800/LED A19, Omni Directional

13.5 BPCEA19/OM800/LED/CAN A19, Omni Directional

14 LA19/OM800/LED A19

15 BPCEPAR30/LEDG5 PAR30

15 PAR30L/5K/LEDG5 PAR30, 5000K

15 PAR30L/5K/LEDG5/CAN PAR30, 5000K

15 PAR30L/LEDG5 PAR30

15 PAR30L/LEDG5/CAN PAR30

16 LEDR56/830 3000K, Recessed Retrofit Kit

16 LEDR56/850 5000K, Recessed Retrofit Kit

16.5 LEDR6/3K 3000K, Medium Base, 6" Recessed

16.8 LEDR56/3K 5" or 6" Downlight, 3000K, 840 Lumen

17 BPCEBR40/LED BR40, 2700K, 1065 Lumen

17 BR40/DM/LED BR40, 2700K, 1065 Lumen

18 BPCE18PAR38/DIM/LED PAR38

20 20PAR38/LEDG5

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

20.5 CELEDRT56/927

20.5 LEDR56/827 2700K, Recessed Retrofit Kit

20.5 LEDR56/830

20.5 LEDR56/850

20.5 LEDR56/927 2700K, Recessed Retrofit Kit

20.8 LEDRT56/927 2700K, Recessed Retrofit Kit

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Feit

22 A/OM1600R/27K/LED A21, 2700K, 1600 Lumen

22 A/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

22 A/OM1600R/LED A21, Warm White, 3000K, 1600 Lumen

LEDR4/3K

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700K

4.5 LED4DA15-C 68174 A15, 2700K

4.5 LED4DA15-W 68173 A15, 2700K

4.5 LED4DCAC-F 68165 2700K, Candelabra

4.5 LED4DCAM-F 68167 2700K, Candelabra

4.5 LED4DG16C-C 68170 G16.5, 2700K

4.5 LED4DG16C-W 68169 G16.5, 2700K

4.5 LED4DG25M-C 68170 G25, 2700K

4.5 LED4DG25M-W 68171 G25, 2700K

8 LED8DA19/827 A19, 2700K, 450 Lumen, E26

10 LED10DP30S830/20 PAR30, 3000K, Short Neck, Silver Base

10 LED10DP3LS830/20 PAR30, 3000K, Long Neck, Silver Base

10.5 FAM45LED11DAV3H  A19, 2700K, 800 Lumens, E26,   2pk

11 LED11DA19/827 A19, 2700K

11 LED11DA19RVL/TP A19, 2700K, 570 Lumen

11 LED11DA19V2 A19, 2700K, 800 Lumen

12 LED12DP38930/15 PAR38, 3000K

12 LED12DR303RVLES BR30, 2700K, 650 Lumen, CRI 90, "color 
enhanced"

12 LED12DR30RVL/BK BR30, Reveal

12 LED12DR30RVL/CDN BR30, Reveal

12 LED12DR30RVL/TP BR30, Reveal 2850K, 630 Lumen

12 LED12RS4RVLE26PB (95390) Downlight, 2700K, 630 Lumen, E26

12 LED12RS4RVLGUPB (95391) Downlight, 2700K, 630 Lumen, GU24

12 LED12RS6RVL326PB (95392) Downlight, 2700K, 630 Lumen, E26

12 LED12RS6RVLE26ES Downlight, 2700K, 650 Lumen, E26

12 LED12RS6RVLGUPB (95393) Downlight, 2700K, 630 Lumen, GU24

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Recommended with RadioRA® 2 and HomeWorks® QS dimmers
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For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

GE
13 LED13DBR40/830 BR40, 3000K

14 LED14DA21V2/827W A21, 2700K, 1100 Lumen, E26

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

17 17PAR38G4DIM/927FL40 PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/B PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/GU24 PAR38, 2700K, 1150 Lumen, GU24

17 17PAR38G4DIM/930FL40 PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/B PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/GU24 PAR38, 3000K, 1150 Lumen, GU24

17 17PAR38G4DIM/940FL40 PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/B PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/GU24 PAR38, 4000K, 1150 Lumen, GU24

18.5 18.5PAR38G4DIM/927NF25 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/927SP15 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930NF25 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930SP15 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/B PAR38, 3000K, 1000 Lumen, E26

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Green Creative

18.5 18.5PAR38G4DIM/930SP15/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940NF25 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/GU24 PAR38, 4000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940SP15 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/GU24 PAR38, 4000K, 1000 Lumen, GU24

Halco

8 PAR20FL8/830/LED PAR20, 3000K

8 PAR20NFL8/827/LED PAR20, 2700K

8 PAR20NFL8/830/LED PAR20, 3000K

8 PAR20NFL8/840/LED PAR20, 4000K

8 PAR20NFL8/850/LED PAR20, 5000K

18 BR40FL18/830/LED BR40, 3000K

20  PAR38SP20/830/LED PAR38, 3000K

20 PAR38FL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38FL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38FL20/840/LED PAR38, 4000K, 1250 Lumen Flood

20 PAR38FL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38NFL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38NFL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38NFL20/840/LED PAR38, 4000K Flood

20 PAR38NFL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38SP20/827/LED PAR38, 2700K, 1150 Lumen Spot

20 PAR38SP20/830/LED PAR38, 3000K, 1200 Lumen Spot

20 PAR38SP20/840/LED PAR38, 4000K Spot

20 PAR38SP20/850/LED PAR38, 5000K, 1300 Lumen Spot

Halo
12.2 SLD606830WHA Downlight 3000K 760 Lumens 12.2

12.5 SLD405830 Downlight 3000K 650 Lumens 12.5

Lighting Science Group 14.5 GLP6 W27 120 WH TP 2700K

Liteline
6 G4-P16LED6W-27KFL-ES PAR16, 2700K, 380 Lumen, E26

6 G4-P16LED6W30KFLBUES PAR16, 3000K, 380 Lumen, E26
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Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Liteline

6 G4-P16LED6W-30KFL-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KSP-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-40KFL PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-40KSP-ES PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-50K PAR16, 5000K, 380 Lumen, E26

7 G4-A19LED7W-27K A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-27K-ES A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-30K A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-30K-ES A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-40K A19, 4000K, 480 Lumen, E26

7 G4-A19LED7W-40K-ES A19, 4000K, 480 Lumen, E26

10 G4-P30LLED10W-27KFES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-27KSES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-30KFES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-30KSES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-40KFES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-40KSES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-50KFES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30LLED10W-50KSES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30SLED10W-27KFES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-27KSES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-30KFES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-30KSES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-40KFES PAR30S, 4000K, 820 Lumen, E26

10 G4-P30SLED10W-40KSES PAR30S, 4000K, 820 Lumen, E26

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26
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Brand Wattage Model Description

Liteline
17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26

Litetronics

5 LD0527CL2D 2700K, Candelabra

5 LD0527CL4D 3000K, Candleabra

5 LD0527CL7D 5000K, Candleabra

5 LD0527FR2D 2700K, Candelabra

5 LD0527FR4D 3000K, Candleabra

5 LD0527FR7D 5000K, Candleabra

5 LD0528CL2D 2700K, Candelabra

5 LD0528CL4D 3000K, Candleabra

5 LD0528CL7D 5000K, Candleabra

5 LD0528FR2D 2700K, Candelabra

5 LD0528FR4D 3000K, Candleabra

5 LD0528FR7D 5000K, Candleabra

5 LD05516FR2D A15, 2700K

5 LD05516FR4D A15, 3000K

7 LD07536FR4D G25, 3000K, Medium Base

8 LP08547FL2D BR20, 2700K, Medium Base

8 LP08547FL4D BR20, 3000K, Medium Base

8 LP08547FL6D BR20, 4100K, Medium Base

10 LD10536FR2D G25, 2700K, Medium Base

10 LD10536FR4D G25, 3000K, Medium Base

10 LD10536FR7D G25, 5000K, Medium Base

14 LP14550FL2D BR30, 2700K, 925 Lumen, Flood

14 LP14550FL4D BR30, 3000K, 925 Lumen

14 LP14550FL6D BR30, 4000K, 925 Lumen

20 LP20552FL2D BR40, 2700K, Flood

Lithonia

7.5 LK3BMWLED 3" Downlight

9 LK4BMWLED 4" Downlight

13 LK5BMWLED 5" Downlight

Osram
6 OSRAM 6W LED A19 270 A19, 2700K, 450 Lumen, E26, 40WE

6 OSRAM 6W LED A19 500 A19, 5000K, 450 Lumen, E26, 40WE

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

4.5 454462 A19, Soft White, 2700K, 330 Lumen, E26 
base

4.5 454470 G25, Soft White, 2700K, 330 Lumen, E26

4.5 9290002797 Candle, 2700K, 330 Lumen, E26, blunt 
tip

4.5 9290002889 Candle, 2700K, 330 Lumen, E12, blunt 
tip

4.5 9290002890 A15, 2700K, 330 Lumen, E12

4.5 9290002891 A15, 2700K, 330 Lumen, E26

6 451864 PAR16, 300 Lumens, 3000 K

6 451872 GU10, MR16, 300 Lumens, 3000 K

6 9290002242 MR16, 3000K, 300 Lumen, GU10 Base

6 9290002443 PAR16, 3000K, 300 Lumen, E26

6 9000224204

6 BC6PAR16/AMB/3000 DIM 120V GU10, PAR16, 300 Lumens, 3000 K

6.5 9290011347 (455741) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455766) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455774) A19, Warm Glow, 450 Lumen

7 9290002706 A19 SlimStyle, Daylight, 5000K, 450 
Lumen, E26

8 457085 R30, 5000K, 650 Lumen, E26

8 457093 R30, 5000K, 650 Lumen, E26

8 457101 R30, 5000K, 650 Lumen, E26

8 9290002192 R20, 2700K, 530 Lumen, Medium base

8 9290002267 A19, 2700K, 470 Lumen

8 9290002295 A19, 5000K, 470 Lumen

8 9290002329 PAR20, 3000K, 470 Lumen, E26

8 9290002330 PAR20

8 9290002331 PAR20

8 9290002332 PAR20

8 9290002333 PAR20

8 9290002334 PAR20

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

8 9290002335 PAR20

8 9290002704

8 9290011556 R30, 5000K, 650 Lumen, E26

8.5 9290002543 BR30, 5000K, 730 Lumen, 8.5

8.5 9290011116 BR30, 5000K, 730 Lumen, E26

8.5 BC8.5BR30/AMB/F90 5000 DIM 120V E26, BR30, 730 Lumens, 5000 K

8.5 452326 E26, BR30, 730 Lumens, 5000 K

9 457036 R30, 2700K, 650 Lumen, E26, Warm 
Glow, 4 pack

9 457044 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457051 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457069 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457077 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 929001155503 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 9290011346 (455873) A19, Daylight, 5000K, 800 Lumen, E26

9.5 9290011117 BR30, 2700K, 730 Lumen, WarmGlow to 
2200K (Nov 2014 or later)

9.5 9290011118 E26, BR30, 650 Lumens, 2700 K

9.5 9290011118 (452359) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452383) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452391) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452417) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452441) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452466) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

9.5 9290011119 (452482) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

10.5 9290002544 BR30, 2700K, 730 Lumen

10.5 9290002707 A19 SlimStyle, Soft White, 2700K, 800 
Lumen, 3pk

11 9290002268 A19, 2700K, 830 Lumen

11 9290002296 A19, 5000K, 830 Lumen

11 9290011113 PAR30L, 3000K, E26

11 9290011114 PAR30L, 5000K, E26

12 9290002580 (431392) BR40, 2700K, 800 Lumen

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

13 9290002523 13PAR38/F25 3000 DIM AF 
RO

PAR38, 3000K, 950 Lumen

14.5 9290002199 BR40, 2700K, 832 Lumen

15 451898 BC15A21/AMB/2700 DIM 120V E26, 1145 Lumens, 2700 K

15 9290002426 A21, 2700K, 1180 Lumen

15 9290002595 A21, Soft White, 2700K, 1180 Lumen, 
E26

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

16.5 929000847808 2700K, Downlight

17 9290002018 A21, 2700K

17 17E26A21D A21, 2700K

18 9290002202 PAR38, 3000K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

18 18E26PAR38-E2 PAR38

19 9290002472 PAR38, 5000K, 1190 Lumen

19 9290002473 PAR38, 3000K, 1250 Lumen

19 9290002577 (431395) PAR38, 1300 Lumen, 25deg flood

19 9290002578 (431403) PAR38, 1300 Lumen, 35deg flood

19 9290002596 (451906)A E26, 1620 Lumens, 2700 K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700 K

19 432211 E26, A21, 1680 Lumens, 2700 K

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700 K

19.5 9290002251 PAR38, 3000K, 1210 Lumen

19.5 9290002252 PAR38, 2700K, 1183 Lumen

19.5 9290002253 PAR38, 3000K, 1212 Lumen

19.5 9290002291 PAR38, 4000K, 1207 Lumen

19.5 9290002312 PAR38, 2700K, 1100 Lumen

19.5 9290002313 PAR38, 2700K, 1196 Lumen

19.5 9290002314 PAR38, 3000K, 1200 Lumen

19.5 9290002315 PAR38, 3000K, 1225 Lumen

19.5 9290002316 PAR38, 4000K, 1200 Lumen

19.5 9290002317 PAR38, 4000K, 1245 Lumen

19.5 9290002321 PAR38, 2700K, 1172 Lumen

19.5 9290002322 PAR38, 5000K, 1300 Lumen

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000K, Downlight

Philips Lightolier 13 1076HL30K Downlight, 3000K

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Pixi Lighting 27 FLT12R27MD1622 2700K, Flat Light Luminaire

Satco

4.8 80-900 2700K, Linear LED Module

7 S8921 PAR20, 2700K, Medium Base

7 S8922 PAR20, 3500K, Medium Base

7 S8923 PAR20, 6000K, Medium Base

7 S9080 PAR 20, 3000K

7 S9081 PAR 20, 4000K

7 S9082 PAR 20, 3000K

7 S9083 PAR 20, 4000K

10 S8991 3000K, Medium Base

10.5 S9037 A19, 2700K, 810 Lumen, E26

10.5 S9038 A19, 3500K, 830 Lumen, E26

10.5 S9039 A19, 5000K, 870 Lumen, E26

11 S9084 PAR30, 3000K, 780 Lumen, E26, short 
neck, 25° Beam

11 S9085 PAR30, 4000K, 780 Lumen, E26, short 
neck, 25° Beam

11 S9086 PAR30, 3000K, 780 Lumen, E26, short 
neck, 40° Beam

11 S9087 PAR30, 4000K, 780 Lumen, E26, short 
neck, 40° Beam

11 S9088 PAR30, 3000K, 780 Lumen, E26, long 
neck, 25° Beam

11 S9089 PAR30, 4000K, 780 Lumen, E26, long 
neck, 25° Beam

11 S9090 PAR30, 3000K, 780 Lumen, E26, long 
neck, 40° Beam

11 S9091 PAR30, 4000K, 780 Lumen, E26, long 
neck, 40° Beam

17 S8977-S8979 PAR38

17 S8984-S8986 PAR38

17 S9060 PAR38

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Satco

17 S9092 PAR38, 3000K, 1200 Lumen, E26, 25° 
beam

17 S9093 PAR38, 4000K, 1200 Lumen, E26, 25° 
beam

17 S9094 PAR38, 3000K, 1200 Lumen, E26, 40° 
beam

17 S9095 PAR38, 4000K, 1200 Lumen, E26, 40° 
beam

Solais Lighting

7 LRP20/25/27K PAR20, 2700K, 475 Lumen, E26, 25° 
Beam

7 LRP20/25/30K PAR20, 3000K, 500 Lumen, E26, 25° 
Beam

7 LRP20/40/27K PAR20, 2700K, 475 Lumen, E26, 40° 
Beam

7 LRP20/40/30K PAR20, 3000K, 500 Lumen, E26, 40° 
Beam

11 LR20/25/27K/675 PAR 20, 2700K

11 LR20/25/27K/675/xx PAR20, 2700K,  675 Lumen, E26, narrow 
flood

11 LR20/25/30K/750 PAR20, 3000K, 750 Lumen, E26, narrow 
flood

11 LR20/40/27K/675 PAR 20, 2700K

11 LR20/40/27K/675/xx PAR20, 2700K, 675 Lumen, E26, wide 
flood

11 LR20/40/30K/750 PAR 20, 3000K

11 LR20/40/30K/750/xx PAR20, 3000K,  750 Lumen, E26, wide 
flood

16 LRP38/25/27K PAR 38, 2700K

16 LRP38/25/30K PAR 38, 3000K

16 LRP38/40/27K PAR 38, 2700K

16 LRP38/40/30K PAR 38, 3000K

16 LR30/10/27K/1100 PAR 30, 2700K

16 LR30/10/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 10° Beam

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Solais Lighting

16 LR30/10/30K/1125 PAR 30, 3000K

16 LR30/10/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1200 PAR 30, 3000K

16 LR30/10/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 10° Beam

16 LR30/15/27K/1100 PAR 30, 2700K

16 LR30/15/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1200 PAR 30, 3000K

16 LR30/15/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 15° Beam

16 LR30/25/27K/1100 PAR 30, 2700K

16 LR30/25/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1125 PAR 30, 3000K

16 LR30/25/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1200 PAR 30, 3000K

16 LR30/25/30K/1200/WH PAR30, 3000K, 1200 Lumen, E26, short 
neck, 25° Beam

16 LR30/40/27K/1100 PAR 30, 2700K

16 LR30/40/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1125 PAR 30, 3000K

16 LR30/40/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1200 PAR 30, 3000K

16 LR30/40/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 40° Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Solais Lighting

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450 PAR 38, 3000K

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000 PAR 38, 2700K

28 LR38/15/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/15/30K/2100 PAR 38, 3000K

28 LR38/15/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/25/27K/2000 PAR 38, 2700K

28 LR38/25/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/25/30K/2100 PAR 38, 3000K

28 LR38/25/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/40/27K/2000 PAR 38, 2700K

28 LR38/40/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/40/30K/2100 PAR 38, 3000K

28 LR38/40/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

Standard Products Inc
5 LED/B10/5/27K/120V/30M/D/E12/STD E12, 2700K

8 LED/OMNI/8/27K/25M/D/STD E26, 2700K

Sunlite USA
8 7R20/DM/LED/2700K R20, 2700K

11 40506 11PAR30/DM/LED/2700K PAR30, 2700K

Switch 10 A260FUS27B1 A19, 800 Lumen, 2700K

Sylvania

5.5 LED5.5PAR16/830/FL30 PAR16, 3000K

6 79643 A19, Soft White, 2700K, 450 Lumen, 
E26, clear

6.5 79162 A19, 5000K, 450 Lumen, E26

6.5 79163 A19, 2700K, 450 Lumen, E26

7 72562 G25

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

7 78418 G25, 3000K

7 78419 G25, 2700K

7 78551 PAR16, 6500K

7 78559 G25, 3000K

7 78964 PAR16

7 78965 PAR16

7 78966 PAR16

7 78967 PAR16

7 78968 PAR16

7 78969 PAR16

7 LED7PAR16/DIM/830/FL36 PAR16, 3000K, 350 Lumen, E26 base, 
Flood

7 LED7PAR16/DIM/GU10/830/FL36 PAR16, 3000K, 350 Lumen, GU10 base, 
Flood

8 LED8A15/DIM/827 A15, 2700K, 450 Lumen, Medium Base

8 LED8A15/DIM/827/HVP/DIS

8 LED8A15C/DIM/827 A15, 2700K, 450 Lumen, Candelabra 
Base

8 LED8A15D/DIM/827

8 LED8A19/DIM/O/827/HVP A19, 2700K, 470 Lumen

8 LED8A19DIMO827G2

8 LED8A19DIMO827G2 (72635) A19, 2700K

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR16/DIM/930/FL36/P/LW PAR16, Soft White, 390 Lumen

8 LED8PAR16/GU10/DIM/930/FL36/RP PAR16, GU10, Soft White, 390 Lumen

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen
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Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

9 LED/RT4/600/827 4" Downlight, 2700K, 600 Lumen, Retro-
fit

10 LED/600/RT4/830/FL80/RP Recessed lighting kit, 3000K, 600 Lumen

10 LED/RT4/600/827/FL80 Recessed lighting kit, 2700K, 600 Lumen

10 LED10A19/DIM/0/SE/830 A19, 3000K, 800 Lumen

10 LED10A19/DIM/0/SE/830/RP (78215) A19, 3000K, 800 Lumen

12 LED12A19/DIM/0/827/G2

12 LED12A19DIMO827G2 (72637) A19, 2700K

12 LED12A19/DIM/0/827/RP

12 LED12A19/DIM/0/850/RP

12 LED12BR30/DIM/HO/827 BR30, 2700K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700K, Medium base

12 LED12BR40/DIM/SE/830 (72889) BR40, 3000K

13 71911 Retrofit Downlight, Warm White, 3000K, 
900 Lumen, E26

15 LED15PAR30LN/DIM/830/FL40 PAR30, 3000K, FL

15 LED15PAR30LN/DIM/827/FL40 PAR30, 2700K, FL

15 LED15PAR30LN/DIM/830/NFL25 PAR30, 3000K, NFL

15 LED15BR30/DIM/827 R30, 2700K

16 LED16BR40DIMHO827 BR40, 2700K, 1100Lumen

17 LED17PAR30LN/DIM/P/830/NFL25 PAR30, 3000K, NFL

17 LED17PAR38/PRO/827/FL40/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/NFL15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/827/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/830/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/830/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/835/FL40/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/NFL25/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/835/WSP15/P3 PAR38, 3500K, E26

17 LED17PAR38/PRO/840/FL40/P3 PAR38, 4000K, E26



159

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Sylvania

17 LED17PAR38/PRO/840/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/840/WSP15/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/927/NFL25/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/927/WSP15/P3 PAR38, 2700K, E26

17 LED17PAR38/PRO/930/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/930/WSP15/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/FL40/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/NFL25/P3 PAR38, 3000K, E26

17 LED17PAR38/PRO/935/WSP15/P3 E26, PAR38, 1075 Lumens, 3500 K

17 LED17PAR38/PRO/940/FL40/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/NFL25/P3 PAR38, 4000K, E26

17 LED17PAR38/PRO/940/WSP15/P3 PAR38, 4000K, E26

17 78451 LED17PAR38/PRO/830/WSP15/P3 PAR38, 1275 Lumens, 3000 K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78455 LED17PAR38/PRO/827/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700 K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78459 LED17PAR38/PRO/840/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000 K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78463 LED17PAR38/PRO/930/WSP15/P3 PAR38, 1275 Lumens, 3000 K

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000 K

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000 K

17 78467 LED17PAR38/PRO/927/WSP15/P3 PAR38, 1150 Lumens, 2700 K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700 K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700 K

17 78471 LED17PAR38/PRO/940/WSP15/P3 PAR38, 1400 Lumens, 4000 K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000 K

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Sylvania

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000 K

17 78477 LED17PAR38/PRO/835/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500 K

17 78481 LED17PAR38/PRO/935/WSP15/P3 PAR38, 1300 Lumens, 3500 K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500 K

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500 K

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700K, 860 Lumen

18 LED18PAR38LN/DIM/830/NFL25 PAR38, 3000K, FL*

18 LED18PAR38LN/DIM/827/FL40 PAR38, 2700K, FL*

18 LED18PAR38LN/DIM/830/FL40 PAR38, 3000K, FL*

21 LED21PAR38/DIM/P/930/FL30 PAR38, 3000K, FL

21 LED21/PAR38/DIM/P/930/FL30/HVP PAR38, Warm White, 3000K, 1100 
Lumen, E26, 21W

TCP

10 LED10A19DOD30K A19, 3000K

10 LED10BR30D30K BR30, 3000K

12 LED12BR30D41K BR30, 4100K

12 LED12E26P30S27KNFL PAR30, 2700K

12 LED12E26P30SN PAR30

14 LED14P38D30KFL PAR 38, 3000K

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

17 LED17P38D41KFLUS PAR 38, 4100K

Toshiba

3.8 4B11/22CC-MUP 2200K, Candelabra

3.8 4B11/22CC-UP 2200K, Candelabra

3.8 4B11/22CF-MUP 2200K, Candelabra

3.8 4B11/22CF-UP 2200K, Candelabra

3.8 4B11/27CC-MUP 2700K, Candelabra

3.8 4B11/27CC-UP 2700K, Candelabra

3.8 4B11/27CF-MUP 2700K, Candelabra

3.8 4B11/27CF-UP 2700K, Candelabra

11 11BR30/27J-T BR30, 2700K

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

* Use with LUT-LBX
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Brand Wattage Model Description

Toshiba

11 11BR30/40K-T BR30, 4000K

12.5 LDRB1340ME6USD PAR30, 4000K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000K, 1050 Lumen

16 LDRB1640ME6USD2 PAR38, 4000K

Utilitech

3 LG161/2DM/IF/LED G16.5, Warm White, 3000K, 200 Lumen, 
E12 base, frosted

3 LG161/2DM/IF/300/LED Candelabra, 3000K

4.5 LR14DMLED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 LA15DMCIF300LED A15, Warm White, 3000K, 300 Lumen, 
E12, frosted

4.8 LA15DM/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, clear

4.8 LA15DM/CL/300/LED/2 A15, Warm White, 3000K, 300 Lumen, 
E26, clear, 2pk

4.8 LA15DM/IF/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, frosted

4.8 LA15DMC/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E12 base, clear

4.8 LA15DMCCL300LED2 A15, Warm White, 3000K, 300 Lumen, 
E12, clear, 2pk

4.8 LCFCDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip

4.8 LCFCDM300LED2 Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip, 2pk

4.8 LCFFDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E12 base, frosted flame tip

4.8 LEFCDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E26 base, clear flame tip

4.8 LEFCDM/300/LED/2 Candle Warm White 3000K 300L E26  
2-Pack

4.8 LG161/2DM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, clear

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Utilitech

4.8 LG161/2DM/IF/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, frosted

4.8 LGMDM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E26, clear

6.5 BPR16DMLED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

6.5 LMR16/GU10/DM/LED MR16, GU10 base

6.5 LMR16DMGU10 MR16, GU10 base

6.5 LR16DMLED R16, Soft White, 2700K, 400 Lumen, 
E26, 40WE

7 LA19DMLEDG2 A19

7.5 LA19DM/GU24/LED A19, 3000K, GU24

7.5 LA19DM/LED A19, 3000K, 450 Lumen, E26

7.5 LA19DMCLLED A19, 3000K, 500 Lumen, E26

7.5 R20/DM/5K/LED R20, 450 Lumen, E26

8 BPCER20/927/LED R20, 450 Lumen, E26

8 LA19DM/5K/LED A19, 5000K

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 LR20DM/LED R20, 2700K

8 LR20DMLEDG2 R20, 2700K, 450 Lumen, E26 Medium 
base (70 mA smooth reflector version)

8 R20/DM/LEDG2 R20, 450 Lumen, E26

8 R20-927-LED R20, 450 Lumen, E26

8 R20DM-LEDG2-CAN R20, 450 Lumen, E26

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Utilitech

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

9.5 LPAR20/5K/LEDG5 PAR20, 5000K, 500 Lumen

9.5 LPAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 LPAR20DM/SP/LED PAR20, 3000K, 465 Lumen, Spot

9.8 LA19DM/800/LED/G2 A19, 3000K, 800 Lumen

10 DLS15-06A27D1E-WH-F2 Downlight, 2700K, 1200Lm, E26

10 LA19DM/800/5K/LEDG2 A19, 5000K

10 LA19DM/800/LEDG2 A19, 3000K, 800 Lumen

11 DLS02-41127D1E-WF1 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

11.5 MQTL1017-LED11.5K827 5"/6" Downlight, 2700K, 700 Lumen

11.5 MQTL1017-LED11.5K850 Downlight, 5000K, 800 Lumen, E26 
retrofit kit

13 BPCEAG1100/LED 2700K, 1100 Lumen, E26

13 DLS02-61327D1E-WF1 5" or 6" Downlight, Soft White, 2700K, 
800 Lumen, E26 retrofit

13 DLS02-61350D1E-WF1 5" or 6" Downlight, Daylight, 5000K, 800 
Lumen, E26 retrofit

13 LBR30/DM/LED BR30, 2700K

13 LBR30DM/LEDG2 BR30

13.5 LA19/OM800/LED A19, 3000K, 800 Lumen, Omni 
Directional

15 LPAR30L/5K/LEDG5 PAR30, 5000K, 800 Lumen, long neck 
flood

15 LPAR30L/LEDG5 PAR30, 3000K, 790 Lumen, long neck 
flood

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Utilitech

15 LPAR30LDM/SP/LED PAR30, 3000K, 790 Lumen, long neck, 
spot

15 LPAR30S/LEDG5 PAR30, 3000K, 750 Lumen, short neck 
flood

15.5 BPCEAG1600/827/LED A19, 1600 Lumen, E26

16 AGOM1600/5K/LED/CAN A19, 1600 Lumen, E26

16 AGOM1600/LED/CAN A19, 1600 Lumen, E26

16 BPAGOM1600/5K/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED A19, 1600 Lumen, E26

16 BPAGOM1600/LED/TAR A19, 1600 Lumen, E26

16 LBR40DMLEDG2 BR40, 2700K, 1065 Lumen

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK

17 BPCEBR40/DM/LED BR40

17 LBR40DM/LED BR40, 2700K, 1065 Lumen

17.5 YGA08A35-17.5W-827 BR40, 2700K, 1100 Lumen

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LBR40HO/LED/G2 BR40, Soft White, 1400 Lumen

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000K, 1000 Lumen, Spot

22 LA/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

22 LA/OM1600R/LED A21, Warm White, 3000K, 1600 Lumen

23 LAOM1600RLED PAR38, 3000K, 1400 Lumen, Medium 
Base

23 LPAR38/1400/LEDG5 PAR38, 3000K, 1400 Lumen

23 LPAR38/1400/5K/LEDG5 PAR38, 5000K, 1400 Lumen

LA15DMCCL300LED/BULK

LCFFDM/300/LED BULK

LG1612DMIF300/LED

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Westinghouse

6 33098 A19, 3000K, 470 Lumen

6.5 03425 A19, 2700K, 450 Lumen, E26, 40WE

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

7 33050 R20, 2700K, 550 Lumen, flood

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

9 03563 BR30, 2700K, 750 Lumen, E26

10 03439 A19, 3000K, 800 Lumen, E26, 60WE

10 03696 A19, 2700K, 790 Lumen, E26, 60WE

17 33014 PAR38, 3000K, 1200 Lumen, flood

17 33064 PAR38, 3000K, 1200 Lumen, flood

Zenaro

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

3 SL-35A/X1/P03/X3X4/X5X6/X7X8X9/TD/
X11X12/X13X14X15/X16X17

5 SL-10B/T/P05/24/E50/LAC/US/ZN

5 SL-10B/X1/X2/X3X4/X5X6X7/X8X9X10/
X11X12/X13X14

7.5 RM-A60-E40-08-LAC-TD-ZN-UL

7.5 RM-A60-E65-08-LAC-TD-ZN-UL

7.5 RSL60T-8W-2700K-TD-OM

12 RM-A60-E27-12-LAC-TD-ZN-UL

12 RM-A60-E40-12-LAC-TD-ZN-UL

12 RM-A60-E65-12-LAC-TD-ZN-UL

12 RSL60T-12W-2700K-TD-OM

Bulbs for 4 Zone Forward Phase Remote Dimming Module

LED bulbs

Models: HW-RPM-4U-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Bulbrite

11 LED11A19/827/D A19, E26, 800 Lumens, Warm White

12 LED12A19/O/27K/D A19, 2700K, Medium Base

12 LED12A19/O/30K/D A19, 3000K, Medium Base

12 LED12A19GU24/27K/D A19, 2700K, GU24 Base

12 LED12A19GU24/30K/D A19, 3000K, GU24 Base

14 LED14BR30/27K/D BR30, 2700K

14 LED14BR30/30K/D BR30, 3000K

14 LED14BR30GU24/27K/D BR30, GU24 Base, 2700K

14 LED14BR30GU24/30K/D BR30, GU24 Base, 3000K

14 LED14PAR30NF/L/30K/D PAR30, 3000K

14 LED14PAR30NF/L/40K/D PAR30, 4000K

14 LED14PAR30WFL/L/30K/D PAR30, 3000K

14 LED14PAR30WFL/L/40K/D PAR30, 4000K

Commercial Electric

12.5 CE-JB4-600L-27K (T47) 4" Downlight, 600 Lumen, Soft White, 
2700K

12.5 CE-JB6-650L-27K (T67) 6" Downlight, 650 Lumen, Soft White, 
2700K

14.5 CED6 WW 120 WH 6" Downlight, White

Cooper

9.4 RL560WH-R Downlight, 600 Lumen, Warm White, 
3000K

12 SLD405827H Halo® 4" Surface Downlight, 2700K

12 SLD405827HJB Halo 4" Surface Downlight, 2700K

12 SLD405830WH Halo 4" Surface Downlight, 3000K

12 SLD405830WHC Halo 4" Surface Downlight, 3000K

12 SLD405830WHJB Halo 4" Surface Downlight, 3000K

12 SLD405830WHR Halo 4" Surface Downlight, 3000K

12.5 SLD405927H Halo 4" Surface Downlight, 2700K

12.5 SLD405927HJB Halo 4" Surface Downlight, 2700K

12.5 SLD405930WH Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHJB Halo 4" Surface Downlight, 3000K

12.5 SLD405930WHR Halo 4" Surface Downlight, 3000K

12.5 SLD606827H Halo 6" Surface Downlight, 2700K

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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LED bulbs
Brand Wattage Model Description

Cooper

12.5 SLD606827HJB Halo 6" Surface Downlight, 2700K

12.5 SLD606830WH Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHC Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHJB Halo 6" Surface Downlight, 3000K

12.5 SLD606830WHR Halo 6" Surface Downlight, 3000K

12.9 SLD606927H Halo® 6" Surface Downlight, 2700K

12.9 SLD606930WH Halo 6" Surface Downlight, 3000K

12.9 SLD606930WHR Halo 6" Surface Downlight, 3000K

23 PD56R18ED010-PDM6827 Halo 5"/6" Retrofit Downlight, 2700K

23 PD56R18ED010-PDM6830 Halo 5"/6" Retrofit Downlight, 3000K

23 PD56R18ED010-PDM6835 Halo 5"/6" Retrofit Downlight, 3500K

23 PD56R18ED010-PDM6840 Halo 5"/6" Retrofit Downlight, 4000K

23 PD56R18ED010-PDM6927 Halo 5"/6" Retrofit Downlight, 2700K

23 PD56R18ED010-PDM6930 Halo 5"/6" Retrofit Downlight, 3000K

23 PD56R18ED010-PDM6935 Halo 5"/6" Retrofit Downlight, 3500K

23 PD56R18ED010-PDM6940 Halo 5"/6" Retrofit Downlight, 4000K

29.5 PD618ED010-PDM6827 Halo 6" Downlight, 2700K

29.5 PD618ED010-PDM6830 Halo 6" Downlight, 3000K

29.5 PD618ED010-PDM6835 Halo 6" Downlight, 3500K

29.5 PD618ED010-PDM6840 Halo 6" Downlight, 4000K

29.5 PD618ED010-PDM6927 Halo 6" Downlight, 2700K

29.5 PD618ED010-PDM6930 Halo 6" Downlight, 3000K

29.5 PD618ED010-PDM6935 Halo 6" Downlight, 3500K

29.5 PD618ED010-PDM6940 Halo 6" Downlight, 4000K

29.5 PD6R18ED010-PDM6827 Halo 6" Retrofit Downlight, 2700K

29.5 PD6R18ED010-PDM6830 Halo 6" Retrofit Downlight, 3000K

29.5 PD6R18ED010-PDM6835 Halo 6" Retrofit Downlight, 3500K

29.5 PD6R18ED010-PDM6840 Halo 6" Retrofit Downlight, 4000K

29.5 PD6R18ED010-PDM6927 Halo 6" Retrofit Downlight, 2700K

29.5 PD6R18ED010-PDM6930 Halo 6" Retrofit Downlight, 3000K

29.5 PD6R18ED010-PDM6935 Halo 6" Retrofit Downlight, 3500K

29.5 PD6R18ED010-PDM6940 Halo 6" Retrofit Downlight, 4000K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Cree

3 BB13-02027OMC-12DE12-1C600

6 BA19-04527OMB-12DE26-3_1 A19 4Flow, 83CRI, 2700K, 460 Lumen, 
E26

6 BA19-04527OMF-12DE26-1U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04527OMF-12DE26-2U100 A19, Warm Soft White, 2700K, 450 
Lumen, Medium base

6 BA19-04527OMF-12DE26-3U100 A19 4Flow, 2700K, 460 Lumen, E26

6 BA19-04550OMB-12DE26-3_1 A19 4Flow, 83CRI, 5000K, 460 Lumen, 
E26

6 BA19-04550OMF-12DE26-2U100 A19, Daylight, 5000K, 450 Lumen, E26

6 BA19-04550OMF-12DE26-2U500 A19, 5000K, 450 Lumen, 40WE, 4pk

6 BA19-04550OMF-12DE26-3U100 A19 4Flow, 5000K, 460 Lumen, E26

9 BA19-08050OMF-12DE26-1U100 A19, 800 Lumen, 5000K, Medium base

9 BBR30-06527FLF-12DE26-4U100 R30, 2700K, 655 Lumen, E26

9 BBR30-06550FLF-12DE26-4U100 R30, 5000K, 655 Lumen, E26

9.5 BA19-08027OMF-12DE26-1U100 A19, 800 Lumen, 2700K, Medium Base

9.5 BA19-08027OMF-12DE26-2U100 A19, Soft White, 2700K, 800 Lumen, 
Medium base

9.5 BA19-08027OMF-12DE26-2U500 A19, 2700K, 800 Lumen, E26, 60WE, 
4pk

9.5 BBR30-06527FLF-12DE26-1U100 BR30, 650 Lumen, Soft White, 2700K

9.5 BBR30-06550FLF-12DE26-1U100 BR30, Daylight, 5000K 650 Lumen, 9.5W

9.5 BBR30-06550FLF-12DE26-2U100 BR30, Daylight, 5000K, 650 Lumen, 
9.5W

9.5 CR4 4" Downlight, 2700K, Edison Base

9.5 CR6 6" Downlight, 2700K, Edison Base

9.5 CR6-575L 6” Downlight, 2700K, Medium Base

9.5 CR6-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 CR6-GU24 6" Downlight, 2700K, GU24 Base

9.5 H1CR6TW62527E04 6” Downlight, 2700K, 625 Lumen

11 BA19-08027OMF-12DE26-3U100 A19, 4Flow Soft White, 2700K, 815 
Lumen, E26

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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LED bulbs
Brand Wattage Model Description

Cree

11 BA19-08050OMF-12DE26-3U100 A19, 4Flow Soft White, 5000K, 815 
Lumen, E26

12.5 DRDL6-06227009-12DE26-1C100 6" Downlight, 2700K TW, 625 Lumen, 
E26 retrofit

12.5 DRDL6-06250009-12DE26-1C100 6" Downlight, 5000K TW, 625 Lumen, 
E26 retrofit

13.5 BA19-08027OMN-12DE26-1U100 A19, 2700K

18 BA21-16027OMF-12DE26-1U100 A21, 2700K, 1600 Lumen, E26, 18W

18 BA21-16050OMF-12DE26-1U100 A21, 5000K, 1600 Lumen, E26, 18W

18 BPAR38-1503027T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 27 deg 
spot

18 BPAR38-1503047T-12DE26-1U100 PAR38, 3000K, 1500 Lumen, 47 deg 
flood

18 BA21-16027OMF-12DE26-1U100 A21, 2700K

Definity Digital
9 DFN BR30 65WE REV 120 BR30, 6500K, 720 Lumen,  

"Awake and Alert"

Duracell

6 LED11340B A19, 3000K, 450 Lumen, E26, 40WE

6 LED11341B A19, 450 Lumen, E26, 40WE

6 LED110342B A19, 450 Lumen, E26, 40WE

EcoSmart

4 ECS B11 CA W27 25WE CL E26 120 DG B11, 2700K, 200 Lumen, E26

6 ECS GP19 WW 40WE 120 A19, 3000K

7 ECS 25 40WE W27 120

7 ECS BR20 50WE CW 120 G1 BL BR20, Daylight, 5000K, 525 Lumen, E26

7 ECS BR20 50WE W27 120 G1 BL BR20, Soft White, 2700K, 500 Lumen, 
E26

7.5 BPA15/CL/500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E26

7.5 BPA15C/CL500/LED/ESM A15, Soft White, 2700K, 500 Lumen, E12

7.5 BPCFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E12

7.5 BPEFC/500/LED/ESM B10, Soft White, 2700K, 500 Lumen, E26

7.5 BPGM/CL/500/LED/ESM G16.5, Soft White, 2700K, 500 Lumen, 
E26

8 ECS 20 50WE CW FL 120 FS1 BL PAR20, 5000K, 575 Lumens, E26

8 ECS 20 50WE CW FL 120 TP PAR20, Daylight, 5000K, 575 Lumen, E26

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

EcoSmart

8 ECS 20 50WE WW FL 120 TP PAR20, Bright White, 3000K, 500 Lumen, 
E26

8 ECS 20 CW FL 50WE 120 PAR20, 5000K, 490 Lumen

8 ECS 20 WW FL 50WE 120 PAR20, 3000K, 450 Lumen

8 ECS A19 WW 40WE 120 A19, 3000K, 450 Lumen

8 ECS BR20 50WE W27 120 BR20, Soft White, 2700K

9.5 ECO4-575L 4" Downlight

9.5 ECO-575L 6” Downlight, 2700K, Medium Base

9.5 ECO-575L-50K 6” Downlight, 5000K, Medium Base

9.5 ECO-575L-50K-GU24 6” Downlight, 5000K, GU24 Base

9.5 ECO-575L-GU24 6” Downlight, 2700K, GU24 Base

9.5 ECS DN4 CW E26 120 4" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN4 CW GU24 120 4" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN4 W27 E26 120 4" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN4 W27 GU24 120 4" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

9.5 ECS DN6 CW E26 120 6" Downlight, Daylight, 5000K, 650 
Lumen, E26, retrofit

9.5 ECS DN6 CW GU24 120 6" Downlight, Daylight, 5000K, 650 
Lumen, Gu24 base, retrofit

9.5 ECS DN6 W27 E26 120 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 E26 120 2BX 6" Downlight, Soft White, 2700K, E26 
retrofit, 2pk

9.5 ECS DN6 W27 E26 120 BX V3 6" Downlight, Soft White, 2700K, 650 
Lumen, E26 retrofit

9.5 ECS DN6 W27 GU24 120 6" Downlight, Soft White, 2700K, 650 
Lumen, GU24 base, retrofit

10.5 ECS 30 75WE WW GB FL 120 PAR30 Gimbal, 3000K, 750 Lumen, E26, 
75WE

10.5 ECS 30 75WE xxx GB xx 120 PAR30 Gimbal, Various color 
temperatures, 75WE

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

EcoSmart

11 ECS RFK6 65WE W27 120 REC Downlight, Soft White, 2700K, 600 
Lumen, E26

11.5 ECS BR30 65WE CW 120 BR30, 5000K, Medium Base

11.5 ECS BR30 65WE W27 120 BR30, 2700K, 650 Lumen, Medium Base

12 ECS A19 CW 60WE 120 A19, 5000K, 850 Lumen

12 ECS A19 WW 60WE 120 A19, 3000K, 800 Lumen

14 ECS 30 75WE CW FL 120 TP PAR30, Day Light, 3000K, 900 Lumen, 
E26

14 ECS 30 75WE WW FL 120 TP PAR30, Bright White, 5000K, 800 Lumen, 
E26

15 ECS BR30 75WE CW 120 G1 BL

15 ECS BR30 75WE W27 120 G1 3PK

15 ECS BR30 75WE W27 120 G1 BL

15 ECS BR40 90WE W27 120 BR40, Soft White, 2700K

16 ECS 38 90WE CW FL 120 TP PAR38, Day Light, 5000K, 1000 Lumen, 
E26

16 ECS 38 90WE WW FL 120 TP PAR38, Bright White, 3000K, 1000 
Lumen, E26

18 ECS BR40 90WE W27 120 G1 BL BR40, Soft White, 2700K, 1260 Lumen, 
E26

19 ECS 38 120WE CW FL 120 TP PAR38, Day Light, 5000K, 1300 Lumen, 
E26

19 ECS 38 120WE WW FL 120 TP PAR38, Bright White, 3000K, 1300 
Lumen, E26

Energetic 17.5 ELY17D-2BRW-VB BR40, 2700K, 1100 Lumen

Everlight

3 SL-35A/H/P03/TP/CA/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

2700K, Candelabra

Feit

4.5 BPR14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.5 R14DM/LED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Feit

4.8 BPR14DM/LED R14, 2700K

4.8 LCFDM/300/LED Decorative, 3000K

4.9 BPCECFC/927/LED/3 Candle, 2700K, 330 Lumen, E12

6.5 BPMR16/GU10/DM/LED MR16, GU10 base

6.5 MR16/GU10/DM/LED MR16, 3000K, GU10 base

6.5 PAR16/DM/LED PAR16

6.5 PAR16DM5KLED PAR16, 5000K LED

7 A19DM/5K/LEDG2

7 A19DM/LEDG2

7 LA19DM/5K/LEDG2

8 BPCER20/DM/LED Par20 (90mA ridged reflector version)

8 R20/DM/LED R20, 2700K, 450 Lumen (90mA ridged 
reflector version)

8 R20DM/LED/CAN R20 (90mA ridged reflector version)

8.5 BR30DM65/LED/MP/6/24 BR30, Soft White, 2700K, 650 Lumen, 
6pk

8.5 BR30M65/LED/6 R30, 650 Lumen, E26

9.5 PAR20/5K/LEDG5 PAR20, 5000K

9.5 PAR20/5K/LEDG5/CAN PAR20, 5000K

9.5 PAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 PAR20/LEDG5/CAN PAR20

10 BPAG800/5K/LED A19, 5000K

10 BPAG800/LED A19, 3000K, 800 Lumen

13 BPAG1100DM5KLED A19

13 BPCEBR30/DM/LED BR30, 2700K

13 BPCEBR30LED BR30

13 BR20DM/LED/CAN BR20

13 BR30/DM/LED BR30, 2700K

13.5 A19/OM800/5K/LED A19, 5000K, Omni Directional

13.5 A19/OM800/LED A19, 3000K, Omni Directional

13.5 BPCEA19/OM800/LED A19, Omni Directional

13.5 BPCEA19/OM800/LED/CAN A19, Omni Directional

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.



173

Dimmable CFL & LED bulbs
Recommended with RadioRA® 2 and HomeWorks® QS dimmers

List updated May 18, 2016
For the most up-to-date list, visit 
www.lutron.com/dimcflled.

Brand Wattage Model Description

Feit

14 LA19/OM800/LED A19

15 BPCEPAR30/LEDG5 PAR30

15 PAR30L/5K/LEDG5 PAR30, 5000K

15 PAR30L/5K/LEDG5/CAN PAR30, 5000K

15 PAR30L/LEDG5 PAR30

15 PAR30L/LEDG5/CAN PAR30

16 BPCER40/927/G2 R40, 1000 Lumen, E26

16 BR40/LED R40, 1000 Lumen, E26

16 BR40/LED/3212 R40, 1000 Lumen, E26

16 BR40DM/927/G2 R40, 1000 Lumen, E26

16 LEDR56/830 3000K, Recessed Retrofit Kit

16 LEDR56/850 5000K, Recessed Retrofit Kit

16.5 LEDR6/3K 3000K, Medium Base, 6" Recessed

16.8 LEDR56/3K 5" or 6" Downlight, 3000K, 840 Lumen

17 BPCEBR40/LED BR40, 2700K, 1065 Lumen

17 BR40/DM/LED BR40, 2700K, 1065 Lumen

18 BPCE18PAR38/DIM/LED PAR38

20 20PAR38/LEDG5

20 BPCEPAR38/LEDG5 PAR38

20 PAR38/5K/LEDG5 PAR38, 5000K

20 PAR38/5K/LEDG5/CAN PAR38, 5000K

20 PAR38/LEDG5 PAR38

20 PAR38/LEDG5/CAN PAR38

20.5 CELEDRT56/927

20.5 LEDR56/827 2700K, Recessed Retrofit Kit

20.5 LEDR56/830

20.5 LEDR56/850

20.5 LEDR56/927 2700K, Recessed Retrofit Kit

20.8 LEDRT56/927 2700K, Recessed Retrofit Kit

22 A/OM1600R/27K/LED A21, 2700K, 1600 Lumen

22 A/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

22 A/OM1600R/LED A21, Warm White, 3000K, 1600 Lumen

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

GE

4 LED3DCAC-C;LED3DCAM-C Candelabra, 2700K

7 LED7DP20S830/20 PAR20, 3000K, Flood, Silver Base*

8 LED8DA19/827 A19, 2700K, 450 Lumen, E26

10 LED10DP3LS830/20 PAR30, 3000K, Long Neck, Silver Base*

10.5 FAM45LED11DAV3H  A19, 2700K, 800 Lumens, E26, 2pk

11 LED11DA19/827 A19, 2700K

11 LED11DA19RVL/TP A19, 2700K, 570 Lumen

11 LED11DA19V2 A19, 2700K, 800 Lumen

12 94219 PAR30S, E26

12 LED12DP38930/15 PAR38, 3000K

12 LED12DR303RVLES BR30, 2700K, 650 Lumen, CRI 90,  
"color enhanced"

12 LED12DR30RVL/BK BR30, Reveal

12 LED12DR30RVL/CDN BR30, Reveal

12 LED12DR30RVL/TP BR30, Reveal 2850K, 630 Lumen

12 LED12RS4RVLE26PB (95390) Downlight, 2700K, 630 Lumen, E26

12 LED12RS4RVLGUPB (95391) Downlight, 2700K, 630 Lumen, GU24

12 LED12RS6RVL326PB (95392) Downlight, 2700K, 630 Lumen, E26

12 LED12RS6RVLE26ES Downlight, 2700K, 650 Lumen, E26

12 LED12RS6RVLGUPB (95393) Downlight, 2700K, 630 Lumen, GU24

13 LED13DBR40/830 BR40, 3000K

14 LED14DA21V2/827W A21, 2700K, 1100 Lumen, E26

LED10DR303E-2PK R30, 2700K, 700 Lumen, E26, 2PK

Green Creative

14.5 14.5PAR30G4DIM/927SP15 PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/B PAR30L, 2700K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/927SP15/GU24 PAR30L, 2700K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/930SP15 PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/B PAR30L, 3000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/930SP15/GU24 PAR30L, 3000K, 760 Lumen, GU24

14.5 14.5PAR30G4DIM/940SP15 PAR30L, 4000K, 760 Lumen, E26

14.5 14.5PAR30G4DIM/940SP15/B PAR30L, 4000K, 760 Lumen, E26

LED bulbs

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module
Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

* Forward phase only
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Brand Wattage Model Description

Green Creative

14.5 14.5PAR30G4DIM/940SP15/GU24 PAR30L, 4000K, 760 Lumen, GU24

17 17PAR38G4DIM/927FL40 PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/B PAR38, 2700K, 1150 Lumen, E26

17 17PAR38G4DIM/927FL40/GU24 PAR38, 2700K, 1150 Lumen, GU24

17 17PAR38G4DIM/930FL40 PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/B PAR38, 3000K, 1150 Lumen, E26

17 17PAR38G4DIM/930FL40/GU24 PAR38, 3000K, 1150 Lumen, GU24

17 17PAR38G4DIM/940FL40 PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/B PAR38, 4000K, 1150 Lumen, E26

17 17PAR38G4DIM/940FL40/GU24 PAR38, 4000K, 1150 Lumen, GU24

18.5 18.5PAR38G4DIM/927NF25 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927NF25/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/927SP15 PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/B PAR38, 2700K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/927SP15/GU24 PAR38, 2700K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930NF25 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930NF25/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/930SP15 PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/B PAR38, 3000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/930SP15/GU24 PAR38, 3000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940NF25 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940NF25/GU24 PAR38, 4000K, 1000 Lumen, GU24

18.5 18.5PAR38G4DIM/940SP15 PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/B PAR38, 4000K, 1000 Lumen, E26

18.5 18.5PAR38G4DIM/940SP15/GU24 PAR38, 4000K, 1000 Lumen, GU24

Halco

8 PAR20FL8/830/LED PAR20, 3000K

8 PAR20NFL8/827/LED PAR20, 2700K

8 PAR20NFL8/830/LED PAR20, 3000K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Halco

8 PAR20NFL8/840/LED PAR20, 4000K

8 PAR20NFL8/850/LED PAR20, 5000K

18 BR40FL18/830/LED BR40, 3000K

20 PAR38FL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38FL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38FL20/840/LED PAR38, 4000K, 1250 Lumen Flood

20 PAR38FL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38NFL20/827/LED PAR38, 2700K, 1150 Lumen Flood

20 PAR38NFL20/830/LED PAR38, 3000K, 1200 Lumen Flood

20 PAR38NFL20/840/LED PAR38, 4000K Flood

20 PAR38NFL20/850/LED PAR38, 5000K, 1300 Lumen Flood

20 PAR38SP20/827/LED PAR38, 2700K, 1150 Lumen Spot

20 PAR38SP20/830/LED PAR38, 3000K, 1200 Lumen Spot

20 PAR38SP20/840/LED PAR38, 4000K Spot

20 PAR38SP20/850/LED PAR38, 5000K, 1300 Lumen Spot

Halo
12.2 SLD606830WHA Downlight 3000K 760 Lumens 12.2W

12.5 SLD405830 Downlight 3000K 650 Lumens 12.5W

Lighting Science

11.5 DFN BR30 65WE CW 120 BR30

11.5 DFN BR30 65WE NW 120 BR30

11.5 DFN BR30 65WE W27 120 BR30

11.5 DFN BR30 65WE WW 120 BR30

Lighting Science Group 14.5 GLP6 W27 120 WH TP 2700K

Liteline

6 G4-GU10LED6W-30K PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-30K-ES PAR16, 3000K, 380 Lumen, GU10

6 G4-GU10LED6W-40K PAR16, 4000K, 380 Lumen, GU10

6 G4-P16LED6W-27KFL-ES PAR16, 2700K, 380 Lumen, E26

6 G4-P16LED6W30KFLBUES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KFL-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-30KSP-ES PAR16, 3000K, 380 Lumen, E26

6 G4-P16LED6W-40KFL PAR16, 4000K, 380 Lumen, E26

6 G4-P16LED6W-40KSP-ES PAR16, 4000K, 380 Lumen, E26

* Forward phase only
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Brand Wattage Model Description

Liteline

6 G4-P16LED6W-50K PAR16, 5000K, 380 Lumen, E26

7 G4-A19LED7W-27K A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-27K-ES A19, 2700K, 480 Lumen, E26

7 G4-A19LED7W-30K A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-30K-ES A19, 3000K, 480 Lumen, E26

7 G4-A19LED7W-40K A19, 4000K, 480 Lumen, E26

7 G4-A19LED7W-40K-ES A19, 4000K, 480 Lumen, E26

7.5 G4-P20LED7W-30KFL PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KFL-BU PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W30KFLBUES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KFL-ES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-30KSP-ES PAR20, 3000K, 470 Lumen, E26

7.5 G4-P20LED7W-40KFL PAR20, 4000K, 500 Lumen, E26

7.5 G4-P20LED7W-40KFL-ES PAR20, 4000K, 500 Lumen, E26

7.5 G4-P20LED7W-40KSP-ES PAR20, 4000K, 470 Lumen, E26

9.5 G4-A19LED9W-27K A19, 2700K, 800 Lumen, E26

9.5 G4-A19LED9W-27K-ES A19, 2700K, 800 Lumen, E26

9.5 G4-A19LED9W-30K A19, 3000K, 800 Lumen, E26

9.5 G4-A19LED9W-30K-ES A19, 3000K, 800 Lumen, E26

9.5 G4-A19LED9W-40K A19, 4000K, 800 Lumen, E26

9.5 G4-A19LED9W-40K-ES A19, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-27KFES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-27KSES PAR30L, 2700K, 800 Lumen, E26

10 G4-P30LLED10W-30KFES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-30KSES PAR30L, 3000K, 800 Lumen, E26

10 G4-P30LLED10W-40KFES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-40KSES PAR30L, 4000K, 800 Lumen, E26

10 G4-P30LLED10W-50KFES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30LLED10W-50KSES PAR30L, 5000K, 800 Lumen, E26

10 G4-P30SLED10W-27KFES PAR30S, 2700K, 820 Lumen, E26

10 G4-P30SLED10W-27KSES PAR30S, 2700K, 820 Lumen, E26

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Liteline

10 G4-P30SLED10W-30KFES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-30KSES PAR30S, 3000K, 820 Lumen, E26

10 G4-P30SLED10W-40KFES PAR30S, 4000K, 820 Lumen, E26

10 G4-P30SLED10W-40KSES PAR30S, 4000K, 820 Lumen, E26

17 G4-P38LED17W-27KFLES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-27KSPES PAR38, 2700K, 1200 Lumen, E26

17 G4-P38LED17W-30KFLES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-30KSPES PAR38, 3000K, 1200 Lumen, E26

17 G4-P38LED17W-40KFLES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-40KSPES PAR38, 4000K, 1200 Lumen, E26

17 G4-P38LED17W-50KFLES PAR38, 5000K, 1200 Lumen, E26

17 G4-P38LED17W-50KSPES PAR38, 5000K, 1200 Lumen, E26

Litetronics

5 LD0527CL2D 2700K, Candelabra

5 LD0527CL4D 3000K, Candleabra

5 LD0527CL7D 5000K, Candleabra

5 LD0527FR2D 2700K, Candelabra

5 LD0527FR4D 3000K, Candleabra

5 LD0527FR7D 5000K, Candleabra

5 LD0528CL2D 2700K, Candelabra

5 LD0528CL4D 3000K, Candleabra

5 LD0528CL7D 5000K, Candleabra

5 LD0528FR2D 2700K, Candelabra

5 LD0528FR4D 3000K, Candleabra

5 LD0528FR7D 5000K, Candleabra

5 LD05516FR2D A15, 2700K

5 LD05516FR4D A15, 3000K

7 LD07536FR4D G25, 3000K, Medium Base

8 LP08547FL2D BR20, 2700K, Medium Base

8 LP08547FL4D BR20, 3000K, Medium Base

8 LP08547FL6D BR20, 4100K, Medium Base

10 LD10536FR2D G25, 2700K, Medium Base

10 LD10536FR4D G25, 3000K, Medium Base
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Litetronics

10 LD10536FR7D G25, 5000K, Medium Base

14 LP14550FL2D BR30, 2700K, 925 Lumen

14 LP14550FL4D BR30, 3000K, 925 Lumen

14 LP14550FL6D BR30, 4000K, 925 Lumen

20 LP20552FL2D BR40, 2700K, Flood

Lithonia

7.5 LK3BMWLED 3" Downlight

9 LK4BMWLED 4" Downlight

12 REAL6 D6MW ESL 6" LED Module

13 LK5BMWLED 5" Downlight

Osram
6 OSRAM 6W LED A19 270 A19, 2700K, 450 Lumen, E26, 40WE

6 OSRAM 6W LED A19 500 A19, 5000K, 450 Lumen, E26, 40WE

Philips

6 451864 PAR16, 300 Lumens, 3000K

6 451872 GU10, MR16, 300 Lumens, 3000K

6 9290002242 MR16, 3000K, 300 Lumen, GU10 Base

6 9290002443 E26, PAR16, 300 Lumens, 3000K

6 9290011348 A19, Daylight, 5000K, 450 Lumen, E26

6 9000224204

6 BC6PAR16/AMB/3000 DIM 120V GU10, PAR16, 300 Lumens, 3000K

6.5 9290011233 low voltage

6.5 9290011347 (455741) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455766) A19, Warm Glow, 450 Lumen

6.5 9290011347 (455774) A19, Warm Glow, 450 Lumen

7 9290002373 MR16, 2700K

7 9290002374 MR16, 3000K

7 9290002375 MR16, 4000K

7 9290002376 MR16, 2700K

7 9290002377 MR16, 3000K

7 9290002378 MR16, 4000K

7 9290002627 MR16, 2700K

7 9290002628 MR16, 3000K

7 9290002629 MR16, 4000K
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Philips

7 9290002630 MR16, 2700K

7 9290002631 MR16, 3000K

7 9290002633 MR16, 2700K

7 9290002634 MR16, 3000K

7 9290002706 A19 SlimStyle, Daylight, 5000K, 450 
Lumen, E26

8 457085 R30, 5000K, 650 Lumen, E26

8 457093 R30, 5000K, 650 Lumen, E26

8 457101 R30, 5000K, 650 Lumen, E26

8 9290002192 R20, 2700K, 530 Lumen, Medium base

8 9290002267 A19, 2700K, 470 Lumen

8 9290002295 A19, 5000K, 470 Lumen

8 9290002329 PAR20, 3000K, 470 Lumen, E26

8 9290011556 R30, 5000K, 650 Lumen, E26

8.5 9290002543 BR30, 5000K, 730 Lumen, 8.5W

8.5 9290011116 BR30, 5000K, 730 Lumen, E26

9 457036 R30, 2700K, 650 Lumen, E26, Warm 
Glow, 4 pack

9 457044 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457051 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457069 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 457077 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9 929001155503 R30, 2700K, 650 Lumen, E26, Warm 
Glow

9.5 9290011117 BR30, 2700K, 730 Lumen, WarmGlow to 
2200K (Nov 2014 or later)

9.5 9290011118 BR30, E26, 650 Lumens, 2700K

9.5 9290011118 (452359) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Philips

9.5 9290011118 (452383) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452391) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011118 (452417) BR30 SlimStyle, 2700K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452441) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452466) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011119 (452482) BR30 SlimStyle, 5000K, 650 Lumen, E26, 
65WE

9.5 9290011345 (455816) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455824) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455832) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455840) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455857) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455865) A19, Soft White, 2200-2700K, 800 
Lumen, E26

9.5 9290011345 (455931) A19, Soft White, 2200-2700K, 800 
Lumen, E26

10 9290002600 MR16, 2700K

10 9290002601 MR16, 3000K

10 9290002602 MR16, 4000K

10 9290002603 MR16, 2700K

10 9290002604 MR16, 3000K

10 9290002605 MR16, 4000K

10.5 9290002544 BR30, 2700K, 730 Lumen

10.5 9290002707 A19 SlimStyle, Soft White, 2700K, 800 
Lumen, 3pk

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Philips

10.5 9290002709 A19 Slim Style, Daylight, 5000K, 800 
Lumen, E26

11 9290002268 A19, 2700K, 830 Lumen

11 9290002296 A19, 5000K, 830 Lumen

11 9290011113 PAR30L, 3000K, ? Lumen, E26

11 9290011114 PAR30L, 5000K, ? Lumen, E26

12 9290002580 (431392) BR40, 2700K, 800 Lumen

13 9290002201 PAR30, 3000K, 750 Lumen

13 9290002233 PAR30, 2700K, 784 Lumen

13 9290002234 PAR30, 2700K, 770 Lumen

13 9290002323 PAR30, 5000K, 850 Lumen

14.5 9290002199 BR40, 2700K, 832 Lumen

15 451898 BC15A21/AMB/2700 DIM 120V E26, 1145 Lumens, 2700K

15 9290002426 A21, 2700K, 1180 Lumen

15 9290002595 A21, Soft White, 2700K, 1180 Lumen, 
E26

15 9290011111 PAR38, 3000K, 1050 Lumen, E26, Flood

15 9290011112 PAR38, 5000K, 1050 Lumen, E26, Flood

17 9290002018 A21, 2700K

17 17E26A21D A21, 2700K

18 18E26PAR38-E2 PAR38

18 9290002202 PAR38, 3000K, 951 Lumen, Medium 
Base

18 9290002236 PAR38

18 9290002237 PAR38

18 9290002245 PAR38, 2700K, 938 Lumen

18 9290002246 PAR38

18 9290002307 PAR38

18 9290002308 PAR38

18 9290002309 PAR38

18 9290002310 PAR38

18 9290002311 PAR38

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Dimmable CFL & LED bulbs
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Brand Wattage Model Description

Philips

18 18E26PAR38-3 PAR38

18 18E26PAR38-4 PAR38

19 19A21/2700-WHT DIM 6/1 E26, A21, 1680 Lumens, 2700K

19 432211 E26, A21, 1680 Lumens, 2700K

19 451906 BC19A21/AMB/2700 DIM 120V E26, A19, 1680 Lumens, 2700K

19 9290002472 PAR38, 5000K, 1190 Lumen

19 9290002473 PAR38, 3000K, 1250 Lumen

19 9290002577 (431395) PAR38, 1300 Lumen, 25deg flood

19 9290002578 (431403) PAR38, 1300 Lumen, 35deg flood

19 9290002596 (451906)A E26, 1620 Lumens, 2700K

19.5 9290002251 PAR38, 3000K, 1210 Lumen

19.5 9290002252 PAR38, 2700K, 1183 Lumen

19.5 9290002253 PAR38, 3000K, 1212 Lumen

19.5 9290002291 PAR38, 4000K, 1207 Lumen

19.5 9290002312 PAR38, 2700K, 1100 Lumen

19.5 9290002313 PAR38, 2700K, 1196 Lumen

19.5 9290002314 PAR38, 3000K, 1200 Lumen

19.5 9290002315 PAR38, 3000K, 1225 Lumen

19.5 9290002316 PAR38, 4000K, 1200 Lumen

19.5 9290002317 PAR38, 4000K, 1245 Lumen

19.5 9290002321 PAR38, 2700K, 1172 Lumen

19.5 9290002322 PAR38, 5000K, 1300 Lumen

22 9290002290 A21, 2700K, 1780 Lumen, Medium base

28.5 Twistable TDLM 2000 830 120V G2 3000K, Downlight

Philips Lightolier

13 1076HL30K Downlight, 3000K

34 LLAB127 2700K, Spot

34 LLAB130 3000K, Spot

34 LLAB140 4000K, Spot

Pixi Lighting 27 FLT12R27MD1622 2700K, Flat Light Luminaire

Satco
4.8 80-900 2700K, Linear LED Module

7 S8921 PAR20, 2700K, Medium Base

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Satco

7 S8922 PAR20, 3500K, Medium Base

7 S8923 PAR20, 6000K, Medium Base

10 S8991 3000K, Medium Base

10.5 S9037 A19, 2700K, 810 Lumen, E26

10.5 S9038 A19, 3500K, 830 Lumen, E26

10.5 S9039 A19, 5000K, 870 Lumen, E26

11 S9084 PAR30, 3000K, 780 Lumen, E26, short 
neck, 25° Beam

11 S9085 PAR30, 4000K, 780 Lumen, E26, short 
neck, 25° Beam

11 S9086 PAR30, 3000K, 780 Lumen, E26, short 
neck, 40° Beam

11 S9087 PAR30, 4000K, 780 Lumen, E26, short 
neck, 40° Beam

11 S9088 PAR30, 3000K, 780 Lumen, E26, long 
neck, 25° Beam

11 S9089 PAR30, 4000K, 780 Lumen, E26, long 
neck, 25° Beam

11 S9090 PAR30, 3000K, 780 Lumen, E26, long 
neck, 40° Beam

11 S9091 PAR30, 4000K, 780 Lumen, E26, long 
neck, 40° Beam

13.5 S8848 2700K, Downlight

17 S8977-S8979 PAR38

17 S8984-S8986 PAR38

17 S9092 PAR38, 3000K, 1200 Lumen, E26, 25° 
beam

17 S9093 PAR38, 4000K, 1200 Lumen, E26, 25° 
beam

17 S9094 PAR38, 3000K, 1200 Lumen, E26, 40° 
beam

17 S9095 PAR38, 4000K, 1200 Lumen, E26, 40° 
beam

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Solais Lighting

7 LRP20/25/27K PAR20, 2700K, 475 Lumen, E26, 25° 
Beam

7 LRP20/25/30K PAR20, 3000K, 500 Lumen, E26, 25° 
Beam

7 LRP20/40/27K PAR20, 2700K, 475 Lumen, E26, 40° 
Beam

7 LRP20/40/30K PAR20, 3000K, 500 Lumen, E26, 40° 
Beam

11 LR20/25/27K/675 PAR 20, 2700K

11 LR20/25/27K/675/xx PAR20, 2700K,  675 Lumen, E26, narrow 
flood

11 LR20/25/30K/750 PAR20, 3000K, 750 Lumen, E26, narrow 
flood

11 LR20/40/27K/675 PAR 20, 2700K

11 LR20/40/27K/675/xx PAR20, 2700K, 675 Lumen, E26, wide 
flood

11 LR20/40/30K/750 PAR 20, 3000K

11 LR20/40/30K/750/xx PAR20, 3000K,  750 Lumen, E26, wide 
flood

16 LR30/10/27K/1100 PAR 30, 2700K

16 LR30/10/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1125 PAR 30, 3000K

16 LR30/10/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 10° Beam

16 LR30/10/30K/1200 PAR 30, 3000K

16 LR30/10/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 10° Beam

16 LR30/15/27K/1100 PAR 30, 2700K

16 LR30/15/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 15° Beam

16 LR30/15/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 15° Beam

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

16 LR30/15/30K/1200 PAR 30, 3000K

16 LR30/15/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 15° Beam

16 LR30/25/27K/1100 PAR 30, 2700K

16 LR30/25/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1125 PAR 30, 3000K

16 LR30/25/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 25° Beam

16 LR30/25/30K/1200 PAR 30, 3000K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Solais Lighting

16 LR30/25/30K/1200/WH PAR30, 3000K, 1200 Lumen, E26, short 
neck, 25° Beam

16 LR30/40/27K/1100 PAR 30, 2700K

16 LR30/40/27K/1100/xx PAR30, 2700K, 1100 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1125 PAR 30, 3000K

16 LR30/40/30K/1125/xx PAR30, 3000K, 1125 Lumen, E26, short 
neck, 40° Beam

16 LR30/40/30K/1200 PAR 30, 3000K

16 LR30/40/30K/1200/xx PAR30, 3000K, 1200 Lumen, E26, short 
neck, 40° Beam

16 LRP38/25/27K PAR38, 2700K, 1025 Lumen, E26, 25° 
Beam

16 LRP38/25/30K PAR38, 3000K, 1100 Lumen, E26, 25° 
Beam

16 LRP38/40/27K PAR38, 2700K, 1025 Lumen, E26, 40° 
Beam

16 LRP38/40/30K PAR38, 3000K, 1100 Lumen, E26, 40° 
Beam

20 LR38/25/30K/1450 PAR 38, 3000K

20 LR38/25/30K/1450/SL PAR38, 3000K, 1450 Lumen, E26, 15° 
Beam

28 LR38/15/27K/2000 PAR 38, 2700K

28 LR38/15/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/15/30K/2100 PAR 38, 3000K

28 LR38/15/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/25/27K/2000 PAR 38, 2700K

28 LR38/25/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/25/30K/2100 PAR 38, 3000K

28 LR38/25/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

28 LR38/40/27K/2000 PAR 38, 2700K

28 LR38/40/27K/2000/xx PAR38, 2700K, 2000 Lumen, E26

28 LR38/40/30K/2100 PAR 38, 3000K

28 LR38/40/30K/2100/xx PAR38, 3000K, 2100 Lumen, E26

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Soraa

8.8 MR16-AB1-A1-830-09T-14-S1 MR16 w/ ELV transformer†, 3000K

9.8 MR16-50-B03-120-927-10 MR16, 2700K

9.8 MR16-50-B03-120-927-25 MR16, 2700K

9.8 MR16-50-B03-120-927-36 MR16, 2700K

9.8 MR16-50-B03-120-927-60 MR16, 2700K

9.8 MR16-50-B03-120-930-10 MR16, 3000K

9.8 MR16-50-B03-120-930-25 MR16, 3000K

9.8 MR16-50-B03-120-930-36 MR16, 3000K

9.8 MR16-50-B03-120-930-60 MR16, 3000K

9.8 MR16-50-B03-120-940-10 MR16, 4000K

9.8 MR16-50-B03-120-940-25 MR16, 4000K

9.8 MR16-50-B03-120-940-36 MR16, 4000K

9.8 MR16-50-B03-120-940-60 MR16, 4000K

9.8 MR16-50-B03-120-950-10 MR16, 5000K

9.8 MR16-50-B03-120-950-25 MR16, 5000K

9.8 MR16-50-B03-120-950-36 MR16, 5000K

9.8 MR16-50-B03-120-950-60 MR16, 5000K

9.8 MR16-65-B03-120-827-10 MR16, 2700K

9.8 MR16-65-B03-120-827-25 MR16, 2700K

9.8 MR16-65-B03-120-827-36 MR16, 2700K

9.8 MR16-65-B03-120-827-60 MR16, 2700K

9.8 MR16-65-B03-120-830-10 MR16, 3000K

9.8 MR16-65-B03-120-830-25 MR16, 3000K

9.8 MR16-65-B03-120-830-36 MR16, 3000K

9.8 MR16-65-B03-120-830-60 MR16, 3000K

10.4 MR16-AB1-A1-830-10T-14-S1 MR16†

11.5 MR16-AB1-A1-830-12T-24-S1 MR16†

Standard Products Inc
5 LED/B10/5/27K/120V/30M/D/E12/STD E12, 2700K

8 LED/OMNI/8/27K/25M/D/STD E26, 2700K

Sunlite USA
8 7R20/DM/LED/2700K R20, 2700K

11 40506 11PAR30/DM/LED/2700K PAR30, 2700K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

† Hatch RS12-60M-LED driver is the only recommended transformer for these lamps. One of these is recommended per lamp.
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Brand Wattage Model Description

Switch 10 A260FUS27B1 A19, 800 Lumen, 2700K

Sylvania

5 73780 (LED5R20DIM827G2) R20, 2700K, 325 Lumen, E26

5 73781 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

5 73801 (LED5R20DIM827G2RP) R20, 2700K, 325 Lumen, E26

5 LED5R20/DIM/827 R20, 2700K, 325 Lumen, E26

5 LED5R20/DIM/827 (78694) R20, 2700K

5 LED5R20/DIM/827 (78694) R20, 2700K

5 LED5R20/DIM/827/RP R20, 2700K, 325 Lumen, E26

5.5 LED5.5PAR16/830/FL30 PAR16, 3000K

6 79643 A19, Soft White, 2700K, 450 Lumen, 
E26, clear

6.5 79162 A19, 5000K, 450 Lumen, E26

6.5 79163 A19, 2700K, 450 Lumen, E26

7 72562 G25

7 75169 G25, 475 Lumen, E26

7 75170 G25, 475 Lumen, E26

7 75180 G25, 475 Lumen, E26

7 78418 G25, 3000K

7 78419 G25, 2700K

7 78551 PAR16, 6500K

7 78559 G25, 3000K

7 78964 PAR16

7 78965 PAR16

7 78966 PAR16

7 78967 PAR16

7 78968 PAR16

7 78969 PAR16

7 79120 PAR20, 2700K, 500 Lumen, E26

7 79174 (LED7R20DIMHO827G4RP) R20, 2700K, 525 Lumen, E26

7 LED7PAR16/DIM/830/FL36 PAR16, 3000K, 350 Lumen, E26 base, 
Flood

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Sylvania

7 LED7PAR16/DIM/GU10/830/FL36 PAR16, 3000K, 350 Lumen, GU10 base, 
Flood

7 LED7PAR20/DIM/830/FL30 (78785) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

7 LED7PAR20/DIM/830/FL30/RP (79094) PAR20, 3000K, 450 Lumen, E26, 30° 
Beam

7 LED7R20/DIM/HO/827/G3 PAR20, 2700K, 500 Lumen, E26

7 LED7R20/DIM/HO/827/G3 (78485) R20, 2700K

7 LED7R20/DIM/HO/827/G3/RP PAR20, 2700K, 500 Lumen, E26

8 70419-6 4" Downlight, 600 Lumen, retrofit kit

8 70459-3 4" Downlight, 600 Lumen, retrofit kit

8 70643-3 4" Downlight, 600 Lumen, retrofit kit

8 73193-1 4" Downlight, 600 Lumen, retrofit kit

8 LED8A19DIMO827G2

8 LED8A19DIMO827G2 (72635) A19, 2700K

8 LED8A19/DIM/O/827/HVP A19, 2700K, 470 Lumen

8 LED8A19DIMO827RP A19, 2700K, 470 Lumen, E26

8 LED8A19DIMO827RP (72563) A19, 2700K

8 LED8A19DIMO827RP (78408) A19, 2700K

8 LED8A19DIMO827RP LW A19, 2700K, 470 Lumen, E26

8 LED8PAR16/DIM/930/FL36/P/LW PAR16, Soft White, 390 Lumen

8 LED8PAR16/GU10/DIM/930/FL36/RP PAR16, GU10, Soft White, 390 Lumen

8 LED8PAR20/DIM/827/FL36 PAR20, 2700K, FL

8 LED8PAR20/DIM/H/827/FL36 PAR20, 2700K, Medium Base

8 LED8PAR20/DIM/830/FL30 (78785) PAR 20, 3000K

8 LED8R20/DIM/SE/830/RP R20, Soft White, 2700K to 2000K, 520 
Lumen

8.5 79160

8.5 79161

9 70387-2 LED/RT4/G/600/827 R20, 600 Lumens, 2700K

9 73466 LED/RT5/6/G/900/830/FL80/RP R20, 600 Lumens, 3000K

9 LED/RT4/600/827 4" Downlight, 2700K, 600 Lumen,  
Retro-fit

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Sylvania

9 LED/RT4/G/600/827 2700K, 600 Lumen

9 LED/RT4/G/600/830 3000K, 600 Lumen

9 LED9BR30/DIM/827 BR30, 2700K, 650 Lumen, E26

9 LED9BR30/DIM/827 (78691) BR30, 2700K

9 LED9BR30/DIM/827/G2 BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RP BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RP2 BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/G2/RPDIS BR30, 650 Lumen, E26

9 LED9BR30/DIM/827/RP BR30, 2700K, 650 Lumen, E26

9 RT4 Fixture Ultra RT4 4" Downlight

10 71707-3 5/6" Downlight, 3000K, 700 Lumen, E26

10 73157-0 5/6" Downlight, 4100K, 700 Lumen, E26

10 73157-1 5/6" Downlight, 4100K, 700 Lumen, E26

10 73159-0 5/6" Downlight, 5000K, 700 Lumen, E26

10 73159-1 5/6" Downlight, 5000K, 700 Lumen, E26

10 73194 (LED/RT6/700/827/1PK) 6" Downlight, 2700K, 700 Lumen, E26, 
Retro-fit

10 73194-0 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394 (LEDRT56700827FL80) 5/6" Downlight, 2700K, 700 Lumen, E26

10 73394-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73395-1 5/6" Downlight, 3000K, 700 Lumen, E26

10 73398-1 5/6" Downlight, 2700K, 700 Lumen, E26

10 73999 (LED/RT5/6/700/830/SE) 5/6" Downlight, 3000K, 700 Lumen, E26

10 LED/600/RT4/830/FL80/RP Recessed lighting kit, 3000K, 600 Lumen

10 LED/LD6/700/830/FL120 Downlight, 3000K, 700 Lumen, E26

10 LED/RT4/600/827/FL80 Recessed lighting kit, 2700K, 600 Lumen

10 LED10A19/DIM/0/SE/830 A19, 3000K, 800 Lumen

10 LED10A19/DIM/0/SE/830/RP (78215) A19, 3000K, 800 Lumen

10 LED5.5PAR16/830/FL30

10 LED5.5PAR16/830/NFL25

11 LED11BR30/DIM/SE/830/G2 BR30, 3000K, 800 Lumen, E26

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

11 LED11BR30/DIM/SE/830/G2/RP BR30, 3000K, 800 Lumen, E26

11 LED11PAR20/DIM/930/FL30/P2 PAR20, Soft White, 550 Lumen

11 RT6 Fixture Ultra RT6 6" Downlight*

12 72578 (LEDRT56700927FL80CEC) 5/6" Downlight, 2700K, 900 Lumen, 
GU24

12 72579-0 5/6" Downlight, 3000K, 900 Lumen, 
GU24

12 72593-0 5/6" Downlight, 4000K, 900 Lumen, 
GU24

12 LED12BR30/DIM/HO/827 BR30, 2700K, Medium base

12 LED12BR30/DIM/HO/827/HVP BR30, 2700K, Medium base

12 LED12BR40/DIM/SE/830 (72889) BR40, 3000K

12 LED12BR30/DIM/SE/830/RP BR30, Soft White, 2700K to 2000K, 850 
Lumen

13 71911 Retrofit Downlight, Warm White, 3000K, 
900 Lumen, E26

13 73396 (LEDRT56900827FL80) 5/6" Downlight, 2700K, 900 Lumen, E26

13 73396-1 5/6" Downlight, 2700K, 900 Lumen, E26

13 73397-0 5/6" Downlight, 3000K, 900 Lumen, E26

13 73397-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 73422-1 5/6" Downlight, 3000K, 900 Lumen, E26

13 LED13PAR30LN/DIM/827/FL40/G3 
(78814)

2700K, Medium Base

13 LED13PAR30LN/DIM/827/FL40/G3/R 
(78816)

13 LED13PAR30LN/DIM/827/NFL25/G3 
(78791)

2700K, Medium Base

13 LED13PAR30LN/DIM/827/NFL25/G3 
(78808)

13 LED13PAR30LN/DIM/830/FL30/G3 
(78789)

3000K, Medium Base

13 LED13PAR30LN/DIM/830/FL/GE/R 
(79081)

* Forward phase only
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

13 LED13PAR30LN/DIM/830/FL40/G3/R 
(78790)

13 LED13PAR30LN/DIM/830/NFL25/G3 
(78787)

3000K, Medium Base

13 LED13PAR30LN/DIM/830/NFL25/G3 
(78788)

13 LED13PAR30LN/DIM/850/FL40/G3 
(78877)

5000K, Medium Base

13 LED13PAR30LN/DIM/850/FL40/G3 
(78878)

13 LED13PAR30LN/DIM/850/FL40/G3/R 
(79080)

13 LED13PAR30LN/DIM/850/NFL25/G3 
(78864)

5000K, Medium Base

13 LED13PAR30LN/DIM/850/NFL25/G3 
(78876)

13 LED13PAR30LN/PRO/827/FL40/P3 PAR30 long neck, 2700K, 930 Lumen, 
flood

13 LED13PAR30LN/PRO/827/NFL25/P3 PAR30 long neck, 2700K, 930 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/827/WSP15/P3 PAR30 long neck, 2700K, 930 Lumen, 
spot

13 LED13PAR30LN/PRO/830/FL40/P3 PAR30 long neck, 3000K, 1000 Lumen, 
flood

13 LED13PAR30LN/PRO/830/NFL25/P3 PAR30 long neck, 3000K, 1000 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/830/WSP15/P3 PAR30 long neck, 3000K, 1000 Lumen, 
spot

13 LED13PAR30LN/PRO/835/FL40/P3 PAR30 long neck, 3500K, 1050 Lumen, 
flood

13 LED13PAR30LN/PRO/835/NFL25/P3 PAR30 long neck, 3500K, 1050 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/835/WSP15/P3 PAR30 long neck, 3500K, 1050 Lumen, 
spot

13 LED13PAR30LN/PRO/840/FL40/P3 PAR30 long neck, 4000K, 1100 Lumen, 
flood
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Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.

Brand Wattage Model Description

Sylvania

13 LED13PAR30LN/PRO/840/NFL25/P3 PAR30 long neck, 4000K, 1100 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/840/WSP15/P3 PAR30 long neck, 4000K, 1100 Lumen, 
spot

13 LED13PAR30LN/PRO/927/FL40/P3 PAR30 long neck, 2700K, 810 Lumen, 
flood

13 LED13PAR30LN/PRO/927/NFL25/P3 PAR30 long neck, 2700K, 810 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/927/WSP15/P3 PAR30 long neck, 2700K, 810 Lumen, 
spot

13 LED13PAR30LN/PRO/930/FL40/P3 PAR30 long neck, 3000K, 850 Lumen, 
flood

13 LED13PAR30LN/PRO/930/NFL25/P3 PAR30 long neck, 3000K, 850 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/930/WSP15/P3 PAR30 long neck, 3000K, 850 Lumen, 
spot

13 LED13PAR30LN/PRO/935/FL40/P3 PAR30 long neck, 3500K, 875 Lumen, 
flood

13 LED13PAR30LN/PRO/935/NFL25/P3 PAR30 long neck, 3500K, 875 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/935/WSP15/P3 PAR30 long neck, 3500K, 875Lumen, 
spot

13 LED13PAR30LN/PRO/940/FL40/P3 PAR30 long neck, 3000K, 900 Lumen, 
flood

13 LED13PAR30LN/PRO/940/NFL25/P3 PAR30 long neck, 4000K, 900 Lumen, 
narrow flood

13 LED13PAR30LN/PRO/940/WSP15/P3 PAR30 long neck, 4000K, 900 Lumen, 
spot

14 LED14PAR38/DIM/830/FL40/W PAR38, 3000K, 1050 Lumen, E26, Flood, 
90WE

14 LED14PAR38/DIM/830/FL40/W/RP PAR38, 3000K, 1050 Lumen, E26, Flood, 
90WE

14 LED14PAR38/DIM/850/FL40/W/RP PAR38, 5000K, 1050 Lumen, E26, Flood, 
90WE

14 LED14PAR38/DIM/850/FL40WRP PAR38, 5000K, 1050 Lumen, E26, Flood, 
90WE
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Brand Wattage Model Description

Sylvania

15 79175 BR40, 1100 Lumen

15 79176 BR40, 1100 Lumen

15 79177 BR40, 1100 Lumen

15 LED15BR30/DIM/827 R30, 2700K

15 LED15PAR30LN/DIM/830/FL40 PAR30, 3000K, FL

15 LED15PAR30LN/DIM/827/FL40 PAR30, 2700K, FL

15 LED15PAR30LN/DIM/830/NFL25 PAR30, 3000K, NFL

15 LED15BR40/DIM/HO/827/G3 BR40, 2700K, 1100 Lumen, E26, Flood

15 LED15BR40/DIM/HO/827/G3 (78416) BR40, 2700K

15 LED15BR40/DIM/HO/827/G3/RP BR40, Soft White, 2700K, 1100 Lumen, 
E26, Flood

15 LED15BR40/DIM/SE/830/G2 BR40, 3000K, 1100 Lumen, E26

15 LED15BR40/DIM/SE/830/G2/RP BR40, 3000K, 1100 Lumen, E26

16 LED/RT5/6/1200/830 3000K, 1200 Lumen

16 LED/RT56/1200/827 2700K, 1200 Lumen

16 LED16BR40DIMHO827 BR40, 2700K, 1100Lumen

16 LED16PAR30LN/DIM/930/FL40/P2 PAR30, Soft White, 840 Lumen

16 LED16PAR38/DIM/830/FL40 PAR38, 3000K

16 LEDRT561200830RP 3000K, 1200 Lumen

16 LEDRT561200840 4000K, 1200 Lumen

17 78451 LED17PAR38/PRO/830/WSP15/P3 PAR38, 1275 Lumens, 3000K

17 78452 LED17PAR38/PRO/830/NFL25/P3 PAR38, 1275 Lumens, 3000K

17 78453 LED17PAR38/PRO/830/FL40/P3 PAR38, 1275 Lumens, 3000K

17 78455 LED17PAR38/PRO/827/WSP15/P3 PAR38, 1150 Lumens, 2700K

17 78456 LED17PAR38/PRO/827/NFL15/P3 PAR38, 1150 Lumens, 2700K

17 78457 LED17PAR38/PRO/827/FL40/P3 PAR38, 1150 Lumens, 2700K

17 78459 LED17PAR38/PRO/840/WSP15/P3 PAR38, 1400 Lumens, 4000K

17 78460 LED17PAR38/PRO/840/NFL25/P3 PAR38, 1400 Lumens, 4000K

17 78461 LED17PAR38/PRO/840/FL40/P3 PAR38, 1400 Lumens, 4000K

17 78463 LED17PAR38/PRO/930/WSP15/P3 PAR38, 1275 Lumens, 3000K

17 78464 LED17PAR38/PRO/930/NFL25/P3 PAR38, 1275 Lumens, 3000K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Sylvania

17 78465 LED17PAR38/PRO/930/FL40/P3 PAR38, 1275 Lumens, 3000K

17 78467 LED17PAR38/PRO/927/WSP15/P3 PAR38, 1150 Lumens, 2700K

17 78468 LED17PAR38/PRO/927/NFL25/P3 PAR38, 1150 Lumens, 2700K

17 78469 LED17PAR38/PRO/927/FL40/P3 PAR38, 1150 Lumens, 2700K

17 78471 LED17PAR38/PRO/940/WSP15/P3 PAR38, 1400 Lumens, 4000K

17 78472 LED17PAR38/PRO/940/NFL25/P3 PAR38, 1400 Lumens, 4000K

17 78473 LED17PAR38/PRO/940/FL40/P3 PAR38, 1400 Lumens, 4000K

17 78477 LED17PAR38/PRO/835/WSP15/P3 PAR38, 1300 Lumens, 3500K

17 78478 LED17PAR38/PRO/835/NFL25/P3 PAR38, 1300 Lumens, 3500K

17 78479 LED17PAR38/PRO/835/FL40/P3 PAR38, 1300 Lumens, 3500K

17 78481 LED17PAR38/PRO/935/WSP15/P3 PAR38, 1300 Lumens, 3500K

17 78482 LED17PAR38/PRO/935/NFL25/P3 PAR38, 1300 Lumens, 3500K

17 78483 LED17PAR38/PRO/935/FL40/P3 PAR38, 1300 Lumens, 3500K

18 LED18PAR38/DIM/827/NFL25 PAR38, 2700K, 860 Lumen

18 LED18PAR38LN/DIM/830/NFL25 PAR38, 3000K, FL

18 LED18PAR38LN/DIM/827/FL40 PAR38, 2700K, FL

18 LED18PAR38LN/DIM/830/FL40 PAR38, 3000K, FL

19 73466 LED/RT5/6/G/900/830/FL80/RP E26 Downlight

19 LED/RT5/6/G/900/827/FL80/RP 3000K, 900 Lumen

19 LED/RT5/6/G/900/830 3000K, 900 Lumen

19 LED/RT5/6/G/900/830/FL80/RP 3000K, 900 Lumen

20 LED20PAR38/DIM/930/FL40/P2 PAR38, 3000K, 1000 Lumen, 

20 LED20PAR38DIM830FL40 PAR38, 3000K, 1300 Lumen

21 LED21PAR38/DIM/P/930/FL30 PAR38, 3000K, FL

21 LED21/PAR38/DIM/P/930/FL30/HVP PAR38, Warm White, 3000K, 1100 
Lumen, E26, 21W

TCP

10 LED10A19DOD30K A19, 3000K

12 LED12BR30D41K BR30, 4100K

12 LED12E26P30S27KNFL PAR30, 2700K

12 LED12E26P30SN PAR30

14 LED14P38D30KFL PAR 38, 3000K

17 LED17P38D24KNFL PAR38, 2400K, 1105 Lumen, E26

17 LED17P38D41KFLUS PAR 38, 4100K

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Brand Wattage Model Description

Toshiba

3.8 4B11/22CC-MUP 2200K, Candelabra

3.8 4B11/22CC-UP 2200K, Candelabra

3.8 4B11/22CF-MUP 2200K, Candelabra

3.8 4B11/22CF-UP 2200K, Candelabra

3.8 4B11/27CC-MUP 2700K, Candelabra

3.8 4B11/27CC-UP 2700K, Candelabra

3.8 4B11/27CF-MUP 2700K, Candelabra

3.8 4B11/27CF-UP 2700K, Candelabra

11 11BR30/27J-T BR30, 2700K

11 11BR30/40K-T BR30, 4000K

12.5 LDRB1340ME6USD PAR30, 4000K

13 LDRB1327WE6USD2 (13BR40/27K-T) BR40, 2700K, 950 Lumen

13 LDRB1340WE6USD2 (13BR40/40L-T) BR40, 4000K, 1050 Lumen

16 LDRB1640ME6USD2 PAR38, 4000K

Utilitech

3 LG161/2DM/IF/300/LED Candelabra, 3000K

3 LG161/2DM/IF/LED G16.5, Warm White, 3000K, 200 Lumen, 
E12 base, frosted

4.5 LR14DMLED R14, Soft White, 2700K, 300 Lumen, 
E26, 40WE

4.8 LA15DMC/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E12 base, clear

4.8 LA15DMCCL300LED2 A15, Warm White, 3000K, 300 Lumen, 
E12, clear, 2pk

4.8 LA15DMCIF300LED A15, Warm White, 3000K, 300 Lumen, 
E12, frosted

4.8 LA15DM/CL/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, clear

4.8 LA15DM/CL/300/LED/2 A15, Warm White, 3000K, 300 Lumen, 
E26, clear, 2pk

4.8 LA15DM/IF/300/LED A15, Warm White, 3000K, 300 Lumen, 
E26, frosted

4.8 LCFCDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Utilitech

4.8 LCFCDM300LED2 Candle, Warm White, 3000K, 300 Lumen, 
E12 base, clear flame tip, 2pk

4.8 LCFFDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E12 base, frosted flame tip

4.8 LEFCDM/300/LED Candle, Warm White, 3000K, 300 Lumen, 
E26 base, clear flame tip

4.8 LEFCDM/300/LED/2 Candle Warm White 3000K 300L E26  
2-Pack

4.8 LG161/2DM/CL/300/LED E12, 3000K

4.8 LG161/2DM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, clear

4.8 LG161/2DM/IF/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E12 base, frosted

4.8 LGMDM/CL/300/LED G16.5, Warm White, 3000K, 300 Lumen, 
E26, clear

5.5 LEXNDM/LED G2 MR16, Warm White, 3000K, 350 Lumen, 
G5.3, Flood

6.5 LMR16/GU10/DM/LED MR16, GU10 base

6.5 LMR16DMGU10 MR16, GU10 base

7 LA19DMLEDG2 A19

7.5 LA19DM/LEDG2 A19, 3000K, 450 Lumen

7.5 R20/DM/5K/LED R20, 450 Lumen, E26

8 BPCER20/927/LED R20, 450 Lumen, E26

8 LCFCDM500LED Candle, 3000K, 500 Lumen, E12 candle 
base

8 LR20DM/LED R20, 2700K, 450 Lumen (90mA ridged 
reflector version)

8 R20/927/LED R20, 450 Lumen, E26

8 R20/DM/LEDG2 R20, 450 Lumen, E26

8 R20DM/LEDG2/CAN R20, 450 Lumen, E26

8.5 LMR16DMGU10/500/LED MR16, Warm White, 3000K, 520 Lumen, 
GU10, 120V

9.5 AGOM800/5K/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/927/LED A19, 810 Lumen, E26

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Utilitech

9.5 AGOM800/927/LED/CAN A19, 810 Lumen, E26

9.5 AGOM800/LED/3/CAN A19, 800 Lumen, E26

9.5 AGOM800/LED/CAN A19, 800 Lumen, E26

9.5 BPAGOM800/5K/LED A19, 810 Lumen, E26

9.5 BPAGOM800/LED A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TAR A19, 800 Lumen, E26

9.5 BPAGOM800/LED/TV A19, 800 Lumen, E26

9.5 BPCEAG800/927/LED/3 A19, 810 Lumen, E26

9.5 LPAR20/5K/LEDG5 PAR20, 5000K, 500 Lumen

9.5 LPAR20/LEDG5 PAR20, 3000K, 450 Lumen

9.5 LPAR20DM/SP/LED PAR20, 3000K, 465 Lumen, Spot

9.8 LA19DM/800/LED/G2 A19, 3000K, 800 Lumen

10 DLS15-06A27D1E-WH-F2 Downlight, 2700K, 1200Lm, E26

10 LA19DM/800/5K/LEDG2 A19, 5000K

10 LA19DM/800/LEDG2 A19, 3000K, 800 Lumen

11.5 MQTL1017-LED11.5K827 5"/6" Downlight, 2700K, 700 Lumen

11.5 MQTL1017-LED11.5K850 Downlight, 5000K, 800 Lumen, E26 
retrofit kit

13 DLS02-61327D1E-WF1 5" or 6" Downlight, Soft White, 2700K, 
800 Lumen, E26 retrofit

13 DLS02-61350D1E-WF1 5" or 6" Downlight, Daylight, 5000K, 800 
Lumen, E26 retrofit

13 LBR30/DM/LED BR30, 2700K

13 LBR30DM/LEDG2 BR30

13.5 LA19/OM800/LED A19, 3000K, 800 Lumen, Omni 
Directional

15 LBR30HO/LED/G2 BR30, Soft White, 1150 Lumen

15 LPAR30L/5K/LEDG5 PAR30, 5000K, 800 Lumen, long neck 
flood

15 LPAR30L/LEDG5 PAR30, 3000K, 790 Lumen, long neck 
flood

15 LPAR30LDM/SP/LED PAR30, 3000K, 790 Lumen, long neck, 
spot

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Utilitech

15 LPAR30S/LEDG5 PAR30, 3000K, 750 Lumen, short neck 
flood

16 LBR40DMLEDG2 BR40, 2700K, 1065 Lumen

16 LPAR38LEDG72 PAR38, 3000K, 950 Lumen, 2PK

17 BPCEBR40/DM/LED BR40

17 LBR40DM/LED BR40, 2700K, 1065 Lumen

17.5 YGA08A35-17.5W-827 BR40, 2700K, 1100 Lumen

20 L20PAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LBR40HO/LED/G2 BR40, Soft White, 1400 Lumen

20 LPAR38/5K/LEDG5 PAR38, 5000K, 1000 Lumen, flood

20 LPAR38/LEDG5 PAR38, 3000K, 1000 Lumen, flood

20 LPAR38DM/SP/LED PAR38, 3000K, 1000 Lumen, Spot

22 LA/OM1600R/5K/LED A21, Daylight, 5000K, 1600 Lumen

23 LAOM1600RLED 3000K, Medium Base

23 LPAR38/1400/5K/LEDG5 PAR38, 5000K, 1400 Lumen

23 LPAR38/1400/LEDG5 PAR38, 3000K, 1400 Lumen

LA15DMCCL300LED/BULK

LCFFDM/300/LED BULK

LG1612DMIF300/LED

Westinghouse

6 33098 A19, 3000K, 470 Lumen

6.5 03425 A19, 2700K, 450 Lumen, E26, 40WE

7 03098 A19, 3000K, 450 Lumen

7 33012 Par20, 3000K, 415 Lumen

7 33050 R20, 2700K, 550 Lumen, flood

8 03011 G25, 3000K, 430 Lumen

8.5 43000 R30, 2700K, 650 Lumen, flood

9 03563 BR30, 2700K, 750 Lumen, E26

10 03439 A19, 3000K, 800 Lumen, E26, 60WE

10 03696 A19, 2700K, 790 Lumen, E26, 60WE

17 33014 PAR38, 3000K, 1200 Lumen, flood

17 33064 PAR38, 3000K, 1200 Lumen, flood

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Zenaro

3 SL-35A/H/P03/TP/CR/E27/TD/12/LAC/
US/ZN

3 SL-35A/X1/P03/X3X4/X5X6/X7X8X9/TD/
X11X12/X13X14X15/X16X17

7.5 RM-A60-E40-08-LAC-TD-ZN-UL

7.5 RM-A60-E65-08-LAC-TD-ZN-UL

7.5 RSL60T-8W-2700K-TD-OM

8 SL-60B/C/P08/OM/E27/TD/26/LAC/US/
ZN

8 SL-60B/X1/P08/X3X4/X5/TD/X7X8/LAC/
X10X11/X12X13(Z)

12 RM-A60-E27-12-LAC-TD-ZN-UL

12 RM-A60-E40-12-LAC-TD-ZN-UL

12 RM-A60-E65-12-LAC-TD-ZN-UL

12 RSL60T-12W-2700K-TD-OM

12 SL-60B/C/P12/OM/E27/TD/26/LAC/US/
ZN

12 SL-60B/X1/P12/X3X4/X5/TD/X7X8/LAC/
X10X11/X12X13(Z)

Bulbs for 4 Zone Phase Adaptive Remote Dimming Module

LED bulbs

Models: HW-RPM-4A-120

Note: Minimum and maximum loads for LEDs and CFLs on a device are given in number of lamps and may vary 
depending on the lamp being used. Visit www.lutron.com/ledtool for more information on the Lutron test results.
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Single-Gang
Total CFL/LED  

Wattage Installed
Maximum Allowable  

Incandescent/Halogen Wattage

0 W + 600 W

1– 25 W + 500 W

26 – 50 W + 400 W

51–75 W + 300 W

76 –100 W + 200 W

101–125 W + 100 W

126 –150 W + 0 W

End of Gang
Total CFL/LED  

Wattage Installed
Maximum Allowable  

Incandescent/Halogen Wattage

0 W + 500 W

1– 25 W + 400 W

26 – 50 W + 300 W

51–75 W + 200 W

76 –100 W + 100 W

101–125 W + 50 W

126 –150 W + 0 W

Middle of Gang
Total CFL/LED  

Wattage Installed 
Maximum Allowable  

Incandescent/Halogen Wattage

0 W + 400 W

1– 25 W + 300 W

26 – 50 W + 200 W

51–75 W + 100 W

76 –100 W + 50 W

101–125 W + 0 W

126 –150 W + 0 W

Example 1:
1. I have a single-gang dimmer and 3 CFL  
 bulbs that are 16 W each, totaling 48 W.
2. Because I have 48 W of CFL bulbs 
 installed, I can have up to 400 W of  
 incandescent bulbs also controlled by  
 this dimmer (6 incandescent bulbs that  
 are 65 W each = 390 W)

(Please note this example applies to a single-gang 
dimmer only.)

How to calculate wattage when mixing lamp types: (example only)

www.lutron.com/dimcflled

