
When using icons, all words are left-
justified and icons are right-justified

Number of characters is dependent 
upon character widths and icon size

Refer to page 2 of this document

See page 3 for Insert Engraving
Suggestions

 

  

Engraving Options
• Characters *(choose one)

First Letters Capitalized (default)

As Written in above section

• Position *(choose one) • Font: 

Left justified (default)

Centered

ALL LETTERS CAPITALIZED * Default option will be used if 
  option is not selected

 

3MOC:  3-position, 
 Momentary, 
 Center position key removal
 ± 45º travel

Architectural Matte

Satin Colors®

Metal Finishes

3MAC:  3-position, 
 Maintained, 
 Center position key removal
 ± 90º travel
2MAC:  2-position, 
 Maintained, 
 Center position key removal
 ± 90º travel
2MAA:  2-position, 
 Maintained, 
 Any position key removal
 ± 90º travel

Keyswitch Options
Keyswitch Type Color Options

No Insert
Insert4

Wallplate Style

Icon Code3
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Lutron Electronics Co., Inc.
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Coopersburg, PA 18036

Phone Number: 1-(888) LUTRON1

Fax Number: (610) 282-3090

Email Address: custsvc@lutron.com
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Job #:

Contact Infomation
Lutron Order#: 

Name:

Address:

Phone:Country:  

  City: State:  Postal Code:

Model NumberseeTouch® QS Keyswitch Engraving Schedule
Custom Engraving

Icon Code3

Key Direction Arrows
HeadFullNone

Lutron, seeTouch, 
Satin Colors, and the 
sunburst logo are 
registered trademarks of 
Lutron Electronics Co., Inc.
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Insert Engraving Suggestions

seeTouch® QS Keyswitch Engraving Schedule
insert engraving suggestions

To help distinguish which text goes with which key turn direction on insert-style
keyswitches, Lutron recommends separating the two function descriptions with a
vertical bar ( “|” ), by typing Shift + Backslash on keyboard. 

Text to the left of the bar goes with the left function, and text to 
the right of the bar goes with the right function.

Below are some some suggested examples for light control, timeclock, and 
afterhours mode applications.

Light control

Lights

Off | On

Timeclock

Timeclock

Disable|Enable

Afterhours Mode

Afterhours

Stop | Start

Shift

Lutron, seeTouch, 
Satin Colors, and the 
sunburst logo are 
registered trademarks of 
Lutron Electronics Co., Inc.
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