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Overview
In a GRAFIK Eye 4000 Series Dimming Panel, bypass jumpers are located in the Terminal blocks to protect the
dimmers from faults.  The first use of the bypass jumpers occurs when the load wiring is initially installed.  The
jumpers must remain in the terminal blocks when checking the load wiring during installation or later after
modifications.  This will assure that the dimmers will not be damaged in the case of a miswire.  Once the load wiring
has been checked, the circuit breakers must be turned OFF and then the bypass jumpers can be removed.  In order
to remove the jumpers, all three screws need to be loosened.  After removal, the jumpers should be saved for
possible future use.  If future work needs to be done on the load, the circuit breaker must be turned OFF first and the
bypass jumpers must be put back into the terminal blocks before any work is started.  This information is also
available in the GRAFIK Eye 4000 Series Installer's Guide (P/N 032-036).
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Additional Information
World Headquarters
Lutron Electronics Co., Inc.
7200 Suter Road
Coopersburg, PA 18036-1299 U.S.A.
TOLL FREE: (800) 523-9466 (U.S.A., Canada, and
the Caribbean)
Tel: (610) 282-3800; International 1610 282-3800
Fax: (610) 282-3090; International 1610 282-3090

European Headquarters
Lutron EA LTD
Lutron House
6 Sovereign Close
Wapping
London, E1 9HW England
FREEPHONE: 0800 282107 (U.K.)
Tel: (0171) 702-0657; International 44-171-702-0657
Fax: (0171) 480-6899; International 44-171-480-6899

Hong Kong Office
Tel: 2593-1119; International 852-2593-1119
Fax: 2593-1197; International 852-2593-1197

Singapore Office
Tel: 487-2820; International 65-487-2820
Fax: 487-2825; International 65-487-2825

Japan Office
Lutron Asuka Corporation K.K.
Kowa Shibakoen Bldg. 2nd Floor
1-1-11 Shibakoen
Minato-ku, Tokyo 105-0011, Japan
TOLL FREE: (0120) 083417 (Japan)
Tel: International 81 3 5405 7333
Fax: International 81 3 5405 7496

Worldwide Technical and Sales
Assistance
If you need technical assistance, call the toll-free
Lutron Technical Assistance Hotline. Please
provide exact model number when calling.
(800) 523-9466 (U.S.A., Canada and the Caribbean)
Other countries call:
Tel: (610) 282-3800; International: 1 610 282-3800
Fax: (610) 282-3090; International: 1 610 282-1243
Our address on the Web is www.lutron.com

Lutron and GRAFIK Eye are registered trademarks of Lutron Electronics Co., Inc.
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