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TYPE X

CM-D2XXXXXXXXT18GTXXXX11XX
D2 SERIES DOWNLIGHT

WITH TRIM MODEL:
UN-D2XXXXX

LOCATION TBD

LUTRON NOTES:

ALL DIMMING BALLASTS TO BE
LUTRON ECOSYSTEM, ECOSYSTEM
H-SERIES, OR HI-LUME 3D TYPE
UNLESS OTHERWISE NOTED.

ALL DIMMING DRIVERS TO BE LUTRON
ECOSYSTEM DRIVERS: HI-LUME 1%;
HI-LUME 1% WITH SOFT-ON,
FADE-TO-BLACK; 5-SERIES; OR
HI-LUME PREMIER 0.1% UNLESS
OTHERWISE NOTED.

E.E. TO CONFIRM ALL CIRCUITING
REQUIREMENTS.

ARCHITECT TO VERIFY QUANTITY,
LOCATION & FINISH OF ALL
CONTROLS.

LUTRON FIELD SERVICE
COMMISSIONING INCLUDED IN

ALL SYSTEMS INITIATES AN 2 YEAR
LIMITED WARRANTY. THE ELECTRICAL
CONTRACTOR MUST CONTACT
LUTRON (1-844-588-7661) TO SET UP
VISIT WITH 10 DAYS NOTICE.

D2 CAD BLOCK
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