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WIRING

Home Run Wiring of
GRAFIK Eye Controls

Overview

GRAFIK Eye 3000 Series Control Unit and Accessory Control low voltage wiring must be daisy chained (Units
connected in one continuous chain). This is typically done by wiring from one unit to the next. If homeruns are
required, this can be accomplished by running wires to a central point and connecting wires in a manner illustrated
in the following wiring diagram. Pull four pairs of twisted #18 AWG to all wallboxes except wallboxes at the end of
the chain. (** Do not connect #2 terminal between Control Units or between a Control Unit and an Accessory
Control powered by another Control Unit.)
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Additional Information

World Headquarters

Lutron Electronics Co., Inc.

7200 Suter Road

Coopersburg, PA18036-1299 U.S.A.

TOLL FREE: (800) 523-9466 (U.S.A., Canada, and
the Caribbean)

Tel: (610) 282-3800; International 1610 282-3800
Fax: (610) 282-3090; International 1610 282-3090

European Headquarters

Lutron EALTD

Lutron House

6 Sovereign Close

Wapping

London, E1 9HW England

FREEPHONE: 0800 282107 (U.K.)

Tel: (0171) 702-0657; International 44-171-702-0657
Fax: (0171) 480-6899; International 44-171-480-6899

Hong Kong Office
Tel: 2593-1119; International 852-2593-1119
Fax: 2593-1197; International 852-2593-1197

Singapore Office
Tel: 487-2820; International 65-487-2820
Fax: 487-2825; International 65-487-2825

Japan Office

Lutron Asuka Corporation K.K.

Kowa Shibakoen Bldg. 2nd Floor
1-1-11 Shibakoen

Minato-ku, Tokyo 105-0011, Japan
TOLL FREE: (0120) 083417 (Japan)
Tel: International 81 354057333
Fax: International 81 3 5405 7496

Worldwide Technical and Sales
Assistance

If you need technical assistance, call the toll-free
Lutron Technical Assistance Hotline. Please
provide exact model number when calling.

(800) 523-9466 (U.S.A., Canada and the Caribbean)
Other countries call:

Tel: (610) 282-3800; International: 1 610 282-3800
Fax: (610) 282-3090; International: 1 610 282-1243
Our address on the Web is www.lutron.com

Lutron and GRAFIK Eye are registered trademarks of Lutron Electronics Co., Inc.
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